PROFILES RECESSED

SLOTLIGHT FRAME

The unique anaglyph frame gives SLOTLIGHT FRAME a strong
architectural identity. This, in combination with the perfect
lighting conditions without annoying reflections, make this

luminaire suitable for many different working areas (offices, houses,

entrance areas efc).

Uniformly illuminated lines with no dark shadows can be created thanks

to the “tetris" installation of the T16 fluorescent lamps.

The LED version escapes the restrictions of the T16 fluorescent lamps, by

using LED lighting points that can have any spacing pitch, and this gives the
light line enormous flexibility. The visual benefit: The continuous-row System is
illuminated absolutely uniformly from beginning to end, is economically efficient,
maintenance free and it has long service-life.

Technical Features

- Housing from aluminium profile, painted electrostatically in selected colour.
- High efficient diffuser in opal PMMA.

- Flow recuperator in white colour.

Upon request

- Connection for operation with electronic dimmable ballast.

For LED Version

- Pure light without IR/UV radiation.

- Efficient thermal management.

- Up to 28W/m and 3864 Lm luminous flux range.

- Operation life: 50,000 hours with efficiency > 70% of the initial luminous flux.
- Connection for operation on 230V/50Hz.

Upon request:
Available with highest colour rendering index (CRI)
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PROFILES RECESSED

SLOTLIGHT FRAME
SLOTLIGHT FRAME
- Version for T16. L-10
- Aluminium body.
- High efficient diffuser in opal PMMA. ﬁ%ﬁ%
- Flow recuperator in white colour. L
- Suspension brackets not included. I
m Description L Kg - E
925012 Slotlight Frame 1x13/14W T16 610 1,700 = L )
925032 Slotlight Frame 1x20/24W T16 610 1,700 | |
92505=  Slotlight Frame 1x19/21W T16 910 2,900 :
92507_  Slotlight Frame 1x34/39W T16 910 2,900 102
92509=  Slotlight Frame 1x25/28W T16 1210 3,400 Hole
925112 Slotlight Frame 1x50/54W T16 1210 3,400 1-2x13/14W - 20/24W T16 95 x 604
925132 Slotlight Frame 1x32/35W T16 1510 4,250 12x19/21W-34/39WT16 95 x 904
925152 SIotIight Frame 1x45/49W T16 1510 4,250 1-2x25/28W - 50/54W T16 95 x 1204
92517_  Slotlight Frame 1x73/80W T16 1510 4,250 1-2x32/35W - 45/49W T16 95 x 1504
925372 Slotlight Frame 2x13/14W T16 610 i ,700 1-2x73/80W T16 95 x 1504
925392 Slotlight Frame 2x20/24W T16 610 1,700
92541_  Slotlight Frame 2x19/21W T16 910 2,900 14119/21W - 34/39W T16 95 x 1669
925432 SIotIight Frame 2x34/39W T16 910 2,900 1+1x25/28W - 50/54W T16 95 x 2269
925452 SIotIight Frame 2x25/28W T16 1210 3,400 1+1x32/35W - 45/49W T16 95 x 2869
c E W P Eg 92547 Slotlight Frame 2x50/54W T16 1210 3,400 14+1x73/80W T16 95 x 2869
92549=  Slotlight Frame 2x32/35W T16 1510 4,250
925512 SIotIight Frame 2x45/49W T16 1510 4,250 2+2x19/21W - 34/39W T16 95 x 1879
g 92553 Slotlight Frame 2x73/80W T16 1510 4,250 242x05/28W - 50/54W T16 95 x 2479
D Included 2+2x32/35W - 45/49W T16 95 x 3079
osmuers ﬁs 92523=  Slotlight Frame 1+1x19/21W T16 1675 4,700 2+2x73/80W T16 95 x 3079
925252 Slotlight Frame 1+ 1x34/39W T16 1675 4,700
92527_  Slotlight Frame 1+1x25/28W T16 2275 6,400
92529 Slotlight Frame 1+ 1x50/54W T16 2275 6,400
925312 Slotlight Frame 141x32/35W T16 2875 8,050
92533 Slotlight Frame 14 1x45/49W T16 2875 8,050
925352 Slotlight Frame 14 1x73/80W T16 2875 8,050
925592 Slotlight Frame 24-2x19/21W T16 1885 5,280
925612 Slotlight Frame 242x34/39W T16 1885 5,280
92563 Slotlight Frame 242x25/28W T16 2485 7,000
92565=  Slotlight Frame 24-2x50/54W T16 2485 7,000
925672 Slotlight Frame 242x32/35W T16 3085 8,650
92569=  Slotlight Frame 2+2x45/49W T16 3085 8,650
925712 Slotlight Frame 24-2x73/80W T16 3085 8,650
SLOTLIGHT FRAME LED
- Version for LED CHIP.
e P23 Aluminium body. -
- High efficient diffuser in opal PMMA. %&
g - Flow recuperator in white colour. L
- Suspension brackets not included. e —

- Efficiency: max.138 Lumen / Watt.

s @ Inciuded m Description L Kg
WS,,;W 25 92573=  Slotlight Frame Led 16W 2200 Im Neutral 620 1,750

92574 Slotlight Frame Led 28W 3100 Im Neutral 1180 3,310

112
_\_
AR ——

92575 Slotlight Frame Led 33W 4400 Im Neutral 1180 3,310 102

92576 Slotlight Frame Led 42W 4650 Im Neutral 1740 4,900 Hole

92577=  Slotlight Frame Led 49W 6600 Im Neutral 1740 4,900 16W 95 x 614
92578 Slotlight Frame Led 56W 6200 Im Neutral 2300 6,450 28\ - 33W 95 x 1174
92579 Slotlight Frame Led 65W 8800 Im Neutral 2300 6,450 4OW - 49W 95 x 1734
92580 SIotIight Frame Led 16W 2200 Im Warm 620 1,750 56W - 65W 95 x 2294

92582 Slotlight Frame Led 33W 4400 Im Warm 1180 3,310
92584=  Slotlight Frame Led 49W 6600 Im Warm 1740 4,900
92586  Slotlight Frame Led 65W 8800 Im Warm 2300 6,450

Colour Codes:
2 Colours l White gTitan i Black E matt Alum.

www.petridis-lighting.gr 493



PROFILES RECESSED
SLOTLIGHT FRAME
SLOTLIGHT FRAME ANAGLYPH
- Version for T16. L-10
- Aluminium body.
- Diffuser in opal of 10mm PMMA. E T .
- Flow recuperator in white colour. L
- Suspension brackets not included. I
m Description L Kg " E
92601~  Slotlight Frame Anaglyph 1x13/14W T16 610 2,100 =
92603_  Slotlight Frame Anaglyph 1x20/24W T16 610 2,100
92605=  Slotlight Frame Anaglyph 1x19/21W T16 910 3,140 7777775
92607  Slotlight Frame Anaglyph 1x34/39W T16 910 3,140 102
92609  Slotlight Frame Anaglyph 1x25/28W T16 1210 4,170 Hole
926112 Slotlight Frame Anaglyph 1x50/54W T16 1210 4,170 1-2x13/14W - 20/24W T16 95 x 604
92613_  Slotlight Frame Anaglyph 1x32/35W T16 1510 5,200 1-2x19/21W - 34/39W T16 95 x 904
92615_  Slotlight Frame Anaglyph 1x45/49W T16 1510 5,200 1-2x25/28W - 50/54W T16 95 x 1204
92617_  Slotlight Frame Anaglyph 1x73/80W T16 1510 5,200 1-2x32/35W - 45/49WT16 95 x 1504
92637-  Slotlight Frame Anaglyph 2x13/14W T16 610 2,100 1-2x73/80W T16 95 x 1504
92639_  Slotlight Frame Anaglyph 2x20/24W T16 610 2,100
92641_  Slotlight Frame Anaglyph 2x19/21W T16 910 3,140 1+1x19/21W - 34/39W T16 95 x 1669
92643 Slotlight Frame Anaglyph 2x34/39W T16 910 3,140 1+1x25/28W - 50/54W T16 95 x 2269
92645_  Slotlight Frame Anaglyph 2x25/28W T16 1210 4,170 1+1x32/35W - 45/49W T16 95 x 2869
ce W P43 92647 Slotlight Frame Anaglyph 2x50/54W T16 1210 4,170 1+1x73/80W T16 95 x 2869
92649_  Slotlight Frame Anaglyph 2x32/35W T16 1510 5,200
92651~  Slotlight Frame Anaglyph 2x45/49W T16 1510 5,200 2+2x19/21W - 34/39W T16 95 x 1879
@ 92653  Slotlight Frame Anaglyph 2x73/80W T16 1510 5,200 2+2x25/28W - 50/54W T16 95 x 2479
s 2+2x32/35W - 45/49W T16 95 x 3079
Ber 926232  Slotlight Frame Anaglyph 1+1x1921WT16 1675 5770 2+273/80WT16 9 x 3079
— - 92625=  Slotlight Frame Anaglyph 1+1x34/30WT16 1675 5,770
92627_  Slotlight Frame Anaglyph 1+1x25/28W T16 2275 7,830
92629_  Slotlight Frame Anaglyph 1+1x50/54W T16 2275 7,830
92631=  Slotlight Frame Anaglyph 1+1x32/35W 716 2875 9,890
92633  Slotlight Frame Anaglyph 1+1x45/49W T16 2875 9,890
92635_  Slotlight Frame Anaglyph 1+1x73/80W T16 2875 9,890
92659  Slotlight Frame Anaglyph 2+2x19/21WT16 1885 6,490
92661_  Slotlight Frame Anaglyph 2+2x34/39W 716 1885 6,490
92663_  Slotlight Frame Anaglyph 2+2x25/28W T16 2485 8,550
92665_  Slotlight Frame Anaglyph 2+2x50/54W 716~ 2485 8,550
92667_  Slotlight Frame Anaglyph 2+2x32/35W 716 3085 10,620
92669  Slotlight Frame Anaglyph 2+2x45/49W T16 3085 10,620
92671=  Slotlight Frame Anaglyph 2+2x73/80W T16 3085 10,620
SLOTLIGHT FRAME ANAGLYPH LED
- Version for LED CHIP.
e P2 Auminium body. .
- Diffuser in opal of 10mm PMMA. N I » O O
@ - Flow recuperator in white colour. L
- Suspension brackets not included. I
- Efficiency: max.138 Lumen / Watt. E\
> QUNWWORl  Code | Description L Kg TR F
. 25 92673~ Slotlight Frame Anaglyph Led 16W 2200 Im Neutral 620 2,140 ;’ \
92674-  Slotlight Frame Anaglyph Led 28W 3100 Im Neutral 1180 4,060 i 4
926752 Slotlight Frame Anaglyph Led 33W 4400 Im Neutral 1180 4,060 102
92676-  Slotlight Frame Anaglyph Led 42W 4650 Im Neutral 1740 5,990 Hole
92677_  Slotlight Frame Anaglyph Led 49W 6600 Im Neutral 1740 5,990 16W 9% x 614
92678 Slotlight Frame Anaglyph Led 56W 6200 Im Neutral 2300 7,920 28W - 33W 95 x 1174
92679 Slotlight Frame Anaglyph Led 65W 8800 Im Neutral 2300 7,920 42W - 49w 95 x 1734
92680_  Slotlight Frame Anaglyph Led 16W 2200 ImWarm 620 2,140 56W - 65W 95 x 2294
92682_  Slotlight Frame Anaglyph Led 33W 4400 Im Warm 1180 4,060
92684_  Slotlight Frame Anaglyph Led 49W 6600 Im Warm 1740 5,990
92686-  Slotlight Frame Anaglyph Led 65W 8800 Im Warm 2300 7,920
Colour Codes:
0 Colours 1 White |2 Titan |3 Black |5 mattAlum.
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‘ PROFILES RECESSED
SLOTLIGHT FRAME
SLOTLIGHT FRAME LOUVRE

- Version for T16.

ce / IP 20

&

6
—
OSRAM: TS
PHILPS: TLS

Included

Colour Codes:
0 Colours 1 White 2 Titan

3 Black & matt Alum.

www.petridis-lighting.gr

- Aluminium body.
- Parabolic reflector in specular anodized aluminium.
- Suspension brackets not included.

m Description

943032
94307=
943112
943152
94317=

943252
943292
94333
943352

Slotlight Frame Louvre 1x20/24W T16
Slotlight Frame Louvre 1x34/39W T16
Slotlight Frame Louvre 1x50/54W T16
Slotlight Frame Louvre 1x45/49W T16
Slotlight Frame Louvre 1x73/80W T16

Slotlight Frame Louvre 1-+1x34/39W T16
Slotlight Frame Louvre 1+1x50/54W T16
Slotlight Frame Louvre 1+1x45/49W T16
Slotlight Frame Louvre 1+1x73/80W T16

L
610
910

1210
1510
1510

1786
2386
2986
2986

Kg
1,300
1,950
2,580
3,220
3,220

3,800
6,050
6,360
6,360

112
j\]—

i It

102

Hole
1x20/24W T16 95 x 604
1x34/39W T16 95 x 904
1x50/54W T16 95 x 1204
1x45/49W - 73/80W T16 95 x 1504
1+1x34/39W T16 95 x 1780
1+1x50/54W T16 95 x 2380
1+1x45/49W - 73/80W T16 95 x 2980
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PROFILES

RECESSED

SLOTLIGHT FRAME

- Simple version for incandescent halogen max.50W 12V

SLOTLIGHT FRAME + Module 50 IRA 2 Reflector

952012 Slotlight Frame Module 50 1x max.50W/GU10 170 0,720
95202=  Slotlight Frame Module 50 2x max.50W/GU10 250 1,050

C€ \/ 80 P20 (QR-CBC 51).
( =
I ﬁgvs—]
12v N/ N
| Code | Descripton L[| Ky | e
952042 Slotlight Frame Module 50 1x max.50W/G5,3 300 1,270
95205=  Slotlight Frame Module 50 2x max.50W/G5,3 450 1,900
SLOTLIGHT FRAME + Module 50 GU10
- Simple version for incandescent halogen max.50W 230V
C€ \/ s&0c P20 (PARE).
I
030" 80— \
' e
| Code | Descripon L[ Ky | .

O

ce VW

025" o
w

850°C IP20
. 350mA
25¢

- Reflectors: Medium, Wide.
- 7W power consumption driven at 350mA.
- Efficiency:
4000 K: 770 Lumen, CRI: min. 80
3000 K: 730 Lumen, CRI: min. 80
Maximum: 110 Lm/W

Description L
95207mmm — Slotlight Frame Module 50 1x IRA 2 7W Reflector 300 1,270
95208m == . Sjotlight Frame Module 50 2x IRA 2 7W Reflector 450 1,900

SLOTLIGHT FRAME + Module 50 DIMITRA 2 Reflector HO

Ce|

025" 38—
.

850°C IP 40

A

500mA

250

- Reflectors: Spot, Medium, Wide.

- 5W power consumption driven at 500mA.

- Efficiency:
5W: 4000 K: 510 Lumen, CRI: min. 80
5W: 3000 K: 485 Lumen, CRI: min. 80
Maximum: 102 Lm/W

95209mmm = Siotlight Frame Module 50 1x DIMITRA 2 5W RefHO 300 1,270
95210m = Sjotight Frame Module 50 2 DIMITRA 2 5W RefHO 450 1,900

SLOTLIGHT FRAME + Module 50 ARTEMIS 2 Diffuser Prismatic

112

496

cel N

L=

' D l
.

850°C P40
ta 350/500mA
250

- Beam: Diffuser.
- 5W power consumption driven at 500mA.
- 7W power consumption driven at 350mA.
- Efficiency:

5W: 4000 K: 510 Lumen, CRI: min. 80

5W: 3000 K: 485 Lumen, CRI: min. 80

TW: 4000 K: 770 Lumen, CRI: min. 80

TW: 3000 K: 730 Lumen, CRI: min. 80

Maximum: 110 Lm/W
| Code | Descripion L] Kg |
95211m 00 Slotlight Frame Module 50 1x ARTEMIS 2 5W Diffuser Prism. 300 1,270
95212m 00 Slotlight Frame Module 50 2x ARTEMIS 2 5W Diffuser Prism. 450 1,900
95213m 00 Slotlight Frame Module 50 1x ARTEMIS 2 7W Diffuser Prism. 300 1,270
95214m 00 Slotlight Frame Module 50 2x ARTEMIS 2 7W Diffuser Prism. 450 1,900
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PROFILES

RECESSED

SLOTLIGHT FRAME

SLOTLIGHT FRAME + Module 50 ATHINA 2 Diffuser Opal

C€E \/ ss0c Pao

020" 38—

- Beam: Diffuser.

- 5W power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.

- Efficiency:
5W:

4000 K: 510 Lumen, CRI: min. 80

5W: 3000 K: 485 Lumen, CRI: min. 80
n‘ 7W: 4000 K: 770 Lumen, GRI: min. 80
o s (W: 3000 K: 730 Lumen, CRI: min. 80
. . Maximum: 110 Lm/W
| Code | Descripon L] Ky |
95215m00_ Slotlight Frame Module 50 1x ATHINA 2 5W Diffuser Opal 300 1,270
95216m 00_ Slotlight Frame Module 50 2x ATHINA 2 5W Diffuser Opal 450 1,900
95217m 00 Slotiight Frame Module 50 1x ATHINA 2 7W Diffuser Opal 300 1,270
95218m00= Sotlight Frame Module 50 2x ATHINA 2 7W Diffuser Opal 450 1,900
SLOTLIGHT FRAME + Module 50 VENUS 2 Lens
- Lens: Spot, Medium, Wide.
C€ \/ 850C P4 _ 3w power consumption driven at 350mA.
- 6W power consumption driven at 700mA. i
025., i - Efficiency:
3W: 4000 K: 321 Lumen, CRI: min. 75 o
“ " " 3W: 3000 K: 300 Lumen, CRI: min. 80 =
o 6W: 4000 K: 600 Lumen, CRI: min. 75
o B BW: 3000 K: 570 Lumen, CRI: min. 80 NNNNNAN
256 Maximum: 107 Lm/W 102
| Code | Descripon L] Kg |
95219mmm . Slotlight Frame Module 50 1x VENUS 2 3W/6W Lens 300 1,270
95220m mm . Slotlight Frame Module 50 2x VENUS 2 3W/6W Lens 450 1,900
SLOTLIGHT FRAME + Module 30
- Version for LED CHIP.
e VY P20 _ Auminium body.
O - Lens in Spot, Medium, Wide or spot reflector selection. 1
o = Description L| kg |
95221mmm _ Slotlight Frame Module 30 1x2W Lens 240 1,020
“ l‘ " 95222mmm _ Slotlight Frame Module 30 2x2W Lens 320 1,350
o . = Y 95223mmm 1 Sotight Frame Module 30 32W Lens 400 1,690
- 25°C -@
(@ 95224m 012 Slotiight Frame Module 30 1x2W Reflector 240 1,020
952258 (01 Slotlight Frame Module 30 2x2W Reflector 320 1,350
95226m 01= Slotlight Frame Module 30 3x2W Reflector 400 1,690
Q
(@
Q
LED COLOUR CODES: | | BEAM CODES: Colour Codes:
B warm [ Neutral spot [F] medum [E] wide| | [0 Colours [1 white [2 Titan [ Black |5 matt Aum.
SLOTLIGHT FRAME ACCESSORIES
- Metal suspension bracket.
[ 43 - Required 1pc per 1m profile length.
= m Description (]
i 900210  Suspension Bracket Slotlight Frame 0,470
-
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