| FLOODLIGHTS

LIGHTMASTER ONE 2000

LIGHTMASTER 2000 - Symmetrical

ce VW g IP 66
§7)

- High intensity circular reflector (with baffle to avoid the
direct glare), type C1, C2, C3, C4, C5, C6 for short arc
lamps.

HIT-DE
Oy

OSRAM:
HOTS /K125:36

m Description

FA75081
FA75082
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FA75085
FA75086
FA75087
FA75088
FA75089

FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75081
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75082
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75083
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75084
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75085
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75086
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75087
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75088
FLOODLIGHT LIGHTMASTER ONE 2000 / K12s-36 (short arc) 75089

2000W HIT-DE / K12s-36: OSRAM (short arc) HQI-TS 2000/D/S

Note: The preceding luminaires are also available in class Il.
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DESCRIPTION
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Type

2800

R1 (empty with ignitor)
R2 (empty with ignitor)

1000W

R3 (empty with ignitor)
R4 (empty with ignitor)
R5 (empty with ignitor)
R6 (empty with ignitor)
R7 (empty with ignitor)
R8 (empty with ignitor)
R9 (empty with ignitor)
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Conventional ballast and capacitor

For metal halide lamp

CODE

1x2000W HIT-DE / K12s-36 Osram, HIT-DE / Philips

CONTROL GEAR (in aluminium base)

701124

1x2000W HIT-DE / K12s-36 Osram, HIT-DE / Philips

CONTROL GEAR (in waterproof gear box)

701120
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www.petridis-lighting.gr



