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| LIGHTING SYSTEMS RECESSED LUMINAIRES

SKY

Sky is a small and minimal recessed luminaire, square or round, which is ideal for decorative lighting.

Technical Features

- Body from aluminium profile. Upon request:
- Cover from methacrylate PMMA, 3mm or 8mm in round or square Available with highest colour rendering index (CRI)
shape.

- Easy mounting with clips.

- Pure light without IR/UV radiation.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Voltage 12V DC.
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

SKY

SKY R8

IP 54

- Aluminium body.
- Cover from methacrylate PMMA, 8mm in round shape.

| Code | Descripton | Ko__|
88077@  SKYR8 2,6W 0,080

3 38mm

SKY S8
CeE IP 54
O oo ju=

12408
fa
25C

SKY R3

- Aluminium body.
- Cover from methacrylate PMMA, 8mm in square shape.

| Code | Desoription | K |
88075m  SKY S8 2,6W 0,080

> 38mm

SKY §83

- Aluminium body.
- Cover from methacrylate PMMA, 3mm in round shape.

| Code | Descripton | Ko |
88076m  SKYR32,6W 0,070

3> 38mm

IP 54

- Aluminium body.
- Cover from methacrylate PMMA, 3mm in square shape.

| Code | Description kg |

88010m  SKY 53 2,6W 0,070

LED Colour Codes:

Ecoc Pwam [lnevra [[sue [ veiow [ red [l Green

DIMMER

LED LUMINAIRES DESCRIPTION N° Luminaires

min. max.
SKY (CONSTANT VOLTAGE) 2,6W 1 4

DIMENSIONS mm

12v DC 13W P20 160 x 22 x 19 | 800060

www.petridis-lighting.gr




| LIGHTING SYSTEMS RECESSED LUMINAIRES

FLASH 1

Flash 1 is a highly innovative recessed spot, with or without rotation. It is ideal for smooth ambient lighting or accent lighting inside display
cabinets. The last generation LED chip ensures excellent performance with maximum energy efficiency. This, in combination with an efficient
thermal management, makes Flash 1 a warranty for premium lighting with LED technology.

Technical Features

- Aluminium body, painted electrostatically in selected colour or plated. ~ Upon request:
- For adjustable edition aluminium internal ring. Available with highest colour rendering index (CRI)
- Easy mounting with clips.
- Reflector or lens selection.
- Pure light without IR/UV radiation.
- 1W and 2W wattage editions.
- Die cast aluminum heatsink anodized.
- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.
- Connection for operation with Constant Current.
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

FLASH 1
FLASH 1 Fixed - Lens
- Beams: Spot, Medium, Wide. D 47mm
C€ &/ 850C P20 _ 1w power consumption driven at 350mA.
O 2W power consumption driven at 700mA.
At - Efficiency:
=
sl A 1W: 4000 K: 107 Lumen, CRI: min. 75 @
“ “ " 1W: 3000 K: 100 Lumen, CRI: min. 80
2W: 4000 K: 200 Lumen, CRI: min. 75
e, = 2W: 3000 K: 185 Lumen, CRI: min. 80
25 IZI Maximum: 107 Lm/W @56
2% | Code | Descripion | Ky |
: 88132mmm - FLASH 1 Fixed Lens 1/2W 0,110
FLASH 1 Adjustable - Lens
- Beams: Spot, Medium, Wide. > 56mm
C€ 7 80C P2 qy power consumption driven at 350mA.
O 2W power consumption driven at 700mA.
e A - Efficiency:
o N 1W: 4000 K: 107 Lumen, CRI; min. 75 0
“ “ " 1W: 3000 K: 100 Lumen, GRI: min. 80
2W: 4000 K: 200 Lumen, GRI: min. 75
. @ g 2W:_ 3000 K: 185 Lumen, GRI: min. 80
25¢ EI Maximum: 107 Lm/W &7
@_ Description
! 88133mmm_  FLASH 1 Adjustable Lens 1/2W 0,120
FLASH 1 Fixed - Reflector
- Reflectors: Spot. D> 47Tmm
C€ N/ 850G P2 1y power consumption driven at 350mA.
O 2W power consumption driven at 700mA.
At - Efficiency:
— =
il A 1W: 4000 K: 107 Lumen, CRI: min. 75 @
“ 1W: 3000 K: 100 Lumen, CRI: min. 80
2W: 4000 K: 200 Lumen, CRI: min. 75
T, e 2W: o 3000 K: 185 Lumen, CRI: min. 80
25 |Z| Maximum: 107 Lm/W @56
24 | Code | Descripion | Ko |
' 88130mmm = FLASH 1 Fixed Reflector 1/2W 0,110
FLASH 1 Adjustable - Reflector
- Reflectors: Spot.
C€E / src P2 _qy power consumption driven at 350mA. b
O 2W power consumption driven at 700mA.
> Zim - Efficiency:
s i 1W: 4000 K: 107 Lumen, CRI: min. 75 m
“ 1W: 3000 K: 100 Lumen, CRI: min. 80
2W: 4000 K: 200 Lumen, GRI: min. 75
. @ w e 2W: o 3000 K: 185 Lumen, CRI: min. 80
25 Iz Maximum: 107 Lm/W o7
_@_ Description
) 88131mmm_  FLASH 1 Adjustable Reflector 1/2W 0,120

LED COLOUR CODES: |[ BEAM CODES: Colour Codes:
Warm Neutral spot medium wide || 'O Colows |1 White |2 Titan '3 Black |4 Chrome |5 matt Alum.
DRIVERS
LED LUMINAIRES DESCRIPTION N° Luminaires DIMENSIONS mm
min. max.
FLASH 1 (CONSTANT CURRENT) 1W 1 4 350mA 6W P20 70x35x 21 800020
FLASH 1 (CONSTANT CURRENT) 1W 5 12 350mA 15W IP20 120x35x19 800022
FLASH 1 (CONSTANT CURRENT) 2W 1 2 700mA 6W IP20 70x35x 21 800076
FLASH 1 (CONSTANT CURRENT) 2W 3 5 700mA 14W P20 160x22x19 800026
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION Ne Luminaires DIMMER TYPE DIMENSIONS mm
min. max.
FLASH 1 (CONSTANT CURRENT) 1W 310 350mA 15W IP20 1-10Vdc/Push Button 145 x 40 x 28 800040
FLASH 1 (CONSTANT CURRENT) 2W 3 10 700mA 30W P20 1-10Vdc/Push Button 145 x 40 x 28 800040

www.petridis-lighting.gr
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| LIGHTING SYSTEMS

FLASH 2

RECESSED LUMINAIRES

Flash 2 is a highly innovative recessed spot, with or without rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of mod-
ules, which makes it a perfect choice for houses, galleries, museums and retail areas.

A LED version is also available and it is guaranteed by the use of last generation light sources which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes Flash 2 a warranty for premium lighting with LED technology.

Technical Features

- Aluminium body, painted electrostatically in selected colour or plated.

- For adjustable edition aluminium internal ring.
- Easy mounting with clips.

For LED Version

- Big range of aluminium reflector, lens, diffusers.

- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

40

Upon request:
Available with highest colour rendering index (CRI)
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

FLASH 2

FLASH 2 - Fixed Fitting

FLASH 2 - Adjustable Fitting

> 63mm > 76mn
‘ @79 ‘ @87
=
| Code | Desoripton ___________| Ko ] | Code | Desoriptn | Kg
88140-  FLASH 2 Fixed 0,100 881412 FLASH 2 Adjustable 0,100
EXAMPLE
b
FLASH 2 FIXED Module 50 IRA 7W Reflector DRIVER 350mA 8W
CODE PIECE CODE PIECE CODE PIECE
88140z 1 80608m mm = 1 800020 1

FLASH 2 + G5.3

G5.3 LAMPHOLDER + CLIP

i 55mm

CE \/ ss0c P20

4 1-16mm

OW i

it

FLASH 2 + GU10

- Simple version for incandescent halogen max.50W 12V
(QR-CBC 51).

| Code | Descripon | Ko |
806051 Lampholder G5,3  +Safety Lamp Clip 0,020

Y

GU10 LAMPHOLDER + CLIP

60mm

CE€ 7/ ssc P20

1 1-16mm
1_

<] <

Ou!suﬂ G

PAR1E

=

flector

- Simple version for incandescent halogen max.50W 230V
(PAR16).

| Code | Descripton | Ko |
806050 Lampholder GU10  +Safety Lamp Clip 0,020

|

e

Module 50 IRA Reflector

CE &/ &s0Cc P20

1 1-16mm

Oww e

nry
He -2

i 75mm

www.petridis-lighting.gr

£

- Reflectors: 7W: Medium - Wide / 5W: Medium
- 5W power consumption driver at 500mA.
- 7W power consumption driven at 350mA.

- Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80

5W: 3000 K: 419 Lumen, CRI: min. 80

7W: 4000 K: 825 Lumen, CRI: min. 80

7W: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

[ Code | Description | Ky |
80643mmE_  Module 50 IRA 5W Reflector 0,120
80608mm= = Module 50 IRA 7W Reflector 0,120

41



| LIGHTING SYSTEMS RECESSED LUMINAIRES

FLASH 2
FLASH 2 + Module 50 DIMITRA Reflector HO Module 50 DIMITRA Reflector HO
- Reflectors: Spot, Medium, Wide.
C€ 7/ &0cC P40 - 5W power consumption driven at 500mA.
- Efficiency:
O — Autm SW: 4000 K: 419 Lumen, CRI: min. 80
e ' 5W: 3000 K: 419 Lumen, CRI: min. 80
'I “ Maximum: 84 Lm/W
Ho -
| Code | Descripon | Ko |
sm | A 80609mmm = Module 50 DIMITRA 5W Reflector HO 0,150
FLASH 2 + Module 50 ARTEMIS Diffuser Prismatic Module 50 ARTEMIS Diffuser Prismatic
- Beam: Diffuser.
C€ / ssoc P40 - 5W power consumption driven at 500mA.
- 7W power consumption driven at 350mA. |I||I“
{ 116am - Efficiency:
O“’“" il 5W: 4000 K: 419 Lumen, CRI: min. 80
SW: 3000 K: 419 Lumen, CRI: min. 80
Al 7W: 4000 K 825 Lumen, CRI: min. 80 |
: —— TW: 3000 K: 720 Lumen, CRI: min. 80 l
@ Maximum: 118 Lm/W
. @ il o | Code | Descripion | Ko |
80625mmm = Module 50 ARTEMIS 5W Diffuser Prismatic 0,150
smm | £ 80626mmm = Module 50 ARTEMIS 7W Diffuser Prismatic 0,150
FLASH 2 + Module 50 ATHINA Diffuser Opal Module 50 ATHINA Diffuser Opal
- Beam: Diffuser.
C€ 7/ &0c P40 - 5W power consumption driven at 500mA.
- 7W power consumption driven at 350mA. IIIHII“
4 1150 - Efficiency:
(oo 5= T 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80 !
!n ! TW: 4000 K: 825 Lumen, GRI: min. 80
- smons TW: 3000 K: 720 Lumen, CRI: min. 80 _m— 1
i - Maximum: 118 Lm/W A
. = @ Description F
80627mmm ~  Module 50 ATHINA 5W Diffuser Opal 0,150
A | A 80628mmm = Module 50 ATHINA 7W Diffuser Opal 0,150
FLASH 2 + Module 50 VENUS Lens Module 50 VENUS Lens
- Lens: Spot, Medium, Wide.
C€E 7/ sc pa 3y power consumption driven at 350mA.
O - 6W power consumption driven at 700mA. II “
| LEGm - Efficiency:
S S : 3w: 4000 K: 321 Lumen, GRI: min. 75
“ “ L‘ 3W: 3000 K: 300 Lumen, CRI: min. 80 \
6W: 4000 K: 600 Lumen, CRI: min. 75 i l
o s G 3000 K: 570 Lumen, CRI: min. 80 / Al
. e EI Maximum: 107 Lm/W w“- .
Fiod | Code | Descripon | Ko |
8m | SR 80607mmm =  Module 50 VENUS 3W/BW Lens 0,150
LED COLOUR CODES: || BEAM CODES: Colour Codes:

B e B Neutral || [ aifuser [ spot [ medium [iB] wide || @ Colours |4 white |2 Titan |3 Black [ 4] Chrome [§] matt Alum.

42
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

DRIVERS
350mA 8W 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125X79x22 70x35x21 115x45x27,5 158x21x18 156x50%33
CODES ] MODULES 800020 800022 800041 800024 800031 800026 800032
8064 3mmm = |Module 50 IRA Reflector W (500mA) 1 module 2 - 3 modules
80608mmm = |Module 50 IRA Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80609m == = | Module 50 DIMITRA Reflector HO 5W (500mA) 1 module 2 - 3 modules
80625mmm = | Module 50 ARTEMIS Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80626mmm =  (Module 50 ARTEMIS Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80627mmm = |Module 50 ATHINA Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80628mmm = | Module 50 ATHINA Diffuser Opal 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80607mmm = | Module 50 VENUS Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80607mmm = | Module 50 VENUS Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25W 350mA 25W Modules CODES || MODULES Transf. CODES
500mA 22W 500mA 35W 500mA 35W
700mA 30W 700mA 50W 700mA 50W 806051 Module 50 G5,3 12V up to 70W 800006
806051 Module 50 G5,3 12V up to 105W 800007
145x40x28 126x79x22 125x79%22
1-10/Push B. 1-10/Push B. 1-10/Push B./Dali
CODES MODULES 800040 800043* 800042*
80643mmm =  |Module 50 IRA Reflector 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
Module 50 IRA Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
Module 50 DIMITRA Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
Module 50 ARTEMIS Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80626mmm = (Module 507@15!![870@r ﬁt§matl£ T\IﬂSSOmA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80627mmm = | Module 50 ATHINA Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80628mmm = | Module 50 ATHINA Diffuser Opal 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80607mmm = | Module 50 VENUS Lens 3W (350mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
B80607mm= = |Module 50 VENUS Lens 6W (700mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
43
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| LIGHTING SYSTEMS

T500

RECESSED LUMINAIRES

T500 is the little miracle of everyday life. It is a very flexible solution, because it is available with two height versions (low & high) and it is

designed for 1 to 4 lamps or Led modules.

T500 LED is the ideal alternative to halogen lamps, because it has higher energy efficiency and lower consumption, it last longer and there is no
need for lamp replacement. Due to it's many advantages it is the perfect choice for applications with long operating hours, e.g. hotels, retail areas,

museums, wellness areas etc.

Technical Features

- Aluminium frame, painted electrostatically in selected colour or plated.

- Steel body, painted electrostatically.
- Adjustable aluminium internal ring.
- Easy mounting with clips.

For LED Version

- Big range of aluminium reflector, lens, diffusers.

- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

44

Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T500

T500 - Low Fitting

T510 - Low Fitting

/77 82x82mm /77 162x82mm
B Nl
‘ 97 178
97 97
Ow e O:w "
| Code | Descriptn | Ko | | Code [ Description | Ko |
88552 T500 LOW 1x... 0,200 88554=  T510 LOW 2x... 0,400
T520 - Low Fitting T530 - Low Fitting
/17 242x82mm /77 322x82mm
B ae RN
| 258 ‘ | 340 |
1 b
Al || % 74
| _97_] 97
Ow' o Ow G
| Code [ Descripon [ Ko | | Code [ Deseripn | Ko
88556  T520 LOW 3x... 0,600 88558 T530 LOW 4x... 0,800
T540 - Low Fitting
/77 160x160mm
M=
178
Al a || #
178
(o | 5=
| Code | Descripon [ Ko |
88560  T540 LOW 4x... 0,800
| |
=== f
T520 LOW MODULE 50 ARTEMIS 5W DIFFUSER PRISMATIC DRIVER 500mA 16W
CODE PIECE CODE PIECE CODE PIECE
885562 1 80627mm 0 3 800031 1
45
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T500

T500 Low + G5.3

G5.3 LAMPHOLDER + CLIP

CE 7/ s&0c P20

4 1-30mm

(o 5= =

T540 Low + GU10

- Simple version for incandescent halogen max.50W 12V
(QR-CBC 51).

EEH

806053  Lampholder G5,3  +Safety Lamp Clip 0,020

GU10 LAMPHOLDER + CLIP

CE &/ s50C P20

- Simple version for incandescent halogen max.50W 230V
(PAR16).

(b oo pom
o) =] =3
| Code | Descripon | Ko |
806052  Lampholder GU10  +Safety Lamp Clip 0,020
T510 Low + Module 50 IRA Reflector Module 50 IRA Reflector
- Reflectors: 7W: Medium - Wide / 5W: Medium
C€ 7 80C P20 5y power consumption driver at 500mA.
- 7W power consumption driven at 350mA.
Ow o A 1-t60m - Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
I 5W: 3000 K: 419 Lumen, CRI: min. 80
“ TW: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
st Maximum: 118 Lm/W
LED >
D = [F) | Code | Descripon | Ko |
@_ 80643mmm_  Module 50 IRA 5W Reflector 0,120
! 80608mmm - Module 50 IRA 7W Reflector 0,120
T520 Low + Module 50 DIMITRA Reflector HO Module 50 DIMITRA Reflector HO
- Reflectors: Spot, Medium, Wide.
C€ 7/ 850C P40 - 5W power consumption driven at 500mA.
- Efficiency:
O — t1om 5W: 4000 K: 419 Lumen, CRI: min. 80
2 5W: 3000 K: 419 Lumen, CRI: min. 80
Ho - >
_@_ Description
J 80609mm= _  Module 50 DIMITRA 5W Reflector HO 0,150

T510 Low+ Module 50 ARTEMIS Diffuser Prismatic

Module 50 ARTEMIS Diffuser Prismatic

CE &/ s50c IPa0

46

- Beam: Diffuser.
- 5W power consumption driven at 500mA.
- TW power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
7W: 3000 K: 720 Lumen, GRI: min. 80

Maximum: 118 Lm/W

| Code | Desoription | Ko |

80625mmm _  Module 50 ARTEMIS 5W Diffuser Prismatic 0,150
80626 = = Nodule 50 ARTEMIS 7W Diffuser Prismatic 0,150

Il
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T500

T520 Low + Module 50 ATHINA Diffuser Opal

Module 50 ATHINA Diffuser Opal

- Beam: Diffuser.
C€ &/ ss0C P40 - 5W power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.
(\ P - Efficiency:
| U 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80 ‘ 1
'n ‘ TW: 4000 K: 825 Lumen, GRI: min. 80 |
e LW 3000 K: 720 Lumen, CRI: min. 80 l |
a Maximum; 118 Lm/W
25C
- @ Iz] Description
LOW %_ 80627mm_  Module 50 ATHINA 5W Diffuser Opal 0,150
i » 806288m8 _  Module 50 ATHINA 7W Diffuser Opal 0,150
T510 Low + Module 50 VENUS Lens Module 50 VENUS Lens
- Lens: Spot, Medium, Wide.
C€E 7/ swc pa 3y power consumption driven at 350mA.
O - 6W power consumption driven at 700mA. "I \
4 1300m - Efficiency:
LI e
i ¢ 3W: 4000 K: 321 Lumen, CRI: min. 75
“ “ " 3w: 3000 K: 300 Lumen, GRI: min. 80 ‘ 'wl
6W: 4000 K: 600 Lumen, CRI: min. 75 B . 'l
swoms G 3000 K: 570 Lumen, CRI: min. 80 ‘ : -
fa ¥ M \
. @ 250 |z] Maximum: 107 Lm/W w‘ :
mlfm _@_ Description
0mm " 80607mm= = Module 50 VENUS 3W/6W Lens 0,150
DRIVERS
350mA BW 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125X79x22 70x35x21 116445275 1562118 156x50x33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
80643mmm = |Module 50 IRA Reflecior 5W (500mA) 1 module 2 - 3 modules
80608mmm = [Module 50 IRA Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80609mmm = | Module 50 DIMITRA Reflector HO 5W (500mA) 1 module 2 - 3 modules
80625mmm = | Module 50 ARTEMIS Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80626mmm = |Module 50 ARTEMIS Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80627mmm = |Module 50 ATHINA Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80628mmm = |Module 50 ATHINA Diffuser Opal 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80607mmm = |Module 50 VENUS Lens 3W (350mA) 1 - 2 modules 3 4 modules
80607mmm = |Module 50 VENUS Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25W 350mA 25W Modules CODES || MODULES Transt. CODES
500mA 22W 500mA 35W 500mA 35W
700mA 30W 700mA 50W 700mA 50W 806051  [Module 50 65,3 12V upto 70W 800006
806051  [Module 50 65,3 12V up to 105W 800007
145x40x28 125x79x22 125x79x22
1-10/Push B. 1-10/Push B. 1-10/Push B./Dal
CODES MODULES 800040 800043* 800042*
8064 3mmm =  [Module 50 IRA Reflector 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80608mmm = [Module 50 IRA Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80609mmm = |Module 50 DIMITRA Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80625mmm = |Module 50 ARTEMIS Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80626mmm = |Module 50 ARTEMIS Diffuser Prismatic 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80627mmm 1 |Module 50 ATHINA Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80628mmm = |Module 50 ATHINA Diffuser Opal 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80607mmm = |Module 50 VENUS Lens 3W (350mA) 2 - 4 modules 2 - T modules 2 - 7 modules
80607mmm = |Module 50 VENUS Lens 6W (700mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
LED COLOUR CODES: || BEAM CODES: Colour Codes:
B e B Neutral || [ aifiuser [ spot [ medium [iB] wide || @I Colours [ white |2 Titan |8 Black ] Chrome [ matt Alum.
47
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T500
T500 - Fitting T510 - Fitting
/77 82x82mm /77 162x82mm
R 8[[18]
|L| 178

Al
97 97 |
| Code [ Descripon [ K| | Code | Deseripon [ Ko
885512 T500 1x... 0,200 88553 T510 2x... 0,400
T520 - Fitting T530 - Fitting
[ 242x82mm /7 322x82mm
amne AR
258 I | 340 |
| 777 W
97 97 |
| Code | Description | Ko | Code | Descripon [ Ko
885552  T520 3x... 0,600 885572  T530 4x... 0,800
T540 - Fitting
/27 160x160mm
B[1[18]
178

A “llﬂt 7777

178
| Code | Descripton | K |
88559=  T540 4x... 0,800
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T500

T500 + G5.3

G5.3 LAMPHOLDER + CLIP

- Simple version for incandescent halogen max.50W 12V

C€ 7/ s80C P2 (QR-CBC 51).
Ow 1T J—;%
Description
806053  Lampholder G5,3  +Safety Lamp Clip 0,020
T540 + GU10 GU10 LAMPHOLDER + CLIP
- Simple version for incandescent halogen max.50W 230V
C€ 7/ s0c P20 (ppR{E).
Oso- = j—;&
PAR1E L] RO
a) =] <J
[ Code | Descrigion | kg
806052  Lampholder GU10  +Safety Lamp Clip 0,020

Module 50 IRA 2 Reflector

- Reflectors: 7W: Medium - Wide / 5W: Medium
- 5W power consumption driver at 500mA.
- 7W power consumption driven at 350mA.

- Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

m Description

80644mmm_  Module 50 IRA 2 5W Reflector 0,120
80629mmm _  Module 50 IRA 2 7W Reflector 0,120
T520 + Module 50 DIMITRA 2 Reflector HO Module 50 DIMITRA 2 Reflector HO
- Reflectors: Spot, Medium, Wide. [ :
C€ &/ 850c P4 - 5W power consumption driven at 500mA. e s
- Efficiency:
O —— igm 5W: 4000 K: 419 Lumen, CRI: min. 80
2 e e 5W: 3000 K: 419 Lumen, CRI: min. 80
“ “ u Maximum: 84 Lm/W
: fa
25
| Code | Descripon | Ko |
80630mm=_  Module 50 DIMITRA 2 5W Reflector HO 0,150
T510 + Module 50 ARTEMIS 2 Diffuser Prismatic Module 50 ARTEMIS 2 Diffuser Prismatic
- Beam: Diffuser.
CE€ °F/ &s0c P40 - 5W power consumption driven at 500mA. ol e
- 7fva power consumption driven at 350mA. IH'I
: - Efficiency:
(e 5 o= 5W: 4000 K: 419 Lumen, CRI: min. 80 |
5W: 3000 K: 419 Lumen, CRI: min. 80
7W: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
I} Maximum: 118 Lm/W
25 —
Description
80631mmm - Module 50 ARTEMIS 2 5W Diffuser Prismatic 0,150
80632m = _ \odule 50 ARTEMIS 2 7W Diffuser Prismatic 0,150

www.petridis-lighting.gr
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LIGHTING SYSTEMS RECESSED LUMINAIRES

1500
T520 + Module 50 ATHINA 2 Diffuser Opal Module 50 ATHINA 2 Diffuser Opal
- Beam: Diffuser.
C€ &/ &0c P40 - 5W power consumption driven at 500mA.
- 7W power consumption driven at 350mA.
O —— diom - Efficiency:
|| i SW: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80 ‘
Al 7W- 4000 K: 825 Lumen, CRI: min. 80 | |
sooe {W: 3000 K: 720 Lumen, CRI: min. 80 ’ \
. @ e @ Maximum: 118 Lm/W \
| Code | Descripion | Ko |
HIGH _%_ 80633mm_  Module 50 ATHINA 2 5W Diffuser Opal 0,150
4 g5mm i 80634mm= = odule 50 ATHINA 2 7W Diffuser Opal 0,150
T510 + Module 50 VENUS 2 Lens Module 50 VENUS 2 Lens
- Lens: Spot, Medium, Wide.
C€ W/ ss0c Pa0 gy power consumption driven at 350maA.
O - 6W power consumption driven at 700mA. lll “
. > ttam - Efficiency:
o R 3W: 4000 K: 321 Lumen, CRI: min. 75
“ “ " 3W: 3000 K: 300 Lumen, CRI: min. 80 ‘ !
B6W: 4000 K: 600 Lumen, CRI: min. 75 ’ ! \
gies  6W. 3000 K: 570 Lumen, CRI: min. 80 . ( = - ) |
. @ 25 @ Maximum: 107 Lm/W “fe
 HiGH _@_ Description
Ao ' 80635mm = Module 50 VENUS 2 3W/6W Lens 0,150
LED COLOUR CODES: || BEAM CODES: Colour Codes:
Warm Neutral @ diffuser spot medium E wide _0_ Colours l White _2_ Titan _?_ Black i Chrome _5_ matt Alum.

DRIVERS
350mA 8W 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 126x79x22 70x35x21 115x45x27,5 158x21x18 156x50%33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
80644mmm = |Module 50 IRA 2 Reflector SW (500mA) 1 module 2 - 3 modules
80629mmm =  |Module 50 IRA 2 Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80630mmm = |Module 50 DIMITRA 2 Reflector HO 5W (500mA) 1 module 2 - 3 modules
8063 1mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80632mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80633mmm = |Module 50 ATHINA 2 Diffuser Opal SW (500mA) 1 module 2 - 3 modules
80634mmm = | Module 50 ATHINA 2 Diffuser Opal 7TW (350mA) 1 module 1 - 2 modules 1 - 3 modules
80635mmm = | Module 50 VENUS 2 Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
| DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25w 350mA 25:‘:. Modules CODES || MODULES | Transf. CODES
500mA 22W 500mA 35 500maA 35
700mA 30W 700mA 50W 700mA 50W 806053 Module 50 65,3 12V up to 70W 800006
806053 Module 50 65,3 12V up to 105W 800007
| 145x40x28 125x79x22 125x79x22
1-10/Push B. 1-10/Push B. 1-10/Push B./Dali
CODES MODULES 800040 800043* 800042*
80644mmm =  |Module 50 IRA 2 Reflector SW (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80629mmm = | Module 50 IRA 2 Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80630mmm = |Module 50 DIMITRA 2 Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
8063 1mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80632mmm 5 | Module 50 ARTEMIS 2 Diffuser Prismatic 7W (3501 ) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80633mmm = | Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80634mmm = | Module 50 ATHINA 2 Diffuser Opal 7TW (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
| 80635mmm = |Module 50 VENUS 2 Lens 3W (SSUi'nA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules

Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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| LIGHTING SYSTEMS

MICROQUADRO

RECESSED LUMINAIRES

Microquadro is a recessed spot, with symmetric or asymmetric distribution. It can satisfy multiple lighting requirements thanks to it's wide variety
of modules, which makes it a perfect choice for houses, galleries, museums and retail areas.

A LED version is also available and it is guaranteed by the use of last generation light sources which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes Microquadro a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium body, painted electrostatically in selected colour or plated.

- Steel adjustable lamp base.
- Symmetrical and asymmetrical versions.
- Easy mounting.

For LED Version

- Big range of aluminium reflector, lens, diffusers.

- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

52

Upon request:
Available with highest colour rendering index (CRI)
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

MICROQUADRO
MICROQUADRO 1311 AS Fitting MICROQUADRO 1312 Fitting
/37 120x70mm /A7 141x70mm
gl O m]
o
142
. 163
- 4 b
a 163
142 OW‘ o
| Code | Description | Ko | | Code [ Descripion | K |
88502  MICROQUADROQ 1311 AS 0,420 885032  MICROQUADRO 1312 0,450
MICROQUADRO 1313 AS Fitting MICROQUADRO 1314 AS Fitting
/47 141x70mm /47 138x70mm
s 90dF s 5 DIOIP
163 163
25" 25° %
Ov o \L‘ Ow S 163
| Code | Descriptn | Ko | | Code | Descriptn | Ko |
88508=  MICROQUADRO 1313 AS 0,450 885052  MICROQUADRO 1314 AS 0,450
EXAMPLE
MICROQUADRO MODULE 50 DIMITRA 5W REFLECTOR HO DRIVER 500mA 16W
CODE PIECE CODE PIECE CODE PIECE
885052 1 80600m m= = 2 800031 1

MICROQUADRO 1314 AS + G5.3

G5.3 LAMPHOLDER + CLIP

www.petridis-lighting.gr

- Simple version for incandescent halogen max.50W 12V
C€ 7/ 80C P2 (QR-CBC 51).
P 11—1Em
; 3
2 | Code [ Descripon | Ko p
A 806053 Lampholder G5,3  +Safety Lamp Clip 0,020
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

MICROQUADRO

MICROQUADRO 1312 + GU10

GU10 LAMPHOLDER + CLIP

:. 90mm
MICROQUADRO 1314 AS + Module 50 IRA 2 Reflector

{ PRTE

C€E Y/ &0C P20

e

i} RO

o) =

- Simple version for incandescent halogen max.50W 230V
(PAR16).

Description

806052  Lampholder GU10  +Safety Lamp Clip 0,020

Module 50 IRA 2 Reflector

C€ \/ 80C P20

1-30mm

030"(31—

iy
:

ta
25:C

&

MICROQUADRO 1313 AS + Module 50 DIMITRA 2 Reflector HO

- Reflectors: 7W: Medium - Wide / 5W: Medium

- 5W power consumption driver at 500mA.

- 7TW power consumption driven at 350mA.

- Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
7W: 4000 K: 825 Lumen, CRI: min. 80
7W: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

| Code | Description Ko |

80644mmm . Module 50 IRA 2 5W Reflector 0,120
80629mmm = Module 50 IRA 2 7W Reflector 0,120

Module 50 DIMITRA 2 Reflector HO

4 105mm
MICROQUADRO 1314 AS + Module 50 ARTEMIS 2 Diffuser Prismatic

CE 7/ ss0c 1P

i 1-16mm
—

MmNy
Be - &
i)

e

025" G

- Reflectors: Spot, Medium, Wide.

- 5W power consumption driven at 500mA.

- Efficiency:
S5W: 4000 K: 419 Lumen, CRI: min. 80
SW: 3000 K: 419 Lumen, CRI: min. 80
Maximum: 84 Lm/W

| Code | Description | Ky |
80630mm = Module 50 DIMITRA 2 5W Reflector HO 0,150
Module 50

ARTEMIS 2 Diffuser Prismatic

A105mm.

54

CE 7/ ss0c 1P

1-16mm

(b oo futm

A
e « s
4

i

- Beam: Diffuser.
- 5W power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
7W: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

| Code | Descripton | Ko |

8063 1m== = Module 50 ARTEMIS 2 5W Diffuser Prismatic 0,150

806328 ™ _ podule 50 ARTEMIS 2 7W Diffuser Prismatic 0,150

IIUII\\l

i
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

MICROQUADRO

MICROQUADRO 1311 AS + Module 50 ATHINA 2 Diffuser Opal

Module 50 ATHINA 2 Diffuser Opal

- Beam: Diffuser.
C€ 7/ &0 P40 - 5W power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.
O — Lutm - Efficiency:
o | G 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80 \
n‘ 7W: 4000 K: 825 Lumen, CRI: min. 80 '
o TW 3000 K: 720 Lumen, CRI: min. 80 e 1
. s @ Maximum: 118 Lm/W '
- Description
e ;@_ 80633mmm_  Module 50 ATHINA 2 5W Diffuser Opal 0,150
li 80634mm = Module 50 ATHINA 2 7W Diffuser Opal 0,150
MICROQUADRO 1314 AS + Module 50 VENUS 2 Lens Module 50 VENUS 2 Lens
- Lens: Spot, Medium, Wide.
C€ W/ s0c Pan _gy power consumption driven at 350mA.
0 - 6W power consumption driven at 700mA. "I “
o | - Efficiency:
i R 3W: 4000 K: 321 Lumen, CRI: min. 75 |
T TALA 3W: 3000 K: 300 Lumen, CRI: min. 80 ‘ \
B6W: 4000 K: 600 Lumen, CRI: min. 75 }
s GW: 3000 K: 570 Lumen, CRI: min. 80 f ( l - ) ‘
. @ 23 @ Maximum: 107 Lm/W =
Description
L '@' 80635mmm = Module 50 VENUS 2 3W/6W Lens 0,150

LED COLOUR CODES:

Warm Neutral

BEAM CODES:

@ diffuser spot medium E wide

Colour Codes:

0 Colours | 1 White g Titan |3 Black i Chrome |5 matt Alum.

www.petridis-lighting.gr

| DRIVERS
| 350mA 8W 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125x79x22 T0x35x21 115x45x27,5 158x21x18 156x50x33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
80644mmm = | Module 50 IRA 2 Reflector 5W (500mA) 1 module 2 - 3 modules
I 80&29!!_ 7|\7ﬂ07dulg SIHHBEBIIEQOSTW (Z%PDmﬁg - 1 module 1 - 2 modules 1 - 3 modules - -
80630mmE = | Module 50 DIMITRA 2 Reflector HO 5W (500mA) 1 module 2 - 3 modules
8063 1mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic SW (500mA) 1 module 2 - 3 modules
80632mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80633mmm =  |Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80634mmm 1 |Module 50 ATHINA 2 Diffuser Opal 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80635mmm = |Module 50 VENUS 2 Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
| DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25W 350mA 25W Modules CODES || MODULES | Transi. CODES
500mA 22W 500mA 35W 500mA 35W
200mA 30W 700mA 50W 700mA 50W 806053 Module 50 G5,3 12V up to 70W 800006
806053 Module 50 G5,3 12V up to 105W 800007
145x40x28 125x79x22 125x79x22
1-10/PushB. 1-10/Push B. 1-10/Push B./Dal
CODES MODULES 800040 800043* 800042*
80644mmm = | Module 50 IRA 2 Reflector 5W (S00mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80629mmm = | Module 50 IRA 2 Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80630mmm = | Module 50 DIMITRA 2 Reflector HO 5W (,500"“), 3 - 4 modules 2 - 6 modules 2 - 6 modules
8063 1mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80632mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80633mmm = | Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80634mmm = |Module 50 ATHINA 2 Diffuser Opal 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80635mmE = | Module 50 VENUS 2 Lens 3W (350mA) 2 - 4 modules 2 - T modules 2 - 7 modules
80635mmm = |Module 50 VENUS 2 Lens 6W (700mA) 2 - 4 modules 2 - T modules 2 - 7 modules
Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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RECESSED LUMINAIRES

AXIO
AXIO
- Simple version for incandescent halogen max.50W. D 85mm
e P20 . Stgel body.
- Reflector from matt aluminium. %
Pl — §|
¥ =) PARTE L %] E
RO . Ja
L | Code [Descripion | Colowr | Ky |MNELE 53
R e 886012 1x max.50W G5,3/ GU10 white 0080 |5
‘| o84 -
808101 Lampholder GU10 0,010 285
808102 Lampholder G5,3 0,010 —
Colour Codes: _ 12V TRANSFORMERS
0 Colours |1 White 2 Titan |3 Black DESCRIPTION [ cooes
ELECTRONIC 70W 800006
ELECTRONIC 105W 800007
QUADRO 89
QUADRO 89
- Simple version for incandescent halogen max.50W. D 80mm
C€E V¥ P33 . Steel body.
- Reflector from matt aluminium.
Oua P 1-9mm ‘|’
| e / o
m Description /' = \
881182 Quadro 89 1x20W or 35W HIT-TC-CE / GUB.5
881192 Quadro 89 1x50W PAR16 / GU10
Colour Codes:
0 Colours |1 White 2 Titan |3 Black |4 Chrome | § mattAlum.
SCUBA
SCUBA
N - Simple version for incandescent halogen max.50W. D> 65mm
CE W IPss - Body from die-cast aluminium.
— wE @ - Silicone gaskets.
o i ;{] - Tempered satin glass.
< | Code | Description | kg | 3
88123 Scuba Square 1x max.50W / GU5,3
88124~ Scuba Square 1x max.50W / GU10
85x85 mm
88126= Scuba Round 1x max.50W / GU5,3
88127_  Scuba Round 1x max.50W / GU10
“I> 65mm

Colour Codes:
1 White |4 Chrome i matt Alum.
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| LIGHTING SYSTEMS

CORONA - CORONA Q

RECESSED LUMINAIRES

Corona is an elegant deep recessed spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, which

makes it a perfect choice for houses, galleries, museums and retail areas.

A LED version is also available and it is guaranteed by the use of last generation light sources which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes Corona a warranty for premium lighting with LED technology.

Technical Features

- Body from die-cast aluminium, painted electrostatically in selected
colour or plated.

- Adjustable internal ring from die-cast aluminium, painted
electrostatically in selected colour or plated.

- Easy mounting with clips.

For LED Version
- Big range of aluminium reflector, lens, diffusers.
- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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| LIGHTING SYSTEMS

CORONA - CORONA Q

RECESSED LUMINAIRES

CORONA Fitting

CORONA Q Fitting

2> 94mm

LR
| o100 |

| Code | Descripton | K |

86894_  CORONA 0,170

/47 94x94mm

100

| Code | Description | Ko |

86895:

CORONA Q

0,180

CORONA © MODULE 50 DIMITRA 2 REFLECTOR HO DRIVER 500mA 6W
CODE PIECE CODE PIECE CODE PIECE
868942 1 80630m = = 1 800024 1
CORONA + G5.3 G5.3 LAMPHOLDER

- Simple version for incandescent halogen max.50W 12V

P20 (QR-CBC 51). \
-
| Code | Descripon | Ko |
808102  Lampholder G5,3 0,010
CORONA Q + GU10 GU10 LAMPHOLDER
- Simple version for incandescent halogen max.50W 230V
C€ / ®0c P2 (pAR1G).
O-‘ﬂ“ 3
PARTE 1] A
o] & <J
| Code | Descripon | Ky |
808101 Lampholder GU10 0,010
CORONA + Module 50 IRA 2 Reflector Module 50 IRA 2 Reflector
- Reflectors: 7W: Medium - Wide / 5W: Medium
C€ 7 80C P2 5w power consumption driver at 500mA.

www.petridis-lighting.gr

- 7W power consumption driven at 350mA.
- Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
7W: 4000 K: 825 Lumen, CRI: min. 80
7W: 3000 K: 720 Lumen, GRI: min. 80
Maximum: 118 Lm/W

| Code | Deseripn | Ki |

80644mmm . Module 50 IRA 2 5W Reflector 0,120
80629mm _  Module 50 IRA 2 7W Reflector 0,120
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RECESSED LUMINAIRES

CORONA - CORONA Q

CORONA Q + Module 50 DIMITRA 2 Reflector HO

Module 50 DIMITRA 2 Reflector HO

C€E Y/ 80C Ipao

- Reflectors: Spot, Medium, Wide.

- 5W power consumption driven at 500mA.

- Efficiency:
S5W: 4000 K: 419 Lumen, CRI: min. 80
S5W: 3000 K: 419 Lumen, GRI: min. 80
Maximum: 84 Lm/W

m Description

80630mm= = Module 50 DIMITRA 2 5W Reflector HO

0,150

Module 50

ARTEMIS 2 Diffuser Prismatic

CORONA Q + Module 50 ATHINA 2 Diffuser Opal

- Beam: Diffuser.

- 5W power consumption driven at 500mA.

- 7W power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
S5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
Maximum: 118 Lm/W

Description
80631mm= _  Module 50 ARTEMIS 2 5W Diffuser Prismatic
80632mmm = \odule 50 ARTEMIS 2 7W Diffuser Prismatic

0,150

0,150

Il

7’ N

Module 50 ATHINA 2 Diffuser Opal

C€E 7/ 80C Ipao

050' =

CORONA + Module 50 VENUS 2 Lens

- Beam: Diffuser.

- 5W power consumption driven at 500mA.

- 7W power consumption driven at 350mA.

- Efficiency:
S5W: 4000 K: 419 Lumen, CRI: min. 80
SW: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
7W: 3000 K: 720 Lumen, CRI: min. 80
Maximum: 118 Lm/W

Description
80633mmm - Module 50 ATHINA 2 5W Diffuser Opal
80634mmm = Module 50 ATHINA 2 7W Diffuser Opal

0,150
0,150

111

Module 50 VENUS 2 Lens

CE€ 7/ s&s0c IPao

05“" 3
L 1ALA

12

350/700mA

ta
ko (B

- Lens: Spot, Medium, Wide.

- 3W power consumption driven at 350mA.

- 6W power consumption driven at 700mA.

- Efficiency:
3w: 4000 K: 321 Lumen, CRI: min. 75
3W: 3000 K: 300 Lumen, CRI: min. 80
BW: 4000 K: 600 Lumen, CRI: min. 75
B6W: 3000 K: 570 Lumen, CRI: min. 80
Maximum: 107 Lm/W

m Description

80635mmm = Module 50 VENUS 2 3W/6W Lens

0,150

Il

b

LED COLOUR CODES:

Warm Neutral

BEAM CODES:

@ diffuser spot medium wide

Colour Codes:

! Colours .White .Titan - Black I Chrome - matt Alum.
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RECESSED LUMINAIRES

CORONA - CORONA Q

DRIVERS
350mA 8W 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125x79x22 70x35x21 115x45x27 5 158x21x18 156x50x33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
80644mmm = | Module 50 IRA 2 Reflector 5W (500mA) 1 module 2 - 3 modules
80629mmm =  |Module 50 IRA 2 Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80630mmm = |Module 50 DIMITRA 2 Reflector HO 5W (500mA) 1 module 2 - 3 modules
8063 1mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80632mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80633mmm = | Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80634mmm = | Module 50 ATHINA 2 Diffuser Opal TW (350mA) 1 module 1 - 2 modules 1 - 3 modules
80635mmm = | Module 50 VENUS 2 Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
| DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25W 350mA 25W Modules CODES || MODULES | Transf. CODES
500mA 22w 500mA 35W 500mA 35W
700mA 30W 700mA 50W 700mA 50W 806053 Module 50 35,3 12V up to 7TOW 800006
Module 50 G5,3 12V up to 105W 800007
| 145x40x28 125x79x22 125x79x22 800040 D
1-10/Push B. 1-10/Push B. 1-10/Push B./Dali
CODES MODULES 800040 800043* 800042*
80644mmm = |Module 50 IRA 2 Reflector 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80629mmm = | Module 50 IRA 2 Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80630mmm = | Module 50 DIMITRA 2 Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
8063 1mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80632mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80633mmm = | Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80634mmm = |Module 50 ATHINA 2 Diffuser Opal TW (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80635mmm = | Module 50 VENUS 2 Lens 3W (350mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
61

www.petridis-lighting.gr




| LIGHTING SYSTEMS

KADRO 50

RECESSED LUMINAIRES

A piece-of-art luminaire with three notable characteristics: sophisticated design, flexibility and high performance. It’s unique trapezoid design
raises the architectural interest and impresses the observer. There are three frames with different dimensions in which 1,2 or 3 modules of light
sources can be intergrated. Thanks to it's optimal optical system, it offers precise, uniform light distribution and excellent lighting quality.

Technical Features

- Steel body, painted electrostatically in selected colour or plated.

- Quter adjustable ring from die-cast aluminium, for easy lamp
replacement.

- Inner adjustable ring from die-cast aluminium.

- Easy mounting with clips.

For LED Version
- Big range of aluminium reflector, lens, diffusers.
- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

KADRO 50

KADRO 50 Fitting

KADRO 51 Fitting

S

5~

/17 17x117mm

/27 117x197mm

Osn« o 050“ £
| Code | Descripon [ Ky | | Code | Descripn | Ko
86871-  KADRO 50 1x... 0,150 86872-  KADRO 51 1x... 0,250
KADRO 52 Fitting KADRO 51 Fitting
/17 117x277mm
050" s
| Code | Descripion | Ko |
868732  KADRO 52 1x...
EXAMPLE
s =\ &
KADRO 52 MODULE 50 IRA 2 REFLECTOR DRIVER 350mA 25W
CODE PIECE CODE PIECE CODE PIECE
86873z 1 80620mmm » 3 800041 1
KADRO 50 + G5.3 G5.3 LAMPHOLDER
- Simple version for incandescent halogen max.50W 12V
C€ 7/ s0¢ P2 (QRCBG51). \
OW‘ s ‘;m ’
[ Code | Descrpion | Ky _|
e 808102  Lampholder G5,3 0,010

www.petridis-lighting.gr
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

KADRO 50

KADRO 51 + GU10

GU10 LAMPHOLDER

CE &/ ss0c P20

OW%@DT&
) =] <

i 85mm
KADRO 52 + Module 50 IRA 2 Reflector

- Simple version for incandescent halogen max.50W 230V
(PAR16).

| Code | Descripion | Ky |
808101 Lampholder GU10 0,010

Module 50 IRA 2 Reflector

CE 7/ ss0c P20

11vath'r|n
1_

He - =
i 100mm _@_
KADRO 50 + Module 50 DIMITRA 2 Reflector HO

OWED

- Reflectors: 7W: Medium - Wide / 5W: Medium

- 5W power consumption driver at 500maA.

- 7W power consumption driven at 350mA.

- Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
7W: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

| Code | Description | K |

80644mmm = Module 50 IRA 2 5W Reflector 0,120
80629mm= —  Module 50 IRA 2 7W Reflector 0,120

Module 50 DIMITRA 2 Reflector HO

C€ Y/ s8s0C Ipao

5-40mm
(o oo pom

Ty
e - &
24

e

4 100mm
KADRO 51 + Module 50 ARTEMIS 2 Diffuser Prismatic

- Reflectors: Spot, Medium, Wide.
- 5W power consumption driven at 500mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80

Maximum: 84 Lm/W

’[llilll‘\i

‘/’
&

| Code | Descripon | Ko |
80630mm= _  Module 50 DIMITRA 2 5W Reflector HO 0,150
Module 50

ARTEMIS 2 Diffuser Prismatic

C€E Y/ 850C Ipao
Osn«
A

e 350/500mA
LED o [P
410[)mm .@.

KADRO 52 + Module 50 ATHINA 2 Diffuser Opal

15—44]mm

o =

3507

- Beam: Diffuser.
- BW power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
7W: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

| Code | Descripton | Ko |

80631mm= = Nodule 50 ARTEMIS 2 5W Diffuser Prismatic 0,150
80632mm _  Vodule 50 ARTEMIS 2 7W Diffuser Prismatic 0,150

fig

1

Module 50 ATHINA 2 Diffuser Opal

C€E 7/ 850C Ipao

050’ 35(0;‘—_) 4 5-40mm

A
He .2
5

i 100mm

64

- Beam: Diffuser.
- 5W power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
S5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, GRI: min. 80
7W: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W
Description
Module 50 ATHINA 2 5W Diffuser Opal

80633mmm = 0,150

80634mm= _  Module 50 ATHINA 2 7W Diffuser Opal 0,150

||IHI|\\}

o'
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| LIGHTING SYSTEMS RECESSED LUMINAIRES

KADRO 50
KADRO 50 + Module 50 VENUS 2 Lens Module 50 VENUS 2 Lens
- Lens: Spot, Medium, Wide.
C€ 7/ 80C P40 3y power consumption driven at 350mA.
0 - 6W power consumption driven at 700mA. "I ‘
5w - Efficiency:
o
o e 3W: 4000 K: 321 Lumen, CRI: min. 75 ,
“ “ " 3W: 3000 K: 300 Lumen, CRI: min. 80 ’ |
B6W: 4000 K: 600 Lumen, CRI: min. 75 {
w 2™ BW:. 3000 K: 570 Lumen, CRI: min. 80 Py
e - (@ Maximum: 107 Lm/W ~>C
N | Code | Description | Kg_|
A10mm | SR 806358 ==  Module 50 VENUS 2 3W/6W Lens 0,150
LED COLOUR CODES: || BEAM CODES: Colour Codes:
Warm Neutral @ diffuser spot medium wide || [0 Colours [ White |2 Titan |3 Black |4 Chrome |5 matt Alum.

| DRIVERS
| 350mA 8W 350mA 15W 350mA 25W 500mA BW 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125x79x22 T0x35x21 115x45x27,5 158x21x18 156x50x33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
80644mmm 1 | Module 50 IRA 2 Reflector 5W (500mA) 1 module 2 - 3 modules
80629mmm = |Module 50 IRA 2 Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80630mmE = | Module 50 DIMITRA 2 Reflector HO 5W (500mA) 1 module 2 - 3 modules
8063 1mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80632mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80633mmm = |Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80634mmm = |Module 50 ATHINA 2 Diffuser Opal 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80635mmm = |Module 50 VENUS 2 Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80635mmm = |Module 50 VENUS 2 Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
| DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25W 350mA 25W Modules CODES || MODULES | Transf. CODES
500mA 22W 500mA 35W 500mA 35W
700mA 30W 700mA 50W 700mA 50W 806053 Module 50 G5,3 12V up to 70W 800006
806053 Module 50 G5,3 12V up to 105W 800007
145x40x28 125x79x22 125x79x22
1-10/PushB. 1-10/Push B. 1-10/Push B./Dal
CODES MODULES 800040 800043* 800042*
80644mmm = |Module 50 IRA 2 Reflector 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80629mmm = |Module 50 IRA 2 Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80630mmm =  |Module 50 DIMITRA 2 Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80631mmm = |Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80632mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80633mmm = |Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80634mmm = | Module 50 ATHINA 2 Diffuser Opal 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80635mmm = |Module 50 VENUS 2 Lens 3W (350mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 2 - 4 modules 2 - T modules 2 - 7 modules

Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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LIGHTING SYSTEMS

T7600

RECESSED LUMINAIRES

\ !‘ i

T7600 is a recessed trimless spot, with symmetric or asymmetric distribution. It can satisfy multiple lighting requirements thanks to it's wide
variety of modules, which makes it a perfect choice for houses, galleries, museums and retail areas.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T7600 a warranty for premium lighting with LED technology.

Technical Features

- Aluminium body, painted electrostatically in selected colour or plated.

- Steel adjustable lamp base.
- Symmetrical and asymmetrical versions.
- Easy mounting.

For LED Version

- Big range of aluminium reflector, lens, diffusers.

- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T7600 - High Fitting

T7600
T7600 - Low Fitting
70
70
O:w W S‘ /A7 72X72mm
| Code | Descriptn | Ko |
88040=  T7600 LOW 0,135

T7610 - Low Fitting

70

P Go0
ass 1
b s
S8 FH

134

70

>

Ow' o B g7 7202mm

| Code | Desoriptn | Ky |

880412  T7600 HIGH 0,215

T7610 - High Fitting

140

@)®] i

204

Ow o= '="”| /37 142x72mm
“ooie vescrpir | ]
88042 T7610 LOW 0,250

T7601 - Asymetric Fitting

QQ

Oan- o B g7 14272mm
G | Dot ] M|
88043=  T7610 HIGH 0,370

T7611 - Asymetric Fitting

—_3g° 04
Sy "
P 15 s
140
Ow o /7 110x70mm ow G /7 142%72mm
| Code [ Descripton | Kg | [ Code | Description | Ky |
88044~  T7601 AS 0,265 880452  T7611AS 0,335
T7612 - Asymetric Fitting
P
| ~%
Gm“ o /77 142x72mm
| Code | Description | Ko |
88046  T7612AS 0,335

www.petridis-lighting.gr

67



| LIGHTING SYSTEMS | RECESSED LUMINAIRES

T7600
N o g
R ,{/) f |
NG [ .
T7610 HIGH MODULE 50 ATHINA 3 7W DIFFUSER OPAL DRIVER 350mA 15W
CODE PIECE CODE PIECE CODE PIECE
0000 1 8064 1mmm o 2 800022 1
T7600 High + G5.3 G5.3 LAMPHOLDER + CLIP

- Simple version for incandescent halogen max.50W 12V
C€ 7/ ss0C P2 (QR-CAC 51).

12.5mm

Low HIGH ipti
=i i m Description

806053 Lampholder G5,3  +Safety Lamp Clip 0,020

T7610 Low + GU10 GU10 LAMPHOLDER + CLIP

- Simple version for incandescent halogen max.50W 230V
i C€ 7/ s&wc P20 (pAR1G).

OW P 4 125mm

SO ( : /
o Hik | Code | Descripon | Ko | (%)
4 S0 4 8mn 806052  Lampholder GUI0  +Safety Lamp Clip 0,020 = 3
T7610 High + Module 50 IRA 2 Reflector Module 50 IRA 2 Reflector

- Reflectors: 7W: Medium - Wide / 5W: Medium
C€E 7/ swc P2 5y power consumption driver at 500mA.
- 7TW power consumption driven at 350mA.

(\w e L - Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
; 5W: 3000 K: 419 Lumen, CRI: min. 80
l‘ u 7W: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
. @ 2;20 35000m Maximum: 118 Lm/W
_ & | Code | Description
Low HIGH | ¢ 80644mmm —  Module 50 IRA 2 5W Reflector 0,120
B A% | SR 80620mmm = Module 50 IRA 2 7W Reflector 0,120
T7610 Low + Module 50 DIMITRA 2 Reflector HO Module 50 DIMITRA 2 Reflector HO

- Reflectors: Spot, Medium, Wide.
C€ 7/ 850 IPa0 - 5W power consumption driven at 500mA.

- Efficiency:
O — Ansm 5W: 4000 K: 419 Lumen, CRI: min. 80
2 B 5W: 3000 K: 419 Lumen, CRI: min. 80

Maximum: 84 Lm/W

A ]
B e
Py eoie | Destn

: 80630mm_  Module 50 DIMITRA 2 5W Reflector HO 0,120
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T7600

T7600 High + Module 50 ARTEMIS 2 Diffuser Prismatic

Module 50 ARTEMIS 2 Diffuser Prismatic

CE 7/ ss0c P40

12.5mm

==

Al
e :
L

4 95mm -

(e 5=

350/500mA

&

T7610 Low + Module 50 ATHINA 2 Diffuser Opal

- Beam: Diffuser.

- 5W power consumption driven at 500mA.

- 7W power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, GRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
Maximum: 118 Lm/W

Description
80631mmm ~ Module 50 ARTEMIS 2 5W Diffuser Prismatic
80632mmm _ Vodule 50 ARTEMIS 2 7W Diffuser Prismatic

0,150
0,150

||IHI|\\l

i

Module 50 ATHINA 2 Diffuser Opal

CE 7/ ss0c P40

Qﬂl}' @: 1 12.5mm

A
e - =
L3

Lens

»

St
},

4 75mm 95mi

=

T7612 + Module 50 VENUS 2

- Beam: Diffuser.

- 5W power consumption driven at 500mA.

- 7W power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
SW: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, GRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
Maximum: 118 Lm/W

80633mmm
80634mmm =

Module 50 ATHINA 2 5W Diffuser Opal
Module 50 ATHINA 2 7W Diffuser Opal

| Code | Desoription | Ko |

0,150
0,150

ﬂw

Module 50 VENUS 2 Lens

CE 7/ ss0c P40

(o g gu=
I JAlA
L E—
Lo

HIGH
100mm

- Lens: Spot, Medium, Wide.

- 3W power consumption driven at 350mA.

- 6W power consumption driven at 700mA.

- Efficiency:
3W: 4000 K: 321 Lumen, CRI: min. 75
3W: 3000 K: 300 Lumen, CRI: min. 80
BW: 4000 K: 600 Lumen, GRI: min. 75
6W: 3000 K: 570 Lumen, CRI: min. 80
Maximum: 107 Lm/W

Description

80635mmm . Module 50 VENUS 2 3W/6W Lens

0,150

||I|II\\l

Zo)

LED COLOUR CODES:

Warm Neutral

BEAM CODES:

@ diffuser spot medium 0_3 wide

Colour Codes:

0 Colours :1_'White 2 Titan |3 Black 4 Chrome 5 matt Alum.

INSTALLATION

www.petridis-lighting.gr
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LIGHTING SYSTEMS RECESSED LUMINAIRES

DRIVERS
350mA 8W 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125x79x22 70x35x21 115x45%27,5 158x21x18 156x50%33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
80644mmm = | Module 50 IRA 2 Reflector 5W (500mA) 1 module 2 - 3 modules
80629mmm = | Module 50 IRA 2 Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80630mmm =  Module 50 DIMITRA 2 Reflector HO 5W (500mA) 1 module 2 - 3 modules
8063 1mmm = | Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80632mmm = Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80633mmm = |Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80634mmm = (Module 50 ATHINA 2 Diffuser Opal 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80635mmm = Module 50 VENUS 2 Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80635mmm = | Module 50 VENUS 2 Lens BW (700mA) 1 - 2 modules 3 - 4 modules
| DRIVERS DIMMER 12V TRANSFORMERS
350mA 15W 350mA 25W 350mA 25W Modules CODES || MODULES | Transf. CODES
500mA 22w 500mA 35W 500mA 35W
700mA 30W 700mA 50W 700mA 500 806053 Module 50 g:,:i 12V up to TOW 800006
Module 50 65,3 12V up to 105W 800007
| 145x40x28 125x79x22 125x79x22 806053 b
1-10/Push B. 1-10/Push B. 1-10/Push B./Dali
CODES MODULES 800040 800043* 800042*
80644mmm =  |Module 50 IRA 2 Reflector SW (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80629mmm = | Module 50 IRA 2 Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80630mmm = | Module 50 DIMITRA 2 Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
8063 1mmm = Module 50 ARTEMIS 2 Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80632mmm =  |Module 50 ARTEMIS 2 Diffuser Prismatic 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80633mmm = |Module 50 ATHINA 2 Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80634mmm = Module 50 ATHINA 2 Diffuser Opal 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80635mmm = |Module 50 VENUS 2 Lens 3W (350mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
80635mmm = | Module 50 VENUS 2 Lens 6W (700mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules

Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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T7600
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| LIGHTING SYSTEMS RECESSED LUMINAIRES

SOL 1 MINI - SOL 1Q MINI

A recessed compact trimless spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, which makes it
a perfect choice for houses, galleries, museums and retail areas.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes SOL 1 MINI & SOL 1Q MINI a warranty for premium lighting
with LED technology.

Technical Features

- Trimless recessing frame, in round or square shape, painted Upon request:

electrostatically in selected colour from die-cast aluminium. Available with highest colour rendering index (CRI)
- Double internal adjustable ring from die-cast aluminium.
- Easy mounting.

For LED Version

- Big range of aluminium reflector, lens, diffusers.

- Pure light without IR/UV radiation.

- 3W up to 7W wattage range and 300 up to 825 luminous flux range.

- Die cast aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

72
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RECESSED LUMINAIRES

SOL 1 MINI - SOL 1Q MINI

SOL 1 - Mini Fitting

SOL 1Q Mini Fitting

| =

%> 105mm

(&

/47 107x107mm

e sim iz
(ks > R Gﬁﬂ“ o 105
| Code | Description | Ko | | Code | Description | K |
86763  SOL 1 Mini 0,270 86764~  SOL 10 Mini 0,400
® (1
f |
& é
SOL 1 MINI MODULE 50 6W VENUS LENS DRIVER 700mA 14W
CODE PIECE CODE PIECE CODE PIECE
867632 1 80607mm = 1 800026 1

SOL 1 - Mini + G5.3

G5.3 LAMPHOLDER + CLIP

SOL 1 Mini SOL 10 Mini
4 65mm 4 70mm

SOL 1Q - Mini + GU10

CE 7/ ss0C P20
OW‘ 50—

SRR DETAR 51
PHLPE MASTERNE

- Simple version for incandescent halogen max.50W 12V
(QR-CBC 51).

| Code | Descripion | Kg |
806055 Lampholder G5,3  +Safety Lamp Clip 0,020

a

GU10 LAMPHOLDER + CLIP

(@Y

SOL 1 Mini SOL 10 Mini
4 70mm 4 75mm

SOL 1 - Mini + Module 50 IRA

CE 7 &50C P20

Oﬂ’" 3

PARTE 1]

o) ] <

Reflector

- Simple version for incandescent halogen max.50W 230V

(PAR16).

Description

806054  Lampholder GU10  +Safety Lamp Clip

0,020

A

Module 50 IRA Reflector

SOL 10 Mini
90mm

www.petridis-lighting.gr

CE &/ ss0c P20

TR

- Reflectors: 7W: Medium - Wide / 5W: Medium
- 5W power consumption driver at 500mA.
- 7W power consumption driven at 350mA.

- Efficiency: 5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
7W: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80
Maximum: 118 Lm/W
Description
80643mmm _  Module 50 IRA 5W Reflector 0,120
80608mmm = Module 50 IRA 7W Reflector 0,120

\:‘::/;ﬂf l
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RECESSED LUMINAIRES

SOL 1 MINI - SOL 1Q MINI

SOL 1Q - Mini + Module 50 DIMITRA Reflector HO

Module 50 DIMITRA Reflector HO

SOL 1 Mini SOL 10 Mini
4 85mm 4 90mm

C€E Y/ 80C Ipao
05"" s
Iy

Ee =
®

SOL 1 - Mini + Module 50 AR

TEMIS Diffuser Prismatic

- Reflectors: Spot, Medium, Wide.

- 5W power consumption driven at 500mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
Maximum: 84 Lm/W

cote | Deseipion | kg
80609mm== = Module 50 DIMITRA 5W Reflector HO 0,150

Module 50 ARTEMIS Diffuser Prismatic

J[IHI[“\

’ s
i

«-

C€E Y/ 80C Ipao
Osn«

o

Al
He -2

- Beam: Diffuser.
- 5BW power consumption driven at 500mA.
- 7TW power consumption driven at 350mA.

- Efficiency:
5W: 4000 K: 419 Lumen, CRI: min. 80
5W: 3000 K: 419 Lumen, CRI: min. 80
TW: 4000 K: 825 Lumen, CRI: min. 80
TW: 3000 K: 720 Lumen, CRI: min. 80

Maximum: 118 Lm/W

| Code | Descripton | Ko |

i

|

SOL 1 Mini S0L 10 Mini 80625mmm = Nodule 50 ARTEMIS 5W Diffuser Prismatic 0,150
A som| £ 80626mmm = Wiodule 50 ARTEMIS 7W Diffuser Prismatic 0,150
SOL 1Q - Mini + Module 50 ATHINA Diffuser Opal Module 50 ATHINA Diffuser Opal
- Beam: Diffuser.
C€ Y/ 850C P40 - 5W power consumption driven at 500mA.
- - 7W power consumption driven at 350mA.
- O = - Efficiency:
( 3 5W: 4000 K: 419 Lumen, CRI: min. 80
i S5W: 3000 K: 419 Lumen, CRI: min. 80
\ 'u ‘ TW: 4000 K: 825 Lumen, CRI: min. 80 \
o (W 3000 K: 720 Lumen, CRI: min. 80 e 1
. 2 @ Maximum: 118 Lm/W '
< Description
SOL 1 Mini SOL 10 Mini @_ 80627mmm _  Module 50 ATHINA 5W Diffuser Opal 0,150
Sl | 80628 ™= Module 50 ATHINA 7W Diffuser Opal 0,150
SOL 1 - Mini + Module 50 VENUS Lens Module 50 VENUS Lens
- Lens: Spot, Medium, Wide.
C€ 7/ &0C P40 . 3W power consumption driven at 350mA.
- 6W power consumption driven at 700mA. |
R OW o - Efficiency: _
e/ 3W: 4000 K: 321 Lumen, CRI: min. 75
\ “ “ " 3W: 3000 K: 300 Lumen, CRI: min. 80 \
B6W: 4000 K: 600 Lumen, CRI: min. 75 1
oo W e BW: 3000 K: 570 Lumen, CRI: min. 80 Y
. 200 @ Maximum: 107 Lm/W ol
ik e | Code | Descripion | Kg |
A dom £ 80607mmm =  Module 50 VENUS 3W/6W Lens 0,150
LED COLOUR CODES: || BEAM CODES: Colour Codes:
Warm Neutral @ diffuser spot medium [E] wide | [0 Colowrs |1 White |2 Titan |3 Black |4 Chrome |5 matt Alum.
74
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SOL 1 MINI - SOL 1Q MINI

SOL 1 - Mini SOL 1Q - Mini

INSTALLATION

| DRIVERS
350mA 8W 350mA 15W 350mA 25W 500mA 6W 500mA 16W 700mA 14W 700mA 30W
70x35x21 120x35x19 125X79x22 70x35x21 115x45x27,5 158x21x18 156x50x33
CODES MODULES 800020 800022 800041 800024 800031 800026 800032
8064 3mmm = |Module 50 IRA Reflector 5SW (500mA) 1 module 2 - 3 modules
80608m m Module 50 IRA Reflector 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80609mmm = | Module 50 DIMITRA Reflector HO 5W (500mA) 1 module 2 - 3 modules
80625mmm = | Module 50 ARTEMIS Diffuser Prismatic 5W (500mA) 1 module 2 - 3 modules
80626mmm = | Module 50 ARTEMIS Diffuser Prismatic 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80627mmm = | Module 50 ATHINA Diffuser Opal 5W (500mA) 1 module 2 - 3 modules
80628mmm = | Module 50 ATHINA Diffuser Opal 7W (350mA) 1 module 1 - 2 modules 1 - 3 modules
80607mmm = | Module 50 VENUS Lens 3W (350mA) 1 - 2 modules 3 - 4 modules
80607mmm = |Module 50 VENUS Lens 6W (700mA) 1 - 2 modules 3 - 4 modules
| DRIVERS DIMMER 12V TRANSFORMERS
350mATSW | 350mA25W | 350mA 25W Modules CODES || MODULES [ Transt. cones
500mA 22w 500mA 35W 500mA 35W
700mA 30W 700mA 50W 700mA 50W 806051 Module 50 G5,3 12V up to 70W 800006
806051 Module 50 G5,3 12V up to 105W 800007
| 145x40x28 125x79x22 125x79x22
1-10/Push B. 1-10/Push B. 1-10/Push B,/Dali
CODES MODULES 800040 800043* 800042
80643mmm = |Module 50 IRA Reflector SW (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80608m = =  Module 50 IRA Reflector 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80609mmm = | Module 50 DIMITRA Reflector HO 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80625mmm = | Module 50 ARTEMIS Diffuser Prismatic 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80626mmm = | Module 50 ARTEMIS Diffuser Prismatic 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80627mmm = | Module 50 ATHINA Diffuser Opal 5W (500mA) 3 - 4 modules 2 - 6 modules 2 - 6 modules
80628mmm = | Module 50 ATHINA Diffuser Opal 7W (350mA) 1 - 2 modules 1 - 3 modules 1 - 3 modules
80607mmm = | Module 50 VENUS Lens 3W (350mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules
80607mmm = |Module 50 VENUS Lens 6W (700mA) 2 - 4 modules 2 - 7 modules 2 - 7 modules

Please order modules and drivers separately
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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GESSI

Gessi is a trimless recessed fixed spot, with symmetric or asymmetric distribution. It is made of plaster, which can be painted, so when mounted
to the ceiling it completely disappears.

Technical Features

- Trimless body of plaster.

- Symmetrical and asymmetrical versions.
- Square or round shape.

- Easy mounting.
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RECESSED LUMINAIRES

GESSI
GESSI G028
- Plaster trimless body. /7 120x120mm
(e 7 pra - Symmetrical square shape.
.‘ 12mm 2 { \
— PiRIS It )
pii] ‘ B o o )
— 40
S lle——————
EEH : G‘;;)B !
881201  GESSI G028 1x50W PAR16 (LED, FLUO)/ GU10 0,750
GESSI G028AS
- Plaster trimless body. /7 125x125mm
(e 7/ ro - Asymmetrical square shape.
60
\ \ o) &] <
e
. | 125 |
GO28AS
m Description
881211  GESSI GO28AS 1x50W PAR16 (LED, FLUQ) / GU10 0,750
GESSI G111
- Plaster trimless body. [E7 125¢125mm
(€ V/ ro - Symmetrical round shape.
- 12mm 8
B 24 « < 8 / \
40
I ]
] 125 i
Description
881221  GESSIG111 1x50W PAR16 (LED, FLUO) / GU10 0,750
INSTALLATION
A B
'
1 2 3 4 5
77
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KADRO, CORONA, SOL with CLUB Mini LED

The trimless CLUB SOL Mini and the elegant deep CORONA & KADRO luminaires highlight impressively premises, such as shopping malls, stores,
hotels, exhibition halls, museums etc.

They are compact, in round or square version and efficient and they have excellent colour quality and high-precision light distribution.

Their last generation LED chip in combination with an efficient thermal management ensure the excellent performance of the luminaire and

a maximum energy efficiency.

Technical Features

- CLUB SOL: - Operation life: 50,000 hours with efficiency > 70% of the initial
Trimless recessing frame, in round or square shape, painted luminous flux.
electrostatically in selected colour from die-cast aluminium. - Connection for operation with Constant Current.
- CORONA CLUB:
Deep recessing frame, in round or square shape, painted Upon request:
electrostatically in selected colour from die-cast aluminium. Available with highest colour rendering index (CRI).
- KADRO CLUB:

Deep recessing frame, in square shape, painted electrostatically in
selected colour from steel.

- Internal rotatable spot from aluminium profile.

- Easy mounting.

- High efficient lens in Spot, Medium, Wide versions.

- Last generation extra efficient led light sources.

- Pure light without IR/UV radiation.
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RECESSED LUMINAIRES

KADRO, CORONA, SOL with CLUB Mini LED

KADRO CLUB Mini

CORONA CLUB Mini

CE€ 7/ s&s0c IPao

(o o dzom

- Lens: Spot, Medium, Wide.
- Reflector in Medium version.
- 5W power consumption driven at 500mA.
- Efficiency:
4000 K: 450 Lumen, CRI: min. 75
3000 K: 420 Lumen, GRI: min. 80
Maximum: 90 Lm/W

Description
86733mmm _ KADRO CLUB MINI LED 5W (grivernot incluced) 0,400
86736m = = KADRO CLUB MINI LED 5W Reflector (dvernotinciuded) 0,400

850°C IP 40

- Lens: Spot, Medium, Wide.
- Reflector in Medium version.
- 5W power consumption driven at 500mA.
- Efficiency:
4000 K: 450 Lumen, CRI: min. 75
3000 K: 420 Lumen, GRI: min. 80
Maximum: 90 Lm/W

Description
86731mmm . (ORONA CLUB MINILED SW (arivr ot inciued) 0,500
86734mmm _ (ORONA CLUB MINI LED 5W Reflector @ivernotincuges) 0,500

\@4 74> 94mm

$100

CE 7/ ss0c 1P

www.petridis-lighting.gr

- Lens: Spot, Medium, Wide.
- Reflector in Medium version.
- 5W power consumption driven at 500mA.
- Efficiency:
4000 K: 450 Lumen, CRI: min. 75
3000 K: 420 Lumen, CRI: min. 80

Maximum: 90 Lm/W
| Code [ Description | Ko |
86732mmm . GORONA Q CLUB MINI LED 5W (drver ot inciuded) 0,650

86735mmm — (ORONAQ CLUB MINILED 5W Reflector (rernotincuced) 0,650

\%il A7 94x94mm

95

100
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KADRO, CORONA, SOL with CLUB Mini LED
CLUB SOL Mini

- Lens: Spot, Medium, Wide. D 105mm
C€ 7/ 80C P4 _poteciorin Medium version. 17
O - 5W power consumption driven at 500mA.
LR - Efficiency:
5 gipe— y
. 4000 K: 450 Lumen, CRI: min. 75

“ “ " 3000 K: 420 Lumen, CRI: min. 80
Maximum: 90 Lm/W
D = =
R e ———

_@_ 86891mmm = CLUB-SOL MINI LED 5W (drver not ncluded) 0,500
g 86890mmm — CLUB-SOL MINI LED 5W Reflector (arivernotincluged) 0,500

CLUB SOL Q Mini
- Lens: Spot, Medium, Wide. 107x107mm
CE€ I/ 850C P40 _Refiactor in Medium version. 172 s
= - 5W power consumption driven at 500mA.
OW o> Altim - Efficiency:
i 4000 K: 450 Lumen, GRI: min. 75
Il “ L‘ 3000 K: 420 Lumen, CRI: min. 80
3 Maximum: 90 Lm/W
tﬂ 500mA
. @ all— [ Code | Deseription | Kg_|
%_ 86892mmm — CLUB-SOL QMINILED 5W  (diver notinciuded) 0,650

86893mmm - (LUB-SOL O MINILED 5W Reflector (drvernotincludes) 0,650

LED COLOUR CODES: || BEAM CODES: Colour Codes:
B v B Neutra spot [ medium [E] wide || [0 Colours [1 white [2Titan |8 Black

. omwwes ]/

LED LUMINAIRES DESCRIPTION Ne Modules DIMENSIONS mm
KADRO, CORONA, SOL with CLUB Mini LED 5W 1 1 500mA BW IP20 70x35x21 800024
KADRO, CORONA, SOL with CLUB Mini LED 5W 2 3 500mA 16W IP20 115x45x 27,5 800031
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE  DIMENSIONS mm
KADRO, CORONA, SOL with CLUB Mini LED 5W i 3 500mA 22W IP20 1-10Vdc/Push Button 145 x 40 x 28 [ 800040 J
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FLAT 40

RECESSED LUMINAIRES

FLAT 40 is a recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, and it
highlights impressively premises, such as shopping malls, stores, hatels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes FLAT 40 a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium frame, painted electrostatically in selected colour or plated.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.
- Tempered protection glass for HIT-TC-CE version.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- 7W up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

82

Upon request:
Available with highest colour rendering index (CRI)
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FLAT 40

RECESSED LUMINAIRES

FLAT 41 2x... Fitting

/47 165x295mm

FLAT 40 1x... Fitting

L_J

OW‘ s

73> 165x165mm

868512  FLAT401x...

FLAT 42 3x... Fitting

| Code | Descripton | K |
0,240

050“ B

> 165x425mm

86853-  FLAT 42 3x...

| Code | Description kg |

Ll

050" =

86852-  FLAT 41 2x.

EXAMPLE

0,360

| Code | Description | Ko |

‘ MODULE 40 THETIS
FLAT 41 2x... HIT-TC-CE/PGJS é I BALLAST 20W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
868522 1 806012 2 498113 2

FLAT 40+ Module 40 THETIS HIT-TC-CE

Module 40 THETIS HIT-TC-CE

O}

CE / ra

OW' 3@1@

1AJA

HIT-TCCEBUBS
E== ==

OSRAME HEHTF
PHILIPS: COM T

www.petridis-lighting.gr

- Version for HIT-TC-CE/GUS,5.
- Reflector: Spot, Medium, Wide.
- Tempered protection glass.

20/35W
El 80601=
80646=
80647-

Description
MODULE 40 THETIS HIT-TC-CE/GU6,5 SPOT

MODULE 40 THETIS HIT-TC-CE/GUS,5 MEDIUM
MODULE 40 THETIS HIT-TC-CE/GUS,5 WIDE

0,250
0,250
0,250
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FLAT 40

FLAT 414 Module 40 HERCULES LED REFLECTOR Module 40 HERCULES LED REFLECTOR

- Reflectors: Spot, Medium, Wide.
C€ N/ &0C P20 _7W power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.

4 s20m - Efficiency:
(o &= T 7W:  4000K: 810 Lumen, CRI: min. 80, 116 Lm/W

C) @ 7W:  3000K: 720 Lumen, CRI; min. 80, 103 Lm/W
“ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W

o e 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
o : =
_@_ m Description

80603mmm _ MODULE 40 HERCULES LED REFLECTOR 7/10,5W 0,350

FLAT 42+ Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO

- Reflectors: Spot, Medium, Wide.
C€E Y/ w0 P2 7w power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.
O‘w — dsam - Efficiency:
e 7W:  "4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W

O FTITARRRE 3ot ) 3

= s 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
He : 2
A 110m gﬁ‘}— [ Code | Description

WL 80604mmm = MODULE 40 IASON LED REFLECTOR HO 7/105W 0,350

LED COLOUR CODES: || BEAM CODES:
WarmNeutraI spot medium 0_3 wide

Colour Codes: _ o ‘
0 Colours 1 White 2 Titan |8 Black |4 Chrome '§ matt Alum.

LED LUMINAIRES DESCRIPTION N° Modules DIMENSIONS mm
min. max.
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
MODULE 40 THETIS GU6,5 35W i 1 35W Electronic 498223
MODULE 40 HERCULES/IASON LED 1x7W 1 1 350mA 8W IP20 70x35x 21 800020
_ MODULE 40 HERCULES/IASON LED 2 TW 1 2 350mA 15W 1P20 160x22x19 | 800021
MODULE 40 HERCULES/IASON LED X TW 1 3 350mA 25W 1P20 123 x80x 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W 1P20 120x35x19 800023
_ MODULE 40 HERCULES/IASON LED  2x 10,5W 1 2 500mA 30W 1P20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W P20 123 x80x 22 800041

LED LUMINAIRES DESCRIPTION Ne Modules DIMMER TYPE DIMENSIONS mm

MODULE 40 HERCULES/IASON 1%, 2xTW 1 2 350mA15W IP20 1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3xTW 1 3 350mA 25W IP20 1-10Vdc/Push Button* 123 x80x 22 800043
MODULE 40 HERCULES/IASON 3xTW 1 3 350mA 25W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA22W P20 1-10Vde/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vde/Push Button* 123x80x 22 800043
MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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FLAT 60

RECESSED LUMINAIRES

FLAT 60 is a recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, and it
highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes FLAT 60 a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium frame, painted electrostatically in selected colour or plated.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.
- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Available with highest colour rendering index (CRI)
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FLAT 60

FLAT 60 1x... Fitting FLAT 61 2x... Fitting

/57 190x190mm /77 190x350mm

o

OFU" 35-:3 OYU" asru-:j
| Code | Description | Ko | | Code | Description |
86861  FLAT 60 1x... 0,350 86862  FLAT 61 2x... 0,530

FLAT 62 3x... Fitting

/a7 190x505mm

| Code | Description kg |

86863~  FLAT 62 3x...

EXAMPLE
I MODULE FLAT 60 6
FLAT 62 3x... HIT-CE/G12 MEDIUM BALLAST 70W ELECTRONIC
CODE PIEGE CODE PIEGE GODE PIECE
866632 1 80611z 3 498323 3

FLAT 60 + Module 60 POSIDON HI-PAR 111 Module 60 POSIDON HI-PAR 111

- Version for HI-PAR 111/GX8,5.
CE 7 850C P2 (e adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
GD’ W 1ﬂ
3570 C6.
i i 806152  Module 60 POSIDON HI-PAR 111/GX8.5 0,250
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FLAT 60

FLAT 61 + Module 60 DIONISOS QR111

Module 60 DIONISOS QR111

CE &/ &0 P20
(,\7'3' ot j‘;%

SRA GLDLPT 111
PRUPSALULNE 11

GTOHOIN 1

FLAT 62 + Module 60 APOLLON HIT-CE

- Version for QR111/G53.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

EEH
80610=  Module 60 DIONISOS QR111/G53

0,250

Module 60 APOLLON HIT-CE

CE &/ 8s0C P20

(}W‘ 35@%%

L LAJA

OSRABE HEIT
PHILPS: COMT

TSN CG

FLAT 60 + Module 60 IFESTOS HIT-TC-CE

- Version for HIT-CE/G12.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

| Code | Descripn | Ko |
806122  Modue 60 APOLLON HIT-CE/GT25P0T 0,500
806112 Module 60 APOLLON HIT-CE/GI2 MEDIUM 0,500
806192  Modue 60 APOLLONHIT-CE/GT2WIDE 0,500

Module 60 IFESTOS HIT-TC-CE

CE &/ &s0C P20
A s20mm.

OVU' T
L AJA

‘DSRAM: HELTE
PHILPS: CON-TC

5o

IOV 06

FLAT 61 + Module 60 ARIS LED R111

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

m Description

80614~  Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620=  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

Module 60 ARIS LED R111

CE 7/ ss0c P20

O‘-’D' 35@1&

FLAT 62 + Module 60 DIAS LED

- Version for LED R111/GU10.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- Gonnection for 230V/50Hz.

EH
80616_  Module 60 ARIS LED R111/GU10/230V

0,300

Module 60 DIAS LED

CE &/ s50C P20

(o oo =

1
Yy 25C

S00/700mA C6.

88

- Version with LED Module.

- Outer adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- 22\ power consumption driven at 500mA.
- 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80

Maximum: 95 Lm/W

| Code | Desoription | Ko |

0,750

80618mm _ Module 60 DIAS LED CHIP 22W
80621m= = Module 60 DIAS LED CHIP 30W

0,900
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FLAT 60

FLAT 60 + Module 60 KRONOS HIT-TC-CE Module 60 KRONOS HIT-TC-CE

- Version for HIT-TC-CE/GUS,5.
CE Y/ 80C P2 oyter agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.
M | (\w i - High pure aluminium reflectors in Spot, Medium, Wide.

" - Tempered protection glass.
) 1AJA
HI-TCLERUES o6
e == = m Description

s 80648_  Module 60 KRONOS HIT-TC-CE /GUB,5 SPOT 0,940
80649=  Module 60 KRONOS HIT-TC-CE /GU6,5 MEDIUM 0,940
— 80650~  Module 60 KRONOS HIT-TC-CE /GUS6,5 WIDE 0,940

FLAT 60 + Module 60 KRONOS LED Module 60 KRONOS LED

- Version with LED Module.
CE \/ 80C P20 _gyer adjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.

Om, ) - 22W power consumption driven at 500maA.
- Efficiency:
“ “ " 22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80

S00mA £ Maximum: 95 Lm/W
He : 2

4 75mm _@_ m Description
- ! 80622mmm = Module 60 KRONOS LED CHIP 22W 0,940

LED COLOUR CODES: || BEAM CODES: Colour Codes: - _ -
B warm B Neutra spot [ medium [E] wide | [0 Colows |1 White |[2Titan '3 Black |4 Chrome |5 matt Alum.

LED LUMINAIRES DESCRIPTION

MODULE 60 IFESTOS G8,5 1 1 20W HIT Electronic 498113
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 1 1 150W HIT Electronic 498623
MODULE 60 APOLLON G12 il 1 150W HIT Magnetic DISPLAY 498612
MODULE 60 DIONISOS G53 1 60W 12V DC 800005
MODULE 60 DIONISOS G53 1 70W 12V DC 800006
MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 30W IP20 (dimensions 156 x 50 x 23) 498706
MODULE 60 DIAS LED 30W CG ] 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm

MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704
MODULE 60 DIAS LED 30W CG 1 1 700mA S0W IP20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button/Dali* 123x80x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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LIGHTING SYSTEMS

FLAT KADRO 40

RECESSED LUMINAIRES

+
4

FLAT KADRO 40 is a deep recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it’s wide variety of modules,
and it highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes FLAT KADRO 40 a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium recessing frame, painted electrostatically in selected
colour.

- Deep steel cover.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- 7W up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS RECESSED LUMINAIRES

FLAT KADRO 40

FLAT KADRO 41 2x... Fitting

FLAT KADRO 40 1x... Fitting
/1] 188x188mm /47 188x320mm
-» -
¥ - J
% K
OW' A w OW‘ s w
| Code | Descripion | Ko |

| Code | Description kg |
867212 FLAT KADRO 40 1x... 0,600 86722 FLAT KADRO 41 2x... 0,970

FLAT KADRO 42 3x... Fitting

/47 188x451mm

"'

¥

i!IHBm
OW’ e ]

| Code | Description kg |

86723-  FLAT KADRO 42 3x...

EXAMPLE
. MODULE 40 THETIS a
FLAT KADRO 41 2x... HIT-TC-CE/GUS,5 BALLAST 20W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
867221 1 806012 2 498113 2

FLAT KADRO 40+ Module 40 THETIS HIT-TC-CE Module 40 THETIS HIT-TC-CE

- Version for HIT-TC-CE/GUG,5.

CeE 7/ ra - Reflector: Spot, Medium, Wide.
- Tempered protection glass.
- D’ o
L ANA

HITCLERUES 2035w
xea @ | Code | Description
Pl e 806012  MODULE 40 THETIS HIT-TC-CE/GUB,5 SPOT 0,250

4 120mm 80646 MODULE 40 THETIS HIT-TC-CE/GUB,5 MEDIUM 0,250

80647=  MODULE 40 THETIS HIT-TC-CE/GUB,5 WIDE 0,250
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FLAT KADRO 40
FLAT KADRO 41 + Module 40 HERCULES LED REFLECTOR Module 40 HERCULES LED REFLECTOR
- Reflectors: Spot, Medium, Wide.
C€ N/ &0C P20 _7W power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.
Osnn G - Efficiency:
O\ e 7W: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
B 7W:  3000K: 720 Lumen, CRI: min. 80, 103 Lm/W
J “ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
= s 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
BHe : =
EEH
e '@_ 80603mmm _ MODULE 40 HERCULES LED REFLECTOR 7/105W 0,350
FLAT KADRO 42 + Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO
- Reflectors: Spot, Medium, Wide.
C€E 7/ soc r2o 7w power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.
O'w = - Efficiency:
> i TW: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
- - 7W: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
St ll “ u 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
N = s 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
BHe : s
- m EH
A 1,’;5?‘}— 80604mmm = MODULE 40 IASON LED REFLECTOR HO 7/10.5W 0,350

LED COLOUR CODES: || BEAM CODES:
WarmNeutraI spot medium [iE] wide

Colour Codes:
0 Colours |1 White |2 Titan |3 Black 4 Chrome 5 matt Alum.

DRIVERS

LED LUMINAIRES DESCRIPTION Ne Modules DIMENSIONS mm
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
MODULE 40 THETIS GU6,5 35W 1 1 J5W Electronic 498223
MODULE 40 HERCULES/IASON LED 1w 1 1 350mA_8W 1P20 70x35x 21 800020
MODULE 40 HERCULES/IASON LED 2 TW 1 2 350mA 15W 1P20 160x 22 x 19 800021
MODULE 40 HERCULES/IASON LED I TW 1 3 350mA 25W 1P20 123x80x 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W 1P20 120x35x19 800023
MODULE 40 HERCULES/IASON LED  2x 10,5W 1 2 500mA 30W 1P20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W 1P20 123x80x 22 800041
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION Ne Modules DIMMER TYPE DIMENSIONS mm

min. max. I

MODULE 40 HERCULES/IASON 1x, 2x 7TW 1 2 350mA15W IP20  1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON X TW 1 3 350mA25W IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
MODULE 40 HERCULES/IASON X TW 1 3 350mA25W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA22W IP20  1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3x 10,5W 1 3 500mA32wW IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
MODULE 40 HERCULES/IASON 3x10,5W 1 3  500mA32W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

FLAT KADRO 60

“
r

C D

FLAT KADRO 60 is a deep recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it’s wide variety of modules,
and it highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes FLAT KADRO 60 a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium recessing frame, painted electrostatically in selected
colour.

- Deep steel cover.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

FLAT KADRO 60
FLAT KADRO 60 1x... Fitting FLAT KADRO 61 2x... Fitting
/77 218x218mm /37 218x373mm
: 3 / 4
7% % ey

Oﬂ]" A w 070“ s w
m Description m Description

86724 FLAT KADRO 60 1x... 0,730 867252 FLAT KADRO 61 2x... 1,100
FLAT KADRO 62 3x... Fitting

/a7 218x528mm
v
iﬂHBn'In

Om' s ¥
| Code | Descripion | Ko |

86726 FLAT KADRO 62 3x...

EXAMPLE
% MODULE FLAT 60 é
FLAT KADRO 61 2x... HIT-CE/G12 MEDIUM BALLAST 70W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
867252 1 806112 2 498323 2

FLAT KADRO 60 + Module 60 POSIDON HI-PAR 111

Module 60 POSIDON HI-PAR 111

CE 7/ ss0C P20
(e

i

5)

SRAM HELA 111
PHILFS: COMA 111

L

510K CB

4 165mm

www.petridis-lighting.gr

- Version for HI-PAR 111/GX8,5.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

Description

806152  Module 60 POSIDON HI-PAR 111/GX8.5

0,250
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RECESSED LUMINAIRES

FLAT KADRO 60

FLAT KADRO 61 + Module 60 DIONISOS QR111

Module 60 DIONISOS QR111

CE &/ &0 P20
OTD' 3o

@ T
$

GTOHOIN 1

165mm

FLAT KADRO 62 + Module 60 APOLLON HIT-CE

- Version for QR111/G53.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

EEH

80610=  Module 60 DIONISOS QR111/G53

0,250

Module 60 APOLLON HIT-CE

CE 7/ s0c P20

(o &=
MmNy

BSRA: HELT
PHILPS: COMT

\4

5750 CG

4 165mm

FLAT KADRO 60 + Module 60 IFESTOS HIT-TC-CE

- Version for HIT-CE/G12.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

m Description

80612-  Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112  Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
80619  Module 60 APOLLON HIT-CE/G12 WIDE 0,500

Module 60 IFESTOS HIT-TC-CE

CE ¥/ ss0c P20

OW' B

L LAJA

HI5T0N 06

r

4 165mm

FLAT KADRO 61 + Module 60 ARIS LED R111

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

m Description

80614~ Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620=  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

Module 60 ARIS LED R111

CE Y/ 80C P20

- G’D‘ e

FLAT KADRO 62 + Module 60 DIAS LED

- Version for LED R111/GU10.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- Connection for 230V/50Hz.

Description

80616-  Module 60 ARIS LED R111/GU10/230V 0,300

Module 60 DIAS LED

CE &/ ss0c P20

OW' B

177mm

96

- Version with LED Module.
- Outer adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
- 22W power consumption driven at 500mA.
- 30W power consumption driven at 700mA.
- Efficiency:
22\W: 4000 K: 1800 Lumen, CRI: min. 75

22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80

Maximum: 95 Lm/W

Description
80618mm _ Module 60 DIAS LED CHIP 22W 0,750
80621mmm = \odule 60 DIAS LED CHIP 30W 0,900

www.petridis-lighting.gr



LIGHTING SYSTEMS

RECESSED LUMINAIRES

FLAT KADRO 60
FLAT KADRO 60 + Module 60 KRONOS HIT-TC-CE Module 60 KRONOS HIT-TC-CE
- Version for HIT-TC-CE/GUS,5.
C€E 7 80T P2 guer agjustable ring from die-cast aluminium,
- Die-cast aluminium spot inside.
=iy (\sov S - High pure aluminium reflectors in Spot, Medium, Wide.
) - Tempered protection glass.
™. ann
\\ ) HI-TCLERU6S e
== Description
SRS 80648=  Module 60 KRONOS HIT-TC-CE /GUS,5 SPOT 0,940
b 80649-  Module 60 KRONOS HIT-TC-CE /GUB,5 MEDIUM 0,940
806502  Module 60 KRONOS HIT-TC-CE /GUS,5 WIDE 0,940
FLAT KADRO 60 + Module 60 KRONOS LED Module 60 KRONOS LED
- Version with LED Module.
CE€ Y/ 80C P20 _(yer agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.
= Om, ) - 22W power consumption driven at 500mA.
s m ) - Efficiency:
A nmnmn Al 22W: 4000 K: 1800 Lumen, CRI: min. 75
J 22W: 3000 K: 1800 Lumen, CRI: min. 80
\ S00mA £ Maximum: 95 Lm/W
He : 2
o _@_ Description
80622mmm = Module 60 KRONOS LED CHIP 22W 0,940

LED COLOUR CODES:
Warm Neutral

BEAM CODES:
spot medium [iE] wide

Colour Codes:
0 Colours 1 White |2 Titan |8 Black |4 Chrome 5 matt Alum.

Ne Modules

LED LUMINAIRES DESCRIPTION

min. _max. . CODE_|

MODULE 60 IFESTOS G8,5 1 1 20W HIT Electronic 498113

MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223

MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222

MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323

MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312

MODULE 60 APOLLON G12 1 1 150W HIT Electronic 498623

MODULE 60 APOLLON G12 1 1 150W HIT Magnetic DISPLAY 498612

MODULE 60 DIONISOS G53 i 60W 12V DC 800005

MODULE 60 DIONISOS G53 1 70W 12V DC 800006

MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007

MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 30W P20 (dimensions 156 x 50 x 23) 498706

MODULE 60 DIAS LED 30W CG 1 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705

DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min. max. . CODE__|

 MODULE 60 DIAS/KRONOSLED 22WCG 1 1 500mA32W P20 1-10Vde/Push Button* 123%80x22 498703

MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704
 MODULE 60 DIAS LED 30W GG 1 1 700mAS5OW P20 1-10Vdc/Push Button* 123x80x22 498703

MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vde/Push Button/Dali* 123 x 80 x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

www.petridis-lighting.gr
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KADRO 40

RECESSED LUMINAIRES

A piece-of-art luminaire with three notable characteristics: sophisticated design, flexibility and high performance. It’s unique trapezoid design
raises the architectural interest and impresses the observer. There are three frames with different dimensions in which 1,2 or 3 modules of light
sources can be intergrated. Thanks to it's optimal optical system, it offers precise, uniform light distribution and excellent lighting quality.

Technical Features

- Steel body, painted electrostatically in selected colour or plated.
- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.
- Tempered protection glass for HIT-TC-CE version.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- 7W up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

98

Upon request:
Available with highest colour rendering index (CRI)
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KADRO 40

RECESSED LUMINAIRES

KADRO 41 2x... Fitting

/47 169x299mm

KADRO 40 1x... Fitting

.’m

OW‘ s

7> 169x169mm

86866  KADRO 40 1x...

KADRO 42 3x... Fitting

| Code | Descripon | K |
0,220

| OW _35‘;‘:'

o 169x429mm

86868-  KADRO 42 3x...

| Code | Description kg |

0,500

050" =

EXAMPLE

86867_  KADRO 41 2x...

&

0,340

| Code | Description | Ko |

MODULE 40 HERCULES LED
KADRO 41 2x... REFLECTOR DRIVER 500mA 30W
CODE PIEGE CODE PIEGE GODE PIECE
866672 | 80603m mm = 2 800030 1

KADRO 40+ Module 40 THETIS HIT-TC-CE

Module 40 THETIS HIT-TC-CE

www.petridis-lighting.gr

(€ V¥ P20 Reflector: Spot, Medium, Wide.
- Tempered protection glass.
OW’ 5o ';m
HITOLEBUE S /35w
o= Description
Pl e 806012  MODULE 40 THETIS HIT-TC-CE/GUB.5 SPOT 0,250
80646=  MODULE 40 THETIS HIT-TC-CE/GU6,5 MEDIUM 0,250
80647=  MODULE 40 THETIS HIT-TC-CE/GUG,5 WIDE 0,250

- Version for HIT-TC-CE/GUS,5.
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| LIGHTING SYSTEMS RECESSED LUMINAIRES

KADRO 40

KADRO 41+ Module 40 HERCULES LED REFLECTOR Module 40 HERCULES LED REFLECTOR

- Reflectors: Spot, Medium, Wide.

C€ N/ &0C P20 _7W power consumption driven at 350mA.

- 10,5W power consumption driven at 500mA.

- Efficiency:
7W: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
7W: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W

m Description

80603mmm _ MODULE 40 HERCULES LED REFLECTOR 7/10,5W 0,350

KADRO 42+ Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO

- Reflectors: Spot, Medium, Wide.
CeE W/ soc p2o 7y power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.

Asaomm - Efficiency:
, (e &= 1 7W. 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
‘ TW: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
‘ “ “ ﬂ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W

\ | o, s 10.5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
He : =
1}%“\— m EH

g 80604mmm = MODULE 40 IASON LED REFLECTOR HO 7/105W 0,350

LED COLOUR CODES: || BEAM CODES:
WarmNeutraI spot medium [iE] wide

;_culour Codes: i ) -
0 Colours |1 White |2 Titan |3 Black |4 Chrome | § matt Alum.

LED LUMINAIRES DESCRIPTION N° Modules DIMENSIONS mm
min. max.
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
MODULE 40 THETIS GU6,5 J5W 1 1 35W Electronic 498223
MODULE 40 HERCULES/IASON LED 1x7W 1 1 350mA 8W IP20 70x35x 21 800020
MODULE 40 HERCULES/IASON LED 2x TW 1 2 350mA 15W P20 160 x 22 x 19 800021
MODULE 40 HERCULES/IASON LED X TW 1 3 350mA 25W 1P20 123 x 80 x 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W IP20 120x35x 19 800023
MODULE 40 HERCULES/IASON LED  2x 10,5W i 2 500mA 30W IP20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W IP20 123 x 80 x 22 800041

DIMMER DRIVERS

LED LUMINAIRES DESCRIPTION N°¢ Modules DIMMER TYPE DIMENSIONS mm
min. max. CODE

MODULE 40 HERCULES/IASON 1%, 2xTW 1 2 350mA15W IP20 1-10Vdc/Push Button 145x40x 28 800040

MODULE 40 HERCULES/IASON 3x7W 1 3 350mA25W IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
~ MODULE 40 HERCULES/IASON ATW_ 13 350mA25W IP20  1-10Vdc/Push Button/Dali* 123 %80 x 22 800042

MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA 22W P20 1-10Vdc/Push Button 145x40x 28 800040

MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32w IP20 1-10Vdc/Push Button* 123x80x 22 800043

MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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KADRO 40
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KADRO 60

RECESSED LUMINAIRES

A piece-of-art luminaire with three notable characteristics: sophisticated design, flexibility and high performance. It’s unique trapezoid design
raises the architectural interest and impresses the observer. There are three frames with different dimensions in which 1,2 or 3 modules of light
sources can be intergrated. Thanks to it’s optimal optical system, it offers precise, uniform light distribution and excellent lighting quality.

Technical Features

- Aluminium frame, painted electrostatically in selected colour or plated.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.
- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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KADRO 60

KADRO 60 1x... Fitting KADRO 61 2x... Fitting

7> 193x193mm

* | ¢

Oﬂ"‘ s O?"" =

/97 193x348mm

N

| Code | Descripton | K |

86876  KADRO 60 1x... 0,270

868772

KADRO 61 2x...

KADRO 62 3x... Fitting

7> 193x503mm

OTU“ B

| Code | Description kg |

86878-  KADRO 62 3x...

EXAMPLE

| Code | Deseription | Ko |

0,430

&

KADRO 61 2x... MODULE 60 DIAS LED CHIP 22W DRIVER 500mA 30W IP20
CODE PIEGE CODE PIEGE GODE PIECE
868772 1 80615mmm = 2 498701 2

KADRO 60 + Module 60 POSIDON HI-PAR 111

Module 60 POSIDON HI-PAR 111

O?U’ ﬁF}m

- Version for HI-PAR 111/GX8,5.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

CE &/ ss0c P20

OSRM HEHR 111
PHILFS: CONR 111

t 150mm

www.petridis-lighting.gr

35700 C6

806152

Description

Module 60 POSIDON HI-PAR 111/GX8.5

0,250
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RECESSED LUMINAIRES

KADRO 60

KADRO 61 + Module 60 DIONISOS QR111

Module 60 DIONISOS QR111

1 150mm

- Version for QR111/G53.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

CE &/ &0 P20
OTD' 3o j‘;&

GTOHOIN 1

EEH

80610=  Module 60 DIONISOS QR111/G53

0,250

KADRO 62 + Module 60 APOLLON HIT-CE

Module 60 APOLLON HIT-CE

t 150mm

- Version for HIT-CE/G12.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

CE Y/ 80C P20

OTD' ﬁp%ﬂ

L LAJA

e m Description
P 806122 Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112  Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
80619=  Module 60 APOLLON HIT-CE/G12 WIDE 0,500

KADRO 60 + Module 60 IFESTOS HIT-TC-CE

Module 60 IFESTOS HIT-TC-CE

i 150mm

KADRO 61 + Module 60 ARIS

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

CE &/ soc P20

O?D’ :ﬁ?'{%

L AJA

OSRAB HEHTE

IOV 06

m Description

s 80614~  Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620=  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

LED R111

Module 60 ARIS LED R111

i 150mm

KADRO 62 + Module 60 DIAS

- Version for LED R111/GU10.

CE 7 80 P2 e adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
Om- o = - Connection for 230V/50Hz.

m Description

80616=  Module 60 ARIS LED R111/GU10/230V

0,300

Module 60 DIAS LED

i 157mm

104

- Version with LED Module.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- 22W power consumption driven at 500mA.

- 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80
Maximum: 95 Lm/W

CE &/ s850C P20

flu-lamm

O?D’ 35?3-::’1_

80618m
80621m

0,750

= Module 60 DIAS LED CHIP 22W
= 0,900

= Module 60 DIAS LED CHIP 30W

| Code | Desoription | Ko |

www.petridis-lighting.gr
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KADRO 60
KADRO 60 + Module 60 KRONOS HIT-TC-CE Module 60 KRONOS HIT-TC-CE
- Version for HIT-TC-CE/GUS,5.
CE Y/ 80C P2 oyter agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.
e (\sov o - High pure aluminium reflectors in Spot, Medium, Wide.
( F y\ - Tempered protection glass.
@ :}%ﬁ =2 m Description
s ot 80648_  Module 60 KRONOS HIT-TC-CE /GUB,5 SPOT 0,940
S0L1/0 80649-  Module 60 KRONOS HIT-TC-CE /GU6,5 MEDIUM 0,940
4 85mm
80650_  Module 60 KRONDS HIT-TC-CE /GUB,5 WIDE 0,940
KADRO 60 + Module 60 KRONOS LED Module 60 KRONOS LED

- Version with LED Module.
CE \/ 80C P20 _gyer adjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.

Om, ) - 22W power consumption driven at 500mA.
- Efficiency:
“ “ " 22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80

S00mA £ Maximum: 95 Lm/W
He : 2

ﬁﬁnﬁ _@_ m Description
’ 80622mmm = Module 60 KRONOS LED CHIP 22W 0,940

LED COLOUR CODES: || BEAM CODES: Colour Codes: _ _ _
WannNeutraI spot medium [k} wide || |0 Colours |1 White g Titan é Black |4 Chrome _5_ matt Alum.

LED LUMINAIRES DESCRIPTION Ne Modules
MODULE 60 IFESTOS G8.5 1 1 20W HIT Electronic 498113
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 1 1 150W HIT Electronic 498623
MODULE 60 APOLLON G12 1 1 150W HIT Magnetic DISPLAY 498612
MODULE 60 DIONISOS G53 1 60W 12V DC 800005
~ MODULE 60 DIONISOS G53 1 70W 12V DC 800006
~ MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007
MODULE 60 DIAS/KRONOS LED 22W GG 1 1 500mA 30W IP20 (dimensions 156 x 50 x 23) i 498706
MODULE 60 DIAS LED 30W CG 1 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min. max. T
MODULE 60 DIAS/KRONOS LED 22W CG 11 500mA32W IP20 1-10vdc/Push Button* 123x80x 22 486703
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA32W IP20  1-10Vdc/Push Button/Dali*  123x80x22 498704
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

www.petridis-lighting.gr 105
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| LIGHTING SYSTEMS

T8400

RECESSED LUMINAIRES

T800 is a recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, and it highlight
impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T800 a warranty for premium lighting with LED technology.

Technical Features

- Aluminium recessing frame, painted electrostatically in selected
colour.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

108

Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T8400

T8400 1x... Fitting

T8410 2x... Fitting

/47 160x290mm

L)

%%

/17 160x160mm

OW’ W w Oﬁﬂ“ s w
| Code | Descripon [ Ky | | Code | Descripn | Ko
86268 T8400 1x... 0,500 86269_ T8410 2x... 0,770
T8420 3x... Fitting
/47 160x420mm
O 10-48mm
o | i ]
| Code | Descripon [ Ky |
86270 18420 3x... 1,020
EXAMPLE
-, MODULE 40 THETIS é
18410 2x... HIT-TC-CE/GUB,5 BALLAST 20W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
86269 = 1 806012 2 498113 2

T8400+ Module 40 THETIS HIT-TC-CE

Module 40 THETIS HIT-TC-CE

CE ¥/ ra

OW s

1AJA

HIT-TCLEBUGS
=

OSRAME HEHTF
PHILIPS: COM T

2035W

www.petridis-lighting.gr

- Version for HIT-TC-CE/GUSG,5.
- Reflector: Spot, Medium, Wide.
- Tempered protection glass.

| Code | Description

MODULE 40 THETIS HIT-TC-CE/GUS6.5 SPOT

80601 0,250
80646_  MODULE 40 THETIS HIT-TC-CE/GUB,5 MEDIUM 0,250
80647_  MODULE 40 THETIS HIT-TC-CE/GUS,5 WIDE 0,250
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T8400

T8410+ Module 40 HERCULES LED REFLECTOR Module 40 HERCULES LED REFLECTOR

- Reflectors: Spot, Medium, Wide.
C€ N/ &0C P20 _7W power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.

- Efficiency:
(e &= 7W. 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
7W: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
“ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W

o e 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
o : =
_@_ m Description

80603mmm = MODULE 40 HERCULES LED REFLECTOR 7/105W 0,350

T8420+ Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO

- Reflectors: Spot, Medium, Wide.

C€ 7/ soc P20 7w power consumption driven at 350mA.

- 10,5W power consumption driven at 500mA.

- Efficiency:
7W: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
TW: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W

OW s

s 350/500mA
ﬂ ta
sy 250

gﬁ%_ m EH

g 80604mmm = MODULE 40 IASON LED REFLECTOR HO 7/105W 0,350

LED COLOUR CODES: || BEAM CODES:
WarmNeutraI spot medium [iE] wide

Colour Codes:
0 Colours |1 White |2 Titan |3 Black 4 Chrome 5 matt Alum.

DRIVERS

LED LUMINAIRES DESCRIPTION Ne Modules DIMENSIONS mm
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
MODULE 40 THETIS GU6,5 35W 1 1 J5W Electronic 498223
MODULE 40 HERCULES/IASON LED 1w 1 1 350mA_8W 1P20 70x35x 21 800020
MODULE 40 HERCULES/IASON LED 2 TW 1 2 350mA 15W 1P20 160x 22 x 19 800021
MODULE 40 HERCULES/IASON LED I TW 1 3 350mA 25W 1P20 123x80x 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W 1P20 120x35x19 800023
MODULE 40 HERCULES/IASON LED  2x 10,5W 1 2 500mA 30W 1P20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W 1P20 123x80x 22 800041
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION Ne Modules DIMMER TYPE DIMENSIONS mm

min. max. I

MODULE 40 HERCULES/IASON 1x, 2x 7TW 1 2 350mA15W IP20  1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON X TW 1 3 350mA25W IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
MODULE 40 HERCULES/IASON X TW 1 3 350mA25W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA22W IP20  1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3x 10,5W 1 3 500mA32wW IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
MODULE 40 HERCULES/IASON 3x10,5W 1 3  500mA32W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

110
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| LIGHTING SYSTEMS

T800

RECESSED LUMINAIRES

T800 is a recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, and it highlight
impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T800 a warranty for premium lighting with LED technology.

Technical Features

- Aluminium recessing frame, painted electrostatically in selected
colour.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

112

Upon request:
Available with highest colour rendering index (CRI)
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RECESSED LUMINAIRES

T800

T800 1x... Fitting

T810 2x... Fitting

D=

/47 185x185mm

/77 185x345mm

| Code | Descripton | K |

86200=  T800 1x... 0,580

T820 3x... Fitting

| Code | Deseription | Ko |

862112 T810 2x... 0,850

;

41

/47 185x500mm

_

| Code | Descripton | K |
86227- 1820 3x... 1,100

EXAMPLE

@ MODULE FLAT 60 ‘
T810 2x... HIT-CE/G12 MEDIUM BALLAST 70W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
86211z 1 80611z 2 498323 2

T800 + Module 60 POSIDON HI-PAR 111

Module 60 POSIDON HI-PAR 111

C€E 7/ &0c P20
O?"' s

DSRAM.HELA 111
PHILIPS: COM-A 111

350N C6

www.petridis-lighting.gr

- Version for HI-PAR 111/GX8,5.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

Description
Module 60 POSIDON HI-PAR 111/GX8.5

80615=

0,250

113



LIGHTING SYSTEMS RECESSED LUMINAIRES

T800

T810 + Module 60 DIONISOS QR111 Module 60 DIONISOS QR111

- Version for QR111/G53.
C€ 7 80T P20 e adiystable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

EEH
80610=  Module 60 DIONISOS QR111/G53 0,250
T820 + Module 60 APOLLON HIT-CE Module 60 APOLLON HIT-CE
- Version for HIT-CE/G12.

Ce 7 &0 P20 g adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

Om- ) - High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

= @ [ Code | Description

s e 806122  Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112 Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
80619=  Module 60 APOLLON HIT-CE/G12 WIDE 0,500

T800 + Module 60 IFESTOS HIT-TC-CE Module 60 IFESTOS HIT-TC-CE

- Version for HIT-TC-CE/G8,5.
C€ 7 80C P20 (yter adjystable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
Om- e - High pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.
I LALA
=

P @ Description

s 80614~  Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

T810 + Module 60 ARIS LED R111 Module 60 ARIS LED R111

- Version for LED R111/GU10.

C€ 7 80C P2 ger agustale ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

(o e - Connection for 230V/50Hz.

HI5T0N 06

Description
80616—  Module 60 ARIS LED R111/GU10/230V 0,300

Module 60 DIAS LED

- Version with LED Module.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- 22W power consumption driven at 500mA.

- 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80
Maximum: 95 Lm/W

| Code | Desoription | Ko |
80618mmm Module 60 DIAS LED CHIP 22W 0,750

80621mmm _ Module 60 DIAS LED CHIP 30W 0,900
114 www.petridis-lighting.gr
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RECESSED LUMINAIRES

T800

T800 + Module 60 KRONOS HIT-TC-CE

Module 60 KRONOS HIT-TC-CE

CE &/ &s0Cc P20

Oﬂﬂ' i

I 1ALA

HIT-TCLEBUES

=]
DSRAE HELTF
PHILIPS: COM T

235N C6

&

T800 + Module 60 KRONOS LED

- Version for HIT-TC-CE/GUS,5.

- Quter adjustable ring from die-cast aluminium.

- Die-cast aluminium spot inside.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

Description
80648_  Module 60 KRONOS HIT-TC-CE /GUB,5 SPOT 0,940
80649  Module 60 KRONOS HIT-TC-CE /GUB,5 MEDIUM 0,940
80650=  Module 60 KRONOS HIT-TC-CE /GUS,5 WIDE 0,940

Module 60 KRONOS LED

C€ 7 o w
(b &=
mney
Ho : =
5

- Version with LED Module.

- Quter adjustable ring from die-cast aluminium.

- Die-cast aluminium spot inside.

- 22W power consumption driven at 500mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
Maximum: 95 Lm/W

Description
80622mmm = Module 60 KRONOS LED CHIP 22W

LED COLOUR CODES:
Warm Neutral

BEAM CODES:
spot medium [iE] wide

(:ouur Codes:

Ne Modules

LED LUMINAIRES DESCRIPTION

MODULE 60 IFESTOS G8,5 1 1 20W HIT Electronic 498113
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 1 1 150W HIT Electronic 498623
MODULE 60 APOLLON G12 1 1 150W HIT Magnstic DISPLAY 498612
MODULE 60 DIONISOS G53 1 60W 12V DC 800005
MODULE 60 DIONISOS G53 1 70W 12V DC 800006
_ MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 30W P20 (dimensions 156 x 50 x 23) 498706
MODULE 60 DIAS LED 30W CG 1 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705
DIMMER DRIVERS

LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm

MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button* 123x80x 22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

www.petridis-lighting.gr
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T8400 KADRO

RECESSED LUMINAIRES

T8400 KADRO is a deep recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules,
and it highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T8400 KADRO a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium recessing frame, painted electrostatically in selected
colour.

- Deep steel cover.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- 7W up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

116

Upon request:
Available with highest colour rendering index (CRI)
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T8400 KADRO
T8400 KADRO 1x... Fitting

T8410 KADRO 2x... Fitting

/1] 188x188mm /47 188x318mm
v % d
e %
f!M&m O
OW' A ] 600 g

e
| Code | Descripon | K | | Code | Description | Ko |
0,600 862812  T8410 KADRO 2x... 0,970

86280—  T8400 KADRO 1x...

T8420 KADRO 3x... Fitting

/47 188x448mm

OW’ P w

| Code | Descripton | K |
1,320

86282=  T8420 KADRO 3x...

EXAMPLE
¢ MODULE 40 THETIS 6
18410 KADRO 2x... HIT-TC-CE/GU6,5 BALLAST 20W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
86281z 1 806012 2 498113 2

T8400 KADRO+ Module 40 THETIS HIT-TC-CE Module 40 THETIS HIT-TC-CE

- Version for HIT-TC-CE/GUG,5.

CeE 7/ ra - Reflector: Spot, Medium, Wide.
- Tempered protection glass.
! 050’ s
J L ANA

HI-TOZERUES 2035w
xea @ | Code | Description
Pl e 806012  MODULE 40 THETIS HIT-TC-CE/GUB,5 SPOT 0,250

4 t20mm 80646=  MODULE 40 THETIS HIT-TC-CE/GUB,5 MEDIUM 0,250

80647_  MODULE 40 THETIS HIT-TC-CE/GUS.5 WIDE 0,250

117
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T8400 KADRO
T8410 KADRO + Module 40 HERCULES LED REFLECTOR Module 40 HERCULES LED REFLECTOR
- Reflectors: Spot, Medium, Wide.
C€ N/ &0C P20 _7W power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.
Ow _— - Efficiency:
g_— - 7W: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
- 7W: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
y “ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
v = . 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
Ee ==
Description
s '@_ 80603mmm _ MODULE 40 HERCULES LED REFLECTOR 7/105W 0,350
T8420 KADRO + Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO
- Reflectors: Spot, Medium, Wide.
C€E 7/ soc r2o 7w power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.
O‘w — - Efficiency:
@) i TW: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
- B 7W:  3000K: 720 Lumen, CRI: min. 80, 103 Lm/W
== ll “ u 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W

*

= . e 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
He -2

m EH
oo | £ 80604mmm = MODULE 40 IASON LED REFLECTORHO 7/105W 0,350

LED COLOUR CODES: || BEAM CODES:
WarmNeutraI spot medium [iE] wide

Colour Codes:
0 Colours |1 White |2 Titan |3 Black 4 Chrome 5 matt Alum.

DRIVERS

LED LUMINAIRES DESCRIPTION Ne Modules DIMENSIONS mm
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
MODULE 40 THETIS GU6,5 35W 1 1 J5W Electronic 498223
MODULE 40 HERCULES/IASON LED 1w 1 1 350mA_8W 1P20 70x35x 21 800020
MODULE 40 HERCULES/IASON LED 2 TW 1 2 350mA 15W 1P20 160x 22 x 19 800021
MODULE 40 HERCULES/IASON LED I TW 1 3 350mA 25W 1P20 123x80x 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W 1P20 120x35x19 800023
MODULE 40 HERCULES/IASON LED  2x 10,5W 1 2 500mA 30W 1P20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W 1P20 123x80x 22 800041
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION Ne Modules DIMMER TYPE DIMENSIONS mm

min. max. I

MODULE 40 HERCULES/IASON 1x, 2x 7TW 1 2 350mA15W IP20  1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON X TW 1 3 350mA25W IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
MODULE 40 HERCULES/IASON X TW 1 3 350mA25W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA22W IP20  1-10Vdc/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3x 10,5W 1 3 500mA32wW IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
MODULE 40 HERCULES/IASON 3x10,5W 1 3  500mA32W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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LIGHTING SYSTEMS

T800 KADRO

RECESSED LUMINAIRES

T800 KADRO is a deep recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules,
and it highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T800 KADRO a warranty for premium lighting with LED

technology.

Technical Features

- Aluminium recessing frame, painted electrostatically in selected
colour.

- Deep steel cover.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS RECESSED LUMINAIRES

T800 KADRO

T800 KADRO 1x... Fitting T810 KADRO 2x... Fitting

[E7 215x@15mm /37 215370mm

*

)
X % 3 =
w 2 al

Oﬂ]" W w OW“ B w
m Description m Description

86277_  T800 KADRO 1x... 0,730 86278 T810 KADRO 2x... 1,100
T820 KADRO 3x... Fitting

/a7 215x525mm
A :/

O 10-48mm

v g T
| Code | Description | Ko |

86279_  T820 KADRO 3x... 1,450

EXAMPLE
N MODULE FLAT 60 6
T810 KADRO 2x... HIT-CE/G12 MEDIUM BALLAST 70W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
862782 1 80611z 2 498323 2
T800 KADRO + Module 60 POSIDON HI-PAR 111 Module 60 POSIDON HI-PAR 111
- Version for HI-PAR 111/GX8,5.
C€ 7 80C P2 e agjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
G.EE O?D’ asp
*
e —
A 165mm | Code | Description

806152  Module 60 POSIDON HI-PAR 111/GX8.5 0,250
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RECESSED LUMINAIRES

Module 60 DIONISOS QR111

T800 KADRO
T810 KADRO + Module 60 DIONISOS QR111
CE &/ &0 P20
‘J ‘DSRAR RALOSPOT 111
165mm

T820 KADRO + Module 60 APOLLON HIT-CE

- Version for QR111/G53.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

EEH

80610=  Module 60 DIONISOS QR111/G53

0,250

Module 60 APOLLON HIT-CE

CE 7/ s0c P20

OTD' B

. L JAlA
=

BSRA: HELT
PHILPS: COMT

-
¥

5750 CG

4 165mm

T800 KADRO + Module 60 IFESTOS HIT-TC-CE

- Version for HIT-CE/G12.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

EEH
80612_  Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112  Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
80619_  Module 60 APOLLON HIT-CE/G12 WIDE 0,500

Module 60 IFESTOS HIT-TC-CE

CE ¥/ ss0c P20

OW' B

L LAJA

HI5T0N 06

r

4 165mm

T810 KADRO + Module 60 ARIS LED R111

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

Description

80614~ Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620=  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

Module 60 ARIS LED R111

CE Y/ 80C P20
<. @ N | [ -

~\.‘f

4 165mm

£

T820 KADRO + Module 60 DIAS LED

- Version for LED R111/GU10.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- Connection for 230V/50Hz.

Description
80616—  Module 60 ARIS LED R111/GU10/230V

0,300

Module 60 DIAS LED

CE &/ ss0c P20

Km(m(m Om- e

177mm

122

- Version with LED Module.

- Outer adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- 22W power consumption driven at 500mA.
- 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80

Maximum: 95 Lm/W

Description
80618mm _ Module 60 DIAS LED CHIP 22W 0,750
80621mmm = \odule 60 DIAS LED CHIP 30W 0,900
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T800 KADRO

T800 KADRO + Module 60 KRONOS HIT-TC-CE Module 60 KRONOS HIT-TC-CE

- Version for HIT-TC-CE/GUS,5.
CE Y/ 80C P2 oyter agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.
(\w o - High pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.
] ALA

HI-TCLERUES 6

== = m Description

s ot 80648_  Module 60 KRONOS HIT-TC-CE /GUB,5 SPOT 0,940
80649  Module 60 KRONOS HIT-TC-CE /GUB,5 MEDIUM 0,940

80650=  Module 60 KRONOS HIT-TC-CE /GUB,5 WIDE 0,940
T800 KADRO + Module 60 KRONOS LED Module 60 KRONOS LED

- Version with LED Module.
CE \/ 80C P20 _gyer adjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.

Om, ) - 22W power consumption driven at 500mA.
- Efficiency:
“ “ " 22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80

S00mA £ Maximum: 95 Lm/W
He : 2

100mm _@_ m Description
80622mmm = Module 60 KRONOS LED CHIP 22W 0,940

LED COLOUR CODES: || BEAM CODES: Colour Codes:
B warm B Neutra spot [ medium [E] wide || [0 Colowss |1 White [2|Titan |3 Black |4 Chrome |5 matt Alum.

LED LUMINAIRES DESCRIPTION

MODULE 60 IFESTOS G8,5 1 1 20W HIT Electronic 498113
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 1 1 150W HIT Electronic 498623
MODULE 60 APOLLON G12 1 1 150W HIT Magnetic DISPLAY 498612
MODULE 60 DIONISOS G53 i 60W 12V DC 800005
MODULE 60 DIONISOS G53 1 70W 12V DC 800006
MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 30W P20 (dimensions 156 x 50 x 23) 498706
MODULE 60 DIAS LED 30W CG 1 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min. max. . CODE__|
 MODULE 60 DIAS/KRONOSLED 22WCG 1 1 500mA32W P20 1-10Vde/Push Button* 123%80x22 498703
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704
 MODULE 60 DIAS LED 30W GG 1 1 700mAS5OW P20 1-10Vdc/Push Button* 123x80x22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vde/Push Button/Dali* 123 x 80 x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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SOL 1-SOL 10

RECESSED LUMINAIRES

A trimless luminaire with great flexibility and high performance. It's unique design, with the lamp position deeper from the ceiling level, raises the
architectural interest and impresses the observer. There are two frames, round and square, in which eight different modules of light sources can
be intergrated. Thanks to it's optimal optical system, it offers precise, uniform light distribution and excellent lighting quality.

Technical Features

- Trimless recessing frame, in round or square shape, painted
electrostatically in selected colour from die-cast aluminium.

- Double internal adjustable ring from die-cast aluminium.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

124

Upon request:
Available with highest colour rendering index (CRI)

www.petridis-lighting.gr



| LIGHTING SYSTEMS

RECESSED LUMINAIRES

SOL1-SO0L10Q

SOL 1 Fitting

SOL 1Q Fitting

G’ﬂ" 3? 4 125mm

> 160mm

/17 165x165mm
233

120

@157 163
| Code | Description | Ko | | Code | Descripion | Ko |
86808-  SOL1 0,260 86819=  SOL1Q 0,520
EXAMPLE
soL 1Q MODULE 60 DIONISOS QR111 TRAFO 105W 12V AC

CODE PIECE CODE PIECE CODE PIECE

868192 1 806102 1 800007 1
SOL 1Q + Module 60 DIONISOS QR111 Module 60 DIONISOS QR111

- Version for QR111/G53.

CE 7/ s&50Cc P20

Gﬂ‘ sk

SRR HLBSHT 111
PRUPEALILIE 11

BTSN 1

m Description

80610=

HI-PAR 111

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

Module 60 DIONISOS QR111/G53

0,250

Module 60 POSIDON HI-PAR 111

CE 7/ ss0c P20
(o

SRAN:HELA 111
PHILPS: COMR 111

i

35700 C6

- Version for HI-PAR 111/GX8,5.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

| Code | Description | Ko |

806152
SOL 1 + Module 60 APOLLON HIT-CE

Module 60 POSIDON HI-PAR 111/GX8.5 0,250

Module 60 APOLLON HIT-CE

www.petridis-lighting.gr

- Version for HIT-CE/G12.

C€E 7/ ss0c P20
OW’ s

- High

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.

I5TWS0N CG

Ny

| Code | Description | Ky |
Pl G 806122 Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112  Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
806192  Module 60 APOLLON HIT-CE/G12 WIDE 0,500
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RECESSED LUMINAIRES

SOL 1-SOL 10

SOL 1Q + Module 60 IFESTOS HIT-TC-CE

Module 60 IFESTOS HIT-TC-CE

soL1/a
4 130mm

SOL 1 + Module 60 ARIS LED

CE &/ &s0C P20
O-'D' s
L ALA

OSRARE HEHTE
PHILPS: COM-TC

A35MOW 06

R111

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

Description
80614_  Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
806132  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620_  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

Module 60 ARIS LED R111

C€E Y/ s8s0C P20
(&

- Version for LED R111/GU10.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

SOL 1 + Module 60 KRONOS

HIT-TC-CE

5 - Connection for 230V/50Hz.
S/ Fy Description
A G 80616=  Module 60 ARIS LEDRT11/GUT0/230V 0,300
SOL 1Q + Module 60 DIAS LED Module 60 DIAS LED

- Version with LED Module.

C€ 7/ s80C P20 - Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

O - 22W power consumption driven at 500mA.

v g - 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80

Maximum: 95 Lm/W

| Code | Description K

80618mmm = Module 60 DIAS LED CHIP 22W 0,750
80621mmm_ Module 60 DIAS LED CHIP 30W 0,900

Module 60 KRONOS HIT-TC-CE

CE &/ ssoc P20

OW B

I 1AJA

HIT-TCLEGUBS

- Version for HIT-TC-CE/GUG,5.

- Quter adjustable ring from die-cast aluminium.

- Die-cast aluminium spot inside.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

soL1/a

I

126

060‘35(0-:)

| 1AlA
Ho .=
oS

e Description
B S 80648-  Module 60 KRONOS HIT-TC-CE /GUS,5 SPOT 0,940
R 806492  Module 60 KRONOS HIT-TC-CE /GUS,5 MEDIUM 0,940
= 806502  Module 60 KRONOS HIT-TC-CE /GU6,5 WIDE 0,940
SOL 1Q + Module 60 KRONOS LED Module 60 KRONOS LED
- Version with LED Module.
C€ \J/ 80C P20 _Qyer adjustable ring from die-cast aluminium.

- Die-cast aluminium spot inside.

- 22W power consumption driven at 500mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
Maximum: 95 Lm/W

Description

80622mm5 = Module 60 KRONOS LED CHIP 22W

0,940
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| LIGHTING SYSTEMS RECESSED LUMINAIRES

SOL1-SO0L10Q

LED COLOUR CODES: || BEAM CODES: Colour Codes:
WarmNeutraI spot medium wide 0 Colours 1 White 2 Titan '3 Black 4 Chrome |5 matt Alum.

LED LUMINAIRES DESCRIPTION N° Modules
min._max. oo
MODULE 60 IFESTOS G&,5 11 20WHIT Electronic _ 498113
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 TOW HIT Electronic 498323
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 11 150WHIT Electronic 498623
MODULE 60 APOLLON G12 11 150W HIT Magnetic DISPLAY 498612
_ MODULE 60 DIONISOS G53 1 - 60W12vDC ) 800005
MODULE 60 DIONISOS G53 1 - 70wiavDe 800006
MODULE 60 DIONISOS G53 1 - 105W12vDC 800007
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA30W IP20 (dimensions 156 x50 x 23) 498706
MODULE 60 DIAS LED 30W CG 11 700mA30W IP20 (dimensions 156 x50 x 23) 498705

DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm

min.mx. o

MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32w 1P20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32w 1P20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W 1P20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W 1P20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

X
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| LIGHTING SYSTEMS

T7400

RECESSED LUMINAIRES

T7400 is a trimless recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, and it
highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T7400 a warranty for premium lighting with LED technology.

Technical Features

- Trimless recessing frame, painted electrostatically in selected colour
from die-cast aluminium.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting.

For LED Version

- Pure light without IR/UV radiation.

- 7TW up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

130

Upon request:
Available with highest colour rendering index (CRI)
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RECESSED LUMINAIRES

LIGHTING SYSTEMS

T7400
T7410 2x... Fitting

T7400 1x... Fitting
/a7 167x167mm /17 167x297mm

229
- E@

165
135 | : Sgm | :
Omn P % 165 Oﬁﬂ“ - % =
kg | I i e B

m Description
862620 T7410 2x...

86260=  T7400 1x... 0,500

T7420 3x... Fitting

/17 167x427mm

489

OO0}

8

425
- —
O }%ﬁ 425
I S ==

| Code | Descripton | K |
1,020

86264-  T7420 3x...
EXAMPLE

MODULE 40 HERCULES LED 6
17420 3x... REFLECTOR DRIVER 500mA 32W
CODE PIECE CODE PIECE CODE PIECE
86264z 1 80603m mm = 3 800041 1

Module 40 THETIS HIT-TC-CE

T7400+ Module 40 THETIS HIT-TC-CE
- Version for HIT-TC-CE/GUB,5.

o AV P20 _ Reflector: Spot, Medium, Wide.
- Tempered protection glass.

OW s

I 1AJA

HITCLERUES 5w
P cote [ pescrpon ]
mnsliy 80601~  MODULE 40 THETIS HIT-TC-CE/GU6,5 SPOT 0,250

80646  MODULE 40 THETIS HIT-TC-CE/GU6,5 MEDIUM 0,250

4 100mm
: 806472  MODULE 40 THETIS HIT-TC-CE/GU6,5 WIDE 0,250
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T7400

T7410+ Module 40 HERCULES LED REFLECTOR Module 40 HERCULES LED REFLECTOR

- Reflectors: Spot, Medium, Wide.
C€ N/ &0C P20 _7W power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.

- Efficiency:
OW s 7W: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W

QO 1114 Rr 5

e 10,5W: 3000 K: 1000 Lumen, GRI: min. 80, 95 Lm/W
Ee : =
4 115mm _@_ m Description

80603mmm - MODULE 40 HERCULES LED REFLECTOR 7/10,5W 0,350

T7420+ Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO

- Reflectors: Spot, Medium, Wide.
C€ 7/ soc P20 7w power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.

- Efficiency:
(o = 7W:  4000K: 810 Lumen, CRI: min. 80, 116 Lm/W

@ 7W:  3000K: 720 Lumen, CRI: min. 80, 103 Lm/W
“ “ ﬂ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
= . e 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
He -2
4115 24 m Description

= | & 80604mmm - MODULE 40 IASON LED REFLECTOR HO 7/105W 0,350

LED COLOUR CODES: | [ BEAM CODES:
WarmNeutraI spot [} medium ] wide

Colour Codes:
0 Colowrs |1 White |2 Titan '3 Black 4 Chrome 5| matt Alum.

NSTALLATION

S | =]

| V= E= —
?m—%_mt | - o é

LED LUMINAIRES DESCRIPTION Ne Modules DIMENSIONS mm
min. max.
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
~ MODULE 40 THETIS GU6,5 35W 1 1 35W Electronic 498223
MODULE 40 HERCULES/IASON LED 1x7W 1 1 350mA 8W IP20 70x35x 21 800020
MODULE 40 HERCULES/IASON LED 2xTW i 2 350mA 15W 1P20 160x22x19 800021
'MODULE 40 HERCULES/IASONLED  3x7W 1 3 350mA 25W P20 123x80x 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W 1P20 120x35x19 800023
MODULE 40 HERCULES/IASON LED ~ 2x 10,5W 1 2 500mA 30W 1P20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W P20 123 x80x 22 800041

DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min.max. o
MODULE 40 HERCULES/IASON 1%, 2xTW 1 2 350mA 15W IP20 1-10Vde/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3XTW 1 3 350mA 25W IP20 1-10Vdc/Push Button* 123x80x 22 800043
MODULE 40 HERCULES/IASON 3xTW 1 3 350mA 25W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
_ MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA22W P20 1-10Vde/Push Button 145x40x 28 800040
~ MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vde/Push Button* 123 x 80 x 22 _ 800043
MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

132

www.petridis-lighting.gr



LIGHTING SYSTEMS RECESSED LUMINAIRES

T7400

www.petridis-lighting.gr




| LIGHTING SYSTEMS

T700

RECESSED LUMINAIRES

T700 is a trimless recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of modules, and it
highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T700 a warranty for premium lighting with LED technology.

Technical Features

- Trimless recessing frame, painted electrostatically in selected colour
from die-cast aluminium.

- Outer adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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T700
T700 1x... Fitting T710 2x... Fitting
/77 193x193mm /47 193x353mm
é% ag]m
| Code | Description | Code [ Description | Ko |
861102 T700 1x... 0,580 861212 T710 2x.. 0,850
T720 3x... Fitting
/a7 193x508mm
570
§ |
P |-
<« |
| 506 |
=] |I Il
1200 506 |
(b = i
| Code | Description | Kg_|
861422 T720 3x... 1,100
EXAMPLE
@«
MODULE FLAT 60
T720 3x... HIT-CE/G12 MEDIUM BALLAST 70W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
861422 1 806112 3 498323 3
T700 + Module 60 POSIDON HI-PAR 111 Module 60 POSIDON HI-PAR 111

- Version for HI-PAR 111/GX8,5.
C€ 7 80C P2 e agjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
O?D’ e

S

PHILFS: COMA 111

35/10K CB

4 15 | Code | Description
80615_  Module 60 POSIDON HI-PAR 111/GX8.5 0,250
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

T700

T710 + Module 60 DIONISOS QR111

Module 60 DIONISOS QR111

CE &/ &0 P20
OTD' 3o

GTOHOIN 1

T720 + Module 60 APOLLON HIT-CE

- Version for QR111/G53.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

EEH
Module 60 DIONISOS QR111/G53

80610=

0,250

Module 60 APOLLON HIT-CE

CE 7/ s0c P20

(o &=
MmNy

BSRA: HELT
PHILPS: COMT

5750 CG

T700 + Module 60 IFESTOS HIT-TC-CE

- Version for HIT-CE/G12.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

EEH
80612_  Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112  Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
80619_  Module 60 APOLLON HIT-CE/G12 WIDE 0,500

Module 60 IFESTOS HIT-TC-CE

CE ¥/ ss0c P20

O?D' B

L LAJA

BSRAM: HELTE
PHILIPS: COMTC

HI5T0N 06

r

T710 + Module 60 ARIS LED R111

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

Description

80614~ Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620=  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

Module 60 ARIS LED R111

T720 + Module 60 DIAS LED

CE Y/ 80C P20

G'D' e

| £

- Version for LED R111/GU10.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- Connection for 230V/50Hz.

Description
80616—  Module 60 ARIS LED R111/GU10/230V

0,300

Module 60 DIAS LED

136

CE &/ s50Cc P20

- Version with LED Module.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- 22\ power consumption driven at 500mA.
- 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80

Maximum: 95 Lm/W

| Code | Desoription | Ko |

80618mm= = Module 60 DIAS LED CHIP 22W 0,750
80621mmm = Module 60 DIAS LED CHIP 30W 0,900
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LIGHTING SYSTEMS RECESSED LUMINAIRES

T700

T700 + Module 60 KRONOS HIT-TC-CE Module 60 KRONOS HIT-TC-CE

- Version for HIT-TC-CE/GUS,5.
CE Y/ 80C P2 oyter agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.
Oson i - High pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.
ol 1 AJA

HI-TCLERUES o6

== = m Description

SRS 80648_  Module 60 KRONOS HIT-TC-CE /GUB,5 SPOT 0,940
80649  Module 60 KRONOS HIT-TC-CE /GUB,5 MEDIUM 0,940

= 806502  Module 60 KRONOS HIT-TC-CE /GUB,5 WIDE 0,940
T700 + Module 60 KRONOS LED Module 60 KRONOS LED

- Version with LED Module.
CE \/ 80C P20 _gyer adjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.

Om, ) - 22W power consumption driven at 500maA.
- Efficiency:
X “ “ " 22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80

S00mA £ Maximum: 95 Lm/W
He : 2

4 85mm _@_ m Description
! 80622mmm = Module 60 KRONOS LED CHIP 22W 0,940

LED COLOUR CODES: || BEAM CODES: Colour Codes: - _ o
B warm B Neutra spot [} medium [E] wide || [0 Colows 1 White 2 Titan [ Black |4 Chrome |8 matt Alum.

INSTALLATION

~=

Q et= = B &

.

LED LUMINAIRES DESCRIPTION Ne Modules

min. max.

MODULE 60 IFESTOS G8,5 1 1 20W HIT Electronic 498113
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 1 1 150W HIT Electronic 498623
MODULE 60 APOLLON G12 1 1 150W HIT Magnetic DISPLAY 498612
MODULE 60 DIONISOS G53 i 60W 12V DC 800005
MODULE 60 DIONISOS G53 1 70W 12V DC 800006
~ MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 30W P20 (dimensions 156 x 50 x 23) 498706
MODULE 60 DIAS LED 30W CG 1 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min. max. . CODE__|
 MODULE 60 DIAS/KRONOSLED 22WCG 1 1 500mA32W P20 1-10Vde/Push Button* 123%80x22 498703
MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 498704
MODULE 60 DIAS LED 30W C& 1 1 700mAS5OW P20 1-10Vdc/Push Button* 123x80x22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vde/Push Button/Dali* 123 x 80 x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)

www.petridis-lighting.gr 137



LIGHTING SYSTEMS

T7400 KADRO

RECESSED LUMINAIRES

T7400 KADRO is a deep trimless recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of
modules, and it highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T7400 KADRO a warranty for premium lighting with LED

technology.

Technical Features

- Trimless recessing frame, painted electrostatically in selected colour
from die-cast aluminium.

- Deep steel cover.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting.

For LED Version

- Pure light without IR/UV radiation.

- 7W up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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RECESSED LUMINAIRES

LIGHTING SYSTEMS

T7400 KADRO
T7410 KADRO 2x... Fitting

T7400 KADRO 1x... Fitting
/27 196x196mm /17 196x326mm

. 257 22
- O = OO
323

183

193
135 125w I ——]
Omn ) % Oson A % o
| Code | Descripon [ Ko |
0,970

| Code | Descripton | K |
0,600 862752  T7410 KADRO 2x...

86274-  T7400 KADRO 1x...

T7420 KADRO 3x... Fitting

/47 196x456mm

OO0

193

SI [
| 453 |

245

OW’ e

| Code | Descripton | K |
1,320

86276=  T7420 KADRO 3x...

|

EXAMPLE
\ &
MODULE 40 HERCULES LED
T7420 KADRO 3x... REFLECTOR DRIVER 500mA 32W
CODE PIECE CODE PIECE CODE PIECE
862762 1 80603m mm = 3 800041 b

T7400 KADRO + Module 40 THETIS HIT-TC-CE Module 40 THETIS HIT-TC-CE

- Version for HIT-TC-CE/GUB,5.
o AV P20 _ Reflector: Spot, Medium, Wide.
- Tempered protection glass.

/ OW s

I 1AJA

HITCLERUES v
P cote [ pescrpon ]
MODULE 40 THETIS HIT-TC-CE/GUB,5 SPOT 0,250

(@)
b/

Pl e 806012
et 80646=  MODULE 40 THETIS HIT-TC-CE/GUB,5 MEDIUM 0,250
806472 MODULE 40 THETIS HIT-TC-CE/GUS,5 WIDE 0,250
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LIGHTING SYSTEMS RECESSED LUMINAIRES

T7400 KADRO
T7410 KADRO+ Module 40 HERCULES LED REFLECTOR Module 40 HERGULES LED REFLECTOR
- Reflectors: Spot, Medium, Wide.
C€ N/ &0C P20 _7W power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.
7N - Efficiency:
& ) = : (o &= 7W:  4000K: 810 Lumen, CRI: min. 80, 116 Lm/W
- 7W: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
“ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W

= . 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
He x2

$ 140mm _@_ m Description

80603mmm - MODULE 40 HERCULES LED REFLECTOR 7/10,5W 0,350

T7420 KADRO+ Module 40 IASON LED REFLECTOR HO Module 40 IASON LED REFLECTOR HO

- Reflectors: Spot, Medium, Wide.
C€ 7/ soc P20 7w power consumption driven at 350mA.
- 10,5W power consumption driven at 500mA.

= VN - Effici .
= ) ciency:
o @ ¥ o o= W 4000K: 810 Lumen, CRI: min. 80, 116 Lm/W

TW: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
“ “ u 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W

= . e 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
He iz
Fion)

m EH
Luionn | Loy 80604mmm = MODULE 40 IASON LED REFLECTORHO 7/105W 0,350

LED COLOUR CODES: | [ BEAM CODES:
WarmNeutraI spot [} medium ] wide

Colour Codes:
0 [Colours |1 White |2 Titan |3 Black |4 Chrome |5 matt Alum.

NSTALLATION

Iﬁ
b

= = —
3=t r " 25
2 3 4 5 6 1

LED LUMINAIRES DESCRIPTION Ne Modules DIMENSIONS mm
min. max.
MODULE 40 THETIS GU6,5 20W 1 1 20W Electronic 498113
~ MODULE 40 THETIS GU6,5 35W 1 1 35W Electronic 498223
MODULE 40 HERCULES/IASON LED 1x7W 1 1 350mA 8W IP20 70x35x 21 800020
MODULE 40 HERCULES/IASON LED 2xTW i 2 350mA 15W 1P20 160x22x19 800021
MODULE 40 HERCULES/IASONLED  3x7W 1 3 350mA 25W IP20 123 %80 22 800041
MODULE 40 HERCULES/IASON LED  1x 10,5W 1 1 500mA 12W 1P20 120x35x19 800023
MODULE 40 HERCULES/IASON LED ~ 2x 10,5W 1 2 500mA 30W 1P20 160 x 50 x 22 800030
MODULE 40 HERCULES/IASON LED ~ 3x 10,5W 1 3 500mA 32W P20 123 x80x 22 800041

DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min.max. o
MODULE 40 HERCULES/IASON 1%, 2xTW 1 2 350mA 15W IP20 1-10Vde/Push Button 145x40x 28 800040
MODULE 40 HERCULES/IASON 3XTW 1 3 350mA 25W IP20 1-10Vdc/Push Button* 123x80x 22 800043
MODULE 40 HERCULES/IASON 3xTW 1 3 350mA 25W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
MODULE 40 HERCULES/IASON  1x, 2x 10,5W 1 2 500mA22W P20 1-10Vde/Push Button 145x40x 28 800040
~ MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vde/Push Button* 123 x 80 x 22 _ 800043
MODULE 40 HERCULES/IASON 3x10,5W 1 3 500mA 32W IP20 1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042
* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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LIGHTING SYSTEMS RECESSED LUMINAIRES

T7400 KADRO
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LIGHTING SYSTEMS

T700 KADRO

RECESSED LUMINAIRES

T700 KADRO is a deep trimless recessed compact spot with rotation. It can satisfy multiple lighting requirements thanks to it's wide variety of
modules, and it highlight impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes T700 KADRO a warranty for premium lighting with LED

technology.

Technical Features

- Trimless recessing frame, painted electrostatically in selected colour
from die-cast aluminium.

- Deep steel cover.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition or 2830 lumen in 30W.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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LIGHTING SYSTEMS RECESSED LUMINAIRES

T700 KADRO

T700 KADRO 1x... Fitting T710 KADRO 2x... Fitting

[E7 223x223mm /37 223x378mm

440

->® O

285

200

375
é% ag]m 2

Omn s # OW“ 5 % 75
m Description m Description

862712 T700 KADRO 1x... 86272 T710 KADRO 2x... 1,050
T720 KADRO 3x... Fitting

/a7 223x511mm
530

O ‘%M 3' II i|

v g 1‘—“ [ 530 |
| Code | Descriptn | Ko |

86273  T720 KADRO 3x... 1,450

EXAMPLE
¥ MODULE FLAT 60 é
T720 KADRO 3x... HIT-CE/G12 MEDIUM BALLAST 70W ELECTRONIC
CODE PIECE CODE PIECE CODE PIECE
86273z 1 806112 3 498323 3
T700 KADRO + Module 60 POSIDON HI-PAR 111 Module 60 POSIDON HI-PAR 111
- Version for HI-PAR 111/GX8,5.
C€ 7 80C P2 e agjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.
K‘E% O?D’ e
e —
A 160mm | Code | Description
80615_  Module 60 POSIDON HI-PAR 111/GX8.5 0,250
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LIGHTING SYSTEMS

RECESSED LUMINAIRES

Module 60 DIONISOS QR111

T700 KADRO
T710 KADRO + Module 60 DIONISOS QR111
CE &/ &0 P20
@@ | (. =
160mm

T720 KADRO + Module 60 APOLLON HIT-CE

- Version for QR111/G53.
- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

EEH

80610=  Module 60 DIONISOS QR111/G53

0,250

Module 60 APOLLON HIT-CE

CE 7/ s0c P20

(o &=
MmNy

BSRA: HELT
PHILPS: COMT

== (m@\

o

5750 CG

4 160mm

T700 KADRO + Module 60 IFESTOS HIT-TC-CE

- Version for HIT-CE/G12.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

EEH
80612_  Module 60 APOLLON HIT-CE/G12 SPOT 0,500
806112  Module 60 APOLLON HIT-CE/G12 MEDIUM 0,500
80619_  Module 60 APOLLON HIT-CE/G12 WIDE 0,500

Module 60 IFESTOS HIT-TC-CE

CE ¥/ ss0c P20
) OW' s
. mnry

HI5T0N 06

r

4 160mm

T710 KADRO + Module 60 ARIS LED R111

- Version for HIT-TC-CE/G8,5.

- Quter adjustable ring from die-cast aluminium.

- Inner ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.
- Tempered protection glass.

Description

80614~ Module 60 IFESTOS HIT-TC-CE /G8,5 SPOT 0,500
80613~  Module 60 IFESTOS HIT-TC-CE /G8,5 MEDIUM 0,500
80620=  Module 60 IFESTOS HIT-TC-CE /G8,5 WIDE 0,500

Module 60 ARIS LED R111

CE Y/ 80C P20

) (v 5=
i

160mm

£

T720 KADRO + Module 60 DIAS LED

- Version for LED R111/GU10.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- Connection for 230V/50Hz.

Description
80616—  Module 60 ARIS LED R111/GU10/230V

0,300

Module 60 DIAS LED

CE &/ s&s0Cc P20

" m(m(m Ovn- e

; 172mm

144

- Version with LED Module.

- Quter adjustable ring from die-cast aluminium.
- Inner ring for easy lamp replacement.

- 22W power consumption driven at 500mA.
- 30W power consumption driven at 700mA.

- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
30W: 4000 K: 2830 Lumen, CRI: min. 75
30W: 3000 K: 2830 Lumen, CRI: min. 80

Maximum: 95 Lm/W

Description
80618mm _ Module 60 DIAS LED CHIP 22W 0,750
80621mmm = \odule 60 DIAS LED CHIP 30W 0,900
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LIGHTING SYSTEMS RECESSED LUMINAIRES

T700 KADRO

T700 KADRO + Module 60 KRONOS HIT-TC-CE Module 60 KRONOS HIT-TC-CE

- Version for HIT-TC-CE/GUS,5.
CE Y/ 80C P2 oyter agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.
(\w i - High pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.
] ALA

HI-TCLERUES 6

== = m Description

SRS 80648_  Module 60 KRONOS HIT-TC-CE /GUB,5 SPOT 0,940
80649  Module 60 KRONOS HIT-TC-CE /GUB,5 MEDIUM 0,940

806502  Module 60 KRONOS HIT-TC-CE /GUB,5 WIDE 0,940
T700 KADRO + Module 60 KRONOS LED Module 60 KRONOS LED

- Version with LED Module.

CE€ Y/ 80C P20 _(yer agjustable ring from die-cast aluminium.
- Die-cast aluminium spot inside.

Oﬁﬂ“ ) - 22W power consumption driven at 500maA.

(ﬂ‘ - Efficiency:
R v nmnmn Al 22W: 4000 K: 1800 Lumen, CRI: min. 75

22W: 3000 K: 1800 Lumen, CRI: min. 80

S00mA £ Maximum: 95 Lm/W
He : 2

4 110mm _@_ m Description
— " 80622mmm = Module 60 KRONOS LED CHIP 22W 0,940

LED COLOUR CODES: | [ BEAM CODES: Colour Codes: 7
B wam [ veura spot [ medium [&] wide || [0 Colours |1 White |2 Titan |8 Biack |4 Chrome |§| matt Alum.

4 110mm

0

INSTALLATION
NE—ABR
@ R JIN=——N =2 5
1 ! 2 3 4 5 ‘ 6 ]
LED LUMINAIRES DESCRIPTION N° Modules
min. _max. . CODE_|

MODULE 60 IFESTOS G8.5 1 1 20W HIT Electronic 498113
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Electronic 498223
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 35W HIT Magnetic AVO 498222
MODULE 60 APOLLON/IFESTOS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Electronic 498323
MODULE 60 APOLLON/IFESTQS/POSIDON G12/G8,5/GX8,5 1 1 70W HIT Magnetic DISPLAY 498312
MODULE 60 APOLLON G12 ] 1 150W HIT Electronic 498623
MODULE 60 APOLLON G12 1 1 150W HIT Magnetic DISPLAY 498612
MODULE 60 DIONISOS G53 1 60W 12V DC 800005

~ MODULE 60 DIONISOS G53 1 70W 12V DC 800006
MODULE 60 DIONISOS G53 1 - 105W 12V DC 800007
MODULE 60 DIAS/KRONOS LED 22W C6 1 1 500mA30W IP20 (dimensions 156x50%23) 498706
MODULE 60 DIAS LED 30W CG 1 1 700mA 30W P20 (dimensions 156 x 50 x 23) 498705

DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Modules DIMMER TYPE DIMENSIONS mm
min. max. . CODE |

MODULE 60 DIAS/KRONOS LED 22W CG 1 1 500mA 32W IP20 1-10Vdc/Push Button* 123x80x22 498703
MODULE 60 DIAS/KRONOS LED22W CG 1 1 500mA32W P20 1-10Vdc/Push Button/Dali*  123x80x22 498704
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button* 123 x 80 x 22 498703
MODULE 60 DIAS LED 30W CG 1 1 700mA 50W IP20 1-10Vdc/Push Button/Dali* 123 x80x 22 498704

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
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| LIGHTING SYSTEMS

TEO MINI

RECESSED LUMINAIRES

TEO mini is a recessed round adjustable spot with elegant design. It can satisfy multiple lighting requirements thanks to it's wide variety of edi-
tions, and it highlights impressively premises, such as shopping malls, stores, hotels, exhibition halls, museums etc.

A LED version is also available and it is guaranteed by the use of last generation light sources, which ensure excellent performance with maximum
energy efficiency. This, in combination with an efficient thermal management, makes TEQ mini a warranty for premium lighting with LED

technology.

Technical Features

- Body from die-cast aluminium, painted electrostatically in selected
colour or plated.

- Adjustable die-cast aluminium ring, painted electrostatically in selected
colour or plated.

- Inner die-cast aluminium ring for easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass for HIT-TC-CE edition.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- 7W up to 10,5W wattage range and 720 up to 1140 luminous flux
range.

- Aluminum heatsink anodized.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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Upon request:
Available with highest colour rendering index (CRI)
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| LIGHTING SYSTEMS

RECESSED LUMINAIRES

TEO MINI

TEO MINI - HIT-TC-CE

- Version for HIT-TC-CE/GUG,5.

(}iﬂ’ P 4 10-40mm

I LAlA

N Be » s

- 7TW power consumption driven at 350mA.

- 10,5W power consumption driven at 500mA.

- Efficiency:
TW: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
TW: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W
10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W
Maximum: 118 Lm/W

2 | Code | Description | Kg |
i 86357mma = TEQ MINI - LED REFLECTOR HO 0,350
LED COLOUR CODES: || BEAM CODES:

WarmNeutraI @ diffuser spot medium [IEY wide m spot HO medium HO E wide HO

Colour Codes:

E Colours 1 White 5 Titan

_3_- Black i Chrome 5 matt Alum.

www.petridis-lighting.gr

114
(e 7 pra - Reflector: Spot, Medium, Wide. o S
- Tempered protection glass.
OECP ?.;D E!MElrnm
HIT-TOLERUR S 05w L ®
— @ | Code | Description
e o 86896=  TEO MINI HIT-TC-CE/GU6,5 SPOT 0,250 P19
86697 TEQ MINI HIT-TC-CE/GU6,5 MEDIUM 0,250
86898_ TEQ MINI HIT-TC-CE/GU6,5 WIDE 0,250
TEO MINI - LED REFLECTOR
- Reflectors: Spot, Medium, Wide.
C€ N/ 80C P20 . 7W power consumption driven at 350mA. D 114mm
- 10,5W power consumption driven at 500mA.
Oﬁﬂ" e Avsm - Efficiency:
S TW: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W
TW: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W ;
“ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W -
- . 10,5W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W 2 .
. e @ Maximum: 118 Lm/W el
2 | Code | Descripion | Ko |
L 86357mmm - TEQ MINI LED REFLECTOR 0,350
TEO MINI - LED REFLECTOR HO
- Reflectors: Spot, Medium, Wide.
CE &/ s50C IP20 ! D 114mm

é

@119
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TEO MINI
TEO MINI - LED SUN

- Lens: Medium, Wide.

C€ 7/ &0C P20 _7W power consumption driven at 350mA. EER
- 10,5W power consumption driven at 500mA.
OW' > A - Efficiency:
FRE 7W: 4000 K: 810 Lumen, CRI: min. 80, 116 Lm/W

7W: 3000 K: 720 Lumen, CRI: min. 80, 103 Lm/W

@ “ ' ‘ 10,5W: 4000 K: 1140 Lumen, CRI: min. 80, 109 Lm/W
TR g

100

= . 10,5_W: 3000 K: 1000 Lumen, CRI: min. 80, 95 Lm/W =
. e E{ Maximum: 118 Lm/W o
% | Code [ Descripon | Kg_ |

§6356mmm -~ TEQ MINI LED SUN

LED COLOUR CODES: || BEAM CODES:
WarmNeutraI @ diffuser spot medium  [IEY wide spot HO medium HO @ wide HO

Colour Codes:
g Colours 1 White |2 Titan '3 Black |4 Chrome 2 matt Alum.

LED LUMINAIRES DESCRIPTION N° Luminaires DIMENSIONS mm
min. max.
TEQ MINI GU6,5 20W i 1 20W Electronic 498113
TEO MINI GUB,5 35W 1 1 35W Electronic 498223
TEO MINI LED X 7W i i 350mA 8W IP20 70x35x21 800020
TEO MINI LED 2KTW 1 2 350mA 15W IP20 160x 22 x 19 800021
TEQ MINI LED WTW 1 3 350mA 25W IP20 123 80 x 22 800041
TEQ MINI LED 1x 10,5W 1 1 500mA 12W IP20 120x35x19 800023
TEQ MINI LED 2x10,5W 1 2 500mA 30W IP20 160 x50 x 22 800030
TEOQ MINI LED 3x 10,5W 1 3 500mA 32W 1P20 123x80x22 800041
DIMMER DRIVERS
LED LUMINAIRES DESCRIPTION N° Luminaires DIMMER TYPE DIMENSIONS mm
min. max. oo |

TEO MINI 1x, 2 TW 1 2 350mA15W IP20  1-10Vdc/Push Button 145 x 40 x 28 800040
TEQ MINI ITW 1 350mA 25W IP20  1-10Vdc/Push Button* 123x80x 22 800043
TEO MINI ITW 1 3 350mA25W IP20  1-10Vdc/Push Button/Dali*  123x 80 x 22 800042

_ TEQ MINI 1x, 2 10,5W 1 2 500mA22W IP20  1-10Vdc/Push Button 145x40x28 800040
TEQ MINI 3% 10,5W 1 3 500mA32W IP20  1-10Vdc/Push Button* 123 x 80 x 22 800043
TEO MINI 3x10,5W 1 3 500mA32W IP20  1-10Vdc/Push Button/Dali* 123 x 80 x 22 800042

* Please order synchronization cable for each dimmer driver separately - Code: 800044 (4m)
148
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LUNA 175 Adjustable

LUNA ROUND - Quality meets Efficiency

Luna Round is a range of compact adjustable luminaires with high efficiency, which is available in different light sources (HIT-CE, HIT-TC-CE,
QR111, CDM-R111, LED R111, LED CHIP).

Due to it’s high system light output, Luna Round LED can replace even a downlight with 2x32W TC-Del lamps. This compact luminaire is ideal for
applications where diffuse light is needed. It is available in two colour temperatures, warm and neutral, and it can be dimmable upon request.

The adjustable version of Luna Round is used mainly for accent lighting. It's facetted reflector, made of high purity aluminum, ensures the great
performance of the luminaire and enables the selection of it's beam angle.

Technical Features

- Quter ring from die-cast aluminium. Upon request:
- Inner adjustable ring from die-cast aluminium with clips for easy lamp  Available with highest colour rendering index (CRI)
replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.
- Tempered protection glass.
- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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LUNA 175 Adjustable

LUNA 175 Adjustable - HI-PAR 111

CE 7/ ss0c P20

OE[P P 1“)—25“"

OSRML HEHR 111
PHILFS: CONR 111

35/70W C6

LUNA 175 Adjustable - QR111

- Version for HI-PAR 111/GX8,5.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium with clips for
easy lamp replacement.

| Code | Description

46543=  LUNA 175 Adjustable HI-PAR 111/GX8,5 0,420

3 155mm

CE€ 7/ ss0c P20

Oﬁﬂ’ P ilﬂ-ﬂﬁmm

SUTUI0SN 1V

LUNA 175 Adjustable - HIT-CE

- Version for QR111/G53.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium with clips for
easy lamp replacement.

| Code | Description

465442 LUNA 175 Adjustable QR111/G53 0,420

> 155mm

CE€ \/ ss0c P20
OECP P E!D-Zﬁmm

L 1AJA

TSN G
==

OSRABE HET
PHILPS: COMT

LUNA 175 Adjustable - HIT-TC-CE

- Version for HIT-CE/G12.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium with clips for
easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.

| Code | Desoription | Ko |
465452 LUNA 175 Adjustable HIT-CE/G12 SPOT 0,620
46549 LUNA 175 Adjustable HIT-CE/G12 MEDIUM 0,620
465462 LUNA 175 Adjustable HIT-CE/G12 WIDE 0,620

> 155mm

CE 7/ ss0c P20

Om o =

L LAJA

270N 6

s =

LUNA 175 Adjustable - LED R111

- Version for HIT-TC-CE/G8,5.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium with clips for
easy lamp replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.

- Tempered protection glass.

m Description

465412 LUNA 175 Adjustable HIT-TC-CE/G8,5 SPOT 0,620
46540=  LUNA 175 Adjustable HIT-TC-CE/G8,5 MEDIUM 0,620
46542_  LUNA 175 Adjustable HIT-TC-CE/G8,5 WIDE 0,620

CE 7/ ss0c P20

(b oo gue=

www.petridis-lighting.gr

- Version for LED R111/GU10.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium with clips for
easy lamp replacement.

- Connection for 230V/50Hz.

| Code | Desoription | Ko |
46547=  LUNA 175 Adjustable LED R111/GU10 0,420

7> 155mm
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RECESSED LUMINAIRES

LUNA 175 Adjustable

LUNA 175 Adjustable - LED CHIP

CE 7/ ss0c P20

e

LA
Ee : =
L

I

- Version with LED Module.
- Quter ring from die-cast aluminium.
- Inner adjustable ring from die-cast aluminium with clips for
easy lamp replacement.
- 22W power consumption driven at 500mA.
- Efficiency:
22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
Maximum: 82 Lm/W

m EH

46550mm = | UNA 175 ADJUSTABLE LED CHIP 22W 0,820

73> 155mm

103

IO
AL

[ | E— |’\\\\\\\\\\\\\\

@175

LED COLOUR CODES:

Warm Neutral

BEAM CODES:

spot medium wide

Colour Codes:
0 Colours 1 White 2 Titan '3 Black |4 Chrome ' § mattAlum.

CONTROL GEAR - TRANSFORMERS

DESCRIPTION Type

230V/12V 50W - Conventional TRANSFORMER 12V 800001
230V/12V 70W - Electronic TRANSFORMER 12V 800006
230V/12V 105W - Conventional TRANSFORMER 12V 800002
230V/12V 105W - Electronic TRANSFORMER 12V 800007
230V 35W HIT - Electronic BALLAST 800009
230V 70W HIT - HST - Electronic BALLAST 800010
230V 100W HST - Electronic BALLAST 800011
230V 150W HIT - HST - Electronic BALLAST 800012
| Conventional Control Gear & Capacitor Electronic Control Gear |
or high presure sodium lamps (HST) m_m
35W HIT AVO CONTROL GEAR 498222 498223
70W HIT - HST Display CONTROL GEAR 498312 498323
70W HIT - HST (for lum. AVO - TEQ) CONTROL GEAR 498322
150W HIT - HST CONTROL GEAR 498612 498623
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SOL 2

RECESSED LUMINAIRES

An elegant luminaire with great flexibility and high performance. It's minimal almost invisible frame raises the architectural interest and impresses
the observer. There are eight different modules of light sources can be intergrated. Thanks to it's optimal optical system, it offers precise, uniform

light distribution and excellent lighting quality.

Technical Features

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium for easy lamp
replacement.

- High pure aluminium reflectors in Spot, Medium, Wide versions.

- Tempered protection glass.

- Easy mounting with clips.

For LED Version

- Pure light without IR/UV radiation.

- Die cast aluminum heatsink anodized.

- Efficient thermal management.

- 1800 lumen in 22W neutral edition.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

154

Upon request:
Available with highest colour rendering index (CRI)
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RECESSED LUMINAIRES

SOL 2

SOL 2 - HI-PAR 111

CE 7/ ss0c P20

(o 5=

10-45mm

==

OSRML HEHR 111
PHILFS: CONR 111

)

- Version for HI-PAR 111/GX8,5.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium for easy lamp
replacement.

AT

73 140mm

"//////////

SUTUI0SN 1V

SOL2-G12

m Description

86823~  SOL 2 max.105W QR111/G53

0,300

35/70W C6 el
m Description
86824~ SOL 2 35/70W HI-PAR 111/GX8,5 0,300
SOL 2 - QR111
- Version for QR111/G53.
o _ . > 140mm
CE 7 80C P2 (guerring from die-cast aluminium.
- Inner adjustable ring from die-cast aluminium for easy lamp
Osu- = w replacement.
ﬁﬁm 2 AN

g
(o

N/ 50°C P20

E!Hﬁmm

f:D_‘_

1

- Version for HIT-CE/G12.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium for easy lamp
replacement.

- High pure aluminium reflectors in Spot, Medium, Wide.

O 140mm

Szt
AN

270N 6

&

=

DSRANE HELTE
PHILIPS: COMTE

SOL 2 - LED R111

m Description

868272 SOL 2 20/35/70W HIT-TC-CE/G8,5 SPOT 0,550
86830~  SOL 2 20/35/70W HIT-TC-CE/G8,5 MEDIUM 0,550
86826 SOL 2 20/35/70W HIT-TC-CE/G8,5 WIDE 0,550

“ " - Tempered protection glass. \
m— @150
- Pl Code |Descrpgon | Ky |
el 86829~ SOL 2 35/70/150W HIT-CE/G12 SPOT 0,550
868312 SOL 2 35/70W HIT-CE/G12 MEDIUM 0,550
86828=  SOL 2 35/70W HIT-CE/G12 WIDE 0,550
SOL2-G8,5
- Version for HIT-TC-CE/G8,5. D 140mm
CE 7 80C P2 (e ring from die-cast aluminium.
- Inner adjustable ring from die-cast aluminium for easy lamp
Om o = replacement.
- High pure aluminium reflectors in Spot, Medium, Wide. B / \
“ “ " - Tempered protection glass.

@150

CE 7/ ss0c P20

10-45mm

o o

www.petridis-lighting.gr

- Version for LED R111/GU10.

- Quter ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium for easy lamp
replacement.

- Connection for 230V/50Hz.

| Code | Desoription | Ko |
86846=  SOL 2 LED R111/GU10 0,350

7> 140mm

118
Y

AN

150
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SoL2
SOL 2 - LED CHIP

- Version with LED Module.
CE 7 80T P2 (e ring from die-cast aluminium.

- Inner adjustable ring from die-cast aluminium for easy lamp
Osu» g fi= replacement.

- 22W power consumption driven at 500mA.

73> 140mm

_\1?5
/

nn Al - Efficiency:

wey  22W: 4000 K: 1800 Lumen, CRI: min. 75 150
. @ z?nc 22W: 3000 K: 1800 Lumen, CRI: min. 80

Maximum: 100 Lm/W
8 | Code | Descripion | Ko |

86839mmm = SQL 2 LED CHIP 22W 0,800

LED COLOUR CODES: || BEAM CODES: Colour Codes:
WannNeutraI spot (U2 medium (i} wide 0 Colours .'1 ‘White |2 | Titan -3:lB|ack |4 Chrome 5 matt Alum.

CONTROL GEAR - TRANSFORMERS

DESCRIPTION Type

230V/12V 50W - Conventional TRANSFORMER 12V 800001
230V/12V 70W - Electronic TRANSFORMER 12V 800006
230V/12V 105W - Conventional TRANSFORMER 12V 800002
230V/12V 105W - Electronic TRANSFORMER 12V 800007
230V 35W HIT - Electronic BALLAST 800009
230V 70W HIT - HST - Electronic BALLAST 800010
230V 100W HST - Electronic BALLAST 800011
230V 150W HIT - HST - Electronic BALLAST 800012

Metal halide lamps (HIT)
or high presure sodium lamps (HST)

Conventional Control Gear & Capacitor

Electronic Control Gear
CoDE | | CODE |

35W HIT AVO CONTROL GEAR 498222 498223
70W HIT - HST Display CONTROL GEAR 498312 498323
TOW HIT - HST (for lum. AVO - TEQ) CONTROL GEAR 498322
150W HIT - HST CONTROL GEAR 498612 498623
156
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CREA 1

A recessed mounted luminaire with different light sources. It highlights impressively premises, such as shopping malls, stores, hotels, exhibition
halls, museums etc. It is compact and economical architectural version.

Technical Features

- Aluminium body, painted electrostatically in selected colour.

- With clips for easy mounting.

- Connection for operation on 230V-50/60Hz with electronic ballast.
Upon request

- Connection for operation with electronic dimmable ballast.

158
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CREA 1
CREA1-R
- Version for QR111/G53 or LED R111/G53.
ce P20 _ Aluminium body.
- Round base.
Included
I EEHI Kg
89529-  CREA 1R 1x max.60W QR111/G53 0,850
89609-  CREA1R 1xLED R111/G53 0,850

CREA1-S

- Version for QR111/G53 or LED R111/G53.

P20 Aluminium body.
- Square base.
Inckided
Description Kg *
89539:  CREA 1S 1x max.60W QR111/G53 0,850 @
896192  CREA1S 1xLED R111/G53 0,850

Colour Codes:

.Culours IWhite !Titan nalack .Chrorne

159
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CREA 2

A recessed mounted luminaire with very big range of light sources. It highlights impressively premises, such as shopping malls, stores, hotels,
exhibition halls, museums etc. It is compact and economical architectural version.

Technical Features

- Aluminium body, painted electrostatically in selected colour.

- High pure aluminium reflectors in Spot, Medium, Wide versions and
tempered protection glass for HIT-CE and HIT-TC-CE versions.

- With clips for easy mounting.

160 www.petridis-lighting.gr



| LIGHTING SYSTEMS RECESSED

CREA 2

CREA2-R

- Version for HIT-CE/G12, HIT-TC-CE/G8,5, QR111/G53,
HI-PAR111/GX8,5, LED R111/GU10.

- Aluminium body.

- High pure aluminium reflectors in Spot, Medium, Wide versions and
tempered protection glass for HIT-CE and HIT-TC-CE versions.

- Round base.

m Description

(e IP 20

1 AJAl=

= =

et e i e B 89651=  CREA 2-R 35W/70W HIT-CE/G12 SPOT 0,850
CUTL PO mmluen mUSSSST 896612 CREA 2R 35W/70W HIT-CE/G12 MEDIUM 0,850
896712 CREA 2-R 35W/70W HIT-CE/ G12 WIDE 0,850
896552  CREA 2-R 35W/70W HIT-TC-CE/G8,5 SPOT 0,850
896652  CREA 2-R 35W/70W HIT-TC-CE/G8,5 MEDIUM 0,850
896752 CREA 2-R 35W/70W HIT-TC-CE / G8,5 WIDE 0,850
89797-  CREA 2-R 35W/70W HI-PAR 111/ GX8,5 0,850
897292  CREA 2-R QR111/G53 max. 60W 0,850
895802  CREA 2-R LED R111/GU10 0,850

“2> 70mm

- Version for HIT-CE/G12, HIT-TC-CE/G8,5, QR111/G53,
HI-PAR111/GX8,5, LED R111/GU10.

- Aluminium body.

- High pure aluminium reflectors in Spot, Medium, Wide versions and
tempered protection glass for HIT-CE and HIT-TC-CE versions.

- Round base.

m Description

CeE IP 20

1 AJAl=

== =

D= m N ). 897312 CREA2.S3SWTON HI-CE)G12 SPOT 0,850

EES RRS ERNIV SRS gorats  CREAZ-S3GWTO HT-CE/GI2 MEDUM 0,850

. 87512 CREA 2-5 35W/70W HIT-CE / G12 WIDE 0850

897352  CREA2-S35WTON HI-TCCE/GB5 SPOT 0,850

89745-  CREA 2-S35W/7OW HI-ICCE/GB5 MEDUM 0,850

89755=  CREA2-S35WTOW HI-ICCE/GBSWIDE 0,850

s % EOmLRAT
i Coours g Whie [gTian [ Black. g Ghrome 89590=  CREA 2-$ LED R11/6U10 0,850

= q
prsrrrrsisirsisisivss B

“Z> 70mm

2

a?/ﬂ///l/////////ﬂ

CONTROL GEAR - TRANSFORMERS

DESCRIPTION Type

Metal halide lamps (HIT)

230V/12V 50W - Conventional TRANSFORMER 12V 800001
230V/12V 60W - Electronic TRANSFORMER 12V 800005
230V 35W HIT - Electronic BALLAST 800009
230V 70W HIT - HST - Electronic BALLAST 800010

or high presure sodium lamps (HST) CODE
35W HIT AVO CONTROL GEAR 498222
7OW HIT - HST Display CONTROL GEAR 498312
70W HIT - HST CONTROL GEAR 498322

\

Conventional Control Gear & Capacitor

Electronic Control Gear

498223
498323

www.petridis-lighting.gr
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P500

A surface mounted fixed spot, which is available with one, two or three lamps.
Ideal for shopping malls, stores, hotels, exhibition halls, museums etc.

Technical Features

- Aluminium body, painted electrostatically in selected colour or plated.
- Steel lampholder - mounting base.
- Easy mounting.
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SURFACE MOUNTED

P500

P500

|

P510

CE 7/ ss0c P20

b =

=] <J

)

- Simple version for incandescent halogen max.50W GU10.
- For one lamp.

| Code | Description

880012  P500 1x50W PAR16 (LED, FLUQ)/GU10 0,270

80

P520

CE 7/ ss0c P20

b =

@) = <

- Simple version for incandescent halogen max.50W GU10.
- For two lamps.

[ Code | Description | Kg_|
88002  P510 2x50W PAR16 (LED, FLUD)/GU10 0,450

-

160 )

O Ol

I

CE 7/ ss0c P20
b =

@) = <

Colour Codes:

1 White ‘2 Titan 3 Black 4 Chrome |5 matt Alum.

www.petridis-lighting.gr

- Simple version for incandescent halogen max.50W GU10.
- For three lamps.

Description

880032  P520 3x50W PAR16 (LED, FLUO)/ GU10 0,630

74

240

O 00

R
08
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ERIS

Eris is a range of surface mounted square luminaires, with the lamp deep inside. Eris 1 is the smaller one and it has no rotation. Eris 2 is
adjustable with symmetric distribution and Eris 3 is also adjustable but with asymmetric distribution. All of them can be produced with different
heights upon request.

Technical Features

- Steel body (or aluminium body for plated editions). Efficiency:
- Inner adjustable ring from aluminium with clips for easy lamp 22W: 4000 K: 1800 Lumen, CRI: min. 75
replacement. 22W: 3000 K: 1800 Lumen, CRI: min. 80
- High pure aluminium reflectors in Spot, Medium, Wide versions and Maximum: 95 Lm/W
tempered protection glass for HIT-CE,
HIT-TC-CE versions. Upon request:

Available with highest colour rendering index (CRI)

For LED Version
- Pure light without IR/UV radiation.
- Die cast aluminum heatsink anodized.
- Efficient thermal management.
- 1800 lumen in 22W neutral edition.
- Operation life: 50,000 hours with efficiency > 70% of the initial

luminous flux.
- Connection for operation with Constant Current.
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ERIS
ERIS 1
- Version for PAR 16/GU10.
C€ 7 80C P2 pyminium body.
- 230V/50Hz. 28—
(o =
o) =& < S
[ Code | Deseripton | Kg_|
880112 ERIS 1 PAR 16/GU10 0,350
ERIS 1 ASYM
- Version for PAR 16/GU10.
C€ 7 850C P2 pyminium body.
- 230V/50Hz. o
= =
o] & <J
Code | Desorpion | k|
880092 ERIS 1 ASYM PAR 16/GU10 0,450
ERIS 1 DOUBLE
- Version for PAR 16/GU10. 200
C€ 7 &0C P2 _pyminiym body.
- 230V/50Hz.
= g
o] =] <J
200
Description
88018 ERIS 1 DOUBLE 2xPAR 16/GU10

www.petridis-lighting.gr 165
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ERIS
ERIS 2 SYM
- Symmetrical version for (HIT-CE, HIT-TC-CE, QR111,
C€ 7 &0C P2 cpvRiqq, LEDR111, LED CHIP). —
- Inner adjustable ring from aluminium with clips for easy 2
O..,. e lamp replacement. ]
- High pure aluminium reflectors in Spot, Medium, Wide
“ “ D versions and tempered protection glass for HIT-CE, 160
HIT-TC-CE versions.
E(]]J I@ = = -
fa
ar % | Code | Description
884020  ERIS 2 SYM. 1x35W HIT-CE/G12 SPOT 1,850
“ 88403=  ERIS 2 SYM. 1x35W HIT-CE/G12 MEDIUM 1,850
==» 08404  ERIS 2 SYM. 1x35W HIT-CE/G12 WIDE 1,850
omewss 884052 ERIS 2 SYM. 1x70W HIT-CE/G12 SPOT 1,850
u 88406  ERIS 2 SYM. 1x70W HIT-CE/G12 MEDIUM 1,850
88407  ERIS 2 SYM. 1x70W HIT-CE/G12 WIDE 1,850
Il 88409  ERIS 2 SYM. 1x35W HIT-TC-CE/G8,5 SPOT 1,850
88410_  ERIS 2 SYM. 1x35W HIT-TC-CE/G8,5 MEDIUM 1,850
= 884112 ERIS 2 SYM. 1x35W HIT-TC-CE/G8,5 WIDE 1,850
awon 884122 ERIS 2 SYM. 1x70W HIT-TC-CE/G8,5 SPOT 1,850
ﬂ 88413_  ERIS 2 SYM. 1x70W HIT-TC-CE/G8,5 MEDIUM 1,850
88414 ERIS 2 SYM. 1x70W HIT-TC-CE/G8,5 WIDE 1,850
<  88012_ ERIS 2 SYM. 1x75W max. QR111/G53 1,500
= 88013  ERIS 2 SYM. 1x35W CDM-R111/GX8,5 1,700
88014  ERIS 2 SYM. 1x70W CDM-R111/GX8,5 1,700
[EEDN 884150  ERIS 2 SYM. LED R111/GU10 1,500
[PEEN 88416mmm = ERIS 2 SYM. LED CHIP 22W 2,000
“ 884612  ERIS 2 SYM. 1x20W HIT-TC-CE/GUB,5 SPOT 1,850 i
884620  ERIS 2 SYM. 1x20W HIT-TC-CE/GU6,5 MEDIUM 1,850

= 88463_  ERIS 2 SYM. 1x20W HIT-TC-CE/GUB,5 WIDE 1,850
s 884642  ERIS 2 SYM. 1x35W HIT-TC-CE/GUB,5 SPOT 1,850

140

" 884652  ERIS 2 SYM. 1x35W HIT-TC-CE/GUS.S MEDIUM 1,850
A 884662  ERIS 2 SYM. 1x35W HIT-TC-CE/GUB,5 WIDE 1,850 140
[DEEN 88467mmm = ERIS 2 SYM. LED CHIP 10,5W 2,000

225

ERIS 3 ASYM
- Asymmetrical version for (QR111, CDM-R111).
C€ 7 80T P20 jnner adjustable ring from aluminium with clips for easy
lamp replacement. .
O«r e .I—l.
Included I =
4 ) EErTr——— || [
PRLPS ChA Y e s 880152 ERIS 3 ASYM. 1x75W max. QR111/G53 1,500 -
88016  ERIS 3 ASYM. 1x35W CDM-R111/GX8,5 1,700
880172 ERIS 3 ASYM. 1x70W CDM-R111/GX8,5 1,700

166 www.petridis-lighting.gr



| LIGHTING SYSTEMS SURFACE MOUNTED
ERIS
ERIS 4 SYM
- Symmetrical version for (HIT-CE, HIT-TC-CE, QR111, -
C€ 7 80T P20 coyviRi11, LED R111, LED CHIP).
- Inner adjustable ring from aluminium with clips for easy <
O«r = lamp replacement. =
vy~ High pure aluminium reflectors in Spot, Medium, Wide
“ “ n versions and tempered protection glass for HIT-CE, 320
HIT-TC-CE versions.
t(ﬂ == =
we O
m Description
88437=  ERIS 4 SYM. 2x35W HIT-CE/G12 SPOT 3,600
88438_  ERIS 4 SYM. 2x35W HIT-CE/G12 MEDIUM 3,600
meaer 884392 ERIS 4 SYM. 2x35W HIT-CE/G12 WIDE 3,600
88443_  ERIS 4 SYM. 2x35W HIT-TC-CE/G8,5 SPOT 3,600
== 88444.  ERIS 4 SYM. 2x35W HIT-TC-CE/G8,5 MEDIUM 3,600
e 884452 ERIS 4 SYM. 2x35W HIT-TC-CE/G8,5 WIDE 3,600
= 88449  ERIS 4 SYM. 2x75W max. QR111/G53 2,900
- 88450_  ERIS 4 SYM. 2x35W CDM-R111/GX8,5 3,300
88452=  ERIS 4 SYM. LED R111/GU10 2,900
88453mmm = ERIS 4 SYM. LED CHIP 22W 3,900
ERIS 5 ASYM
- Asymmetrical version for (QR111, CDM-R111).
CE 7 80C P2 jnneragiustable ring from aluminium with clips for easy =
lamp replacement. 2
= lele
Included 320
‘:Q}’ m EH -
PP ORI P e 88458_  ERIS 5 ASYM. 2x75W max. QR111/G53 3,000 &
884592  ERIS5 ASYM. 2x35W CDM-R111/GX8 5 3,400 ===
88460=  ERIS 5 ASYM. 2x70W CDM-R111/GX8,5 3,400
LED COLOUR CODES: || BEAM CODES: Colour Codes:

Wann Neutral

@ diffuser spot [ medium [iE] wide

0 Colowrs [ white |2 Titan |8 Black |4

Chrome E matt Alum.

ERIS - ACCESSORY

bon

www.petridis-lighting.gr

- Double adjustable suspension of stainless steel cable and
regulators.

- Power supply for suspended fittings consisting of an
aluminium rosette and transparent cable 3x0, 75mm?Z.

Code
808012

Ko
0,400

EH
DOUBLE SUSPENSION WITH POWER SUPPLY
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—
SONY \AIO

i3 make.believe
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| LIGHTING SYSTEMS SURFACE and PENDANT

NANO

lhll

NANO 3

Nano 3 is a suspended luminaire with cylindrical shape. It’s elegant minimal design raises the architectural interest, while it's LED source ensures
excellent performance with maximum energy efficiency. It can be produced with different heights upon request. It is the perfect choice for recep-

tion halls, bars, restaurants, houses etc.

NANO 6

Nano 6 is a surface mounted or suspended luminaire with cylindrical shape. It's elegant minimal design raises the architectural interest, while the
fact that it can be produced in several heights upon request makes it the perfect choice for reception halls, bars, restaurants, houses etc.

NANO applique

Nano is an minimal applique with LED source. It is ideal for hotels, reception halls, bars, restaurants, houses etc.

Technical Features

- Body from aluminium profile painted electrostatically in selected Upon request:

colour or plated. Available with highest colour rendering index (CRI)
- Mounting base from aluminium, painted electrostatically in selected

colour or plated.
For LED Version

- Pure light without IR/UV radiation.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.
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SURFACE and PENDANT

NANO

NANO 6 - SURFACE

CE \/ ss0c P20

PR

&l =7

- Version for PAR 16/GU10.
- Aluminium body.
- 230V/50Hz.

m Description

120

@60

88054  NANO 6 1x50W PAR16 (LED, FLUO)/ GU10 0,270
NANO 6 - PENDANT
- Pendant version for PAR 16/GU10.
H C€ 7/ 80C P2 puminium body.
- 230V/50Hz.
] <J
'- Description
88055_  NANO 6 1x50W PAR16 (LED, FLUQ)/ GU10 0,820
NANO 6 AS - PENDANT
- Pendant version for PAR 16/GU10. 270mm
CE€ 7 80C PO pyminiym body in asymmetrical version. g
- 230V/50Hz. 15
=] :
E
m Description Z60mm
88096  NANO G AS 1x30W PAR16 (LED, FLUO)/GU1040cm 1,100 |
880972 NANO6AS 1x50W PAR16 (LED, FLUO)/GU1060cm 1,200 @60mm
NANO 3 - PENDANT
L i - Pendant version for LED CHIP. —
C€ J 80C P4 puminium body. &
- 230V/50Hz.
| 'y
| = o Included 2 5{
' = | Code | Descripion | Ki | 5 .
88050mmm . NANOQ 3 LED 3W 22cm 0,600 £
1 88051mmm . NANO 3 LED 3W 35¢cm 0,800 o3

www.petridis-lighting.gr
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NANO
NANO 3 - APPLIQUE
- Applique version for LED CHIP. 6
C€ 7/ s0C P& pyminium body. ¢ pis
- 230V/50Hz. (B 1
81
mnn N
ta Included
a Description & =
88052mmm = NANO 3 LED APPLIQUE 3W 21cm 0,600
88053mmm - NANOQ 3 LED APPLIQUE 3W 50cm 0,850 —
NANO 3 - FLEX
- Surface flex version for LED CHIP. 035 K
C€ 7 80C P pyminiym body.
- 230V/50Hz.
e _—
SYEER Cuie | Despion K .
=y 0 88057mm = NANO 3 LED FLEX 3W 40cm 0,700 H Qi
88058mmm . NANQ 3 LED FLEX 3W 60cm 0,850 035, ° o
88059mmm = NANO 3 LED FLEX 3W 80cm 1,000 g
LED COLOUR CODES: || BEAM CODES: Colour Codes:
WarmNeutraI spot medium [iE] wide ;wmte matt Alum.
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ROLLER

SURFACE or PENDANT

Roller is surface mounted or suspended luminaire with cylindrical shape. It can be produced with different heights upon request.
Due to it’s version with high protection degree (IP54) it can also be used as an outdoor luminaire for facade lighting.

Technical Features

- Aluminium body.

- High pure aluminium reflectors in Spot, Medium, Wide versions and
tempered protection glass for HIT-CE,
HIT-TC-CE versions.

For LED Version

- Pure light without IR/UV radiation.

- Efficient thermal management.

- 1800 lumen in 22W and 2000 lumen in 25W neutral edition.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.

- Connection for operation with Constant Current.

174

Efficiency:

22W: 4000 K: 1800 Lumen, CRI: min. 75
22W: 3000 K: 1800 Lumen, CRI: min. 80
25W: 4000 K: 2000 Lumen, CRI: min. 80
25W: 3000 K: 2000 Lumen, CRI: min. 80
Maximum: 95 Lm/W

Upon request:

Available with highest colour rendering index (CRI)

www.petridis-lighting.gr
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SURFACE or PENDANT

ROLLER

ROLLER LED 25W 230V 1P20

ROLLER LED 25W 230V 1P54

CE 7/ ss0c P20

b &=

A JA
He -

- Aluminium body.
- High efficient reflectors in Medium and Wide versions.
- 230V/50Hz module.

| Code | Desoription | Ko |

88008mm = ROLLER 25W 230V/50Hz 1P20 1,200

150mm

@125mm

ROLLER

CE 7/ ss0c P54

b =

A JA
e -

- Aluminium body.

- High efficient reflectors in Medium and Wide versions.
- Tempered protection glass.

- 230V/50Hz module.

Description

88019mmm = ROLLER 25W 230V/50Hz IP54 1,500

150mm

2125mm

www.petridis-lighting.gr

(€ 7 w0 3
b =
LAJAI=
"N
= m;'(l
e
==
V 7 o]
=
e
S

- Aluminium body.

- High pure aluminium reflectors in Spot, Medium, Wide
versions and tempered protection glass for HIT-CE,
HIT-TC-CE versions.

| Code | Desoription | Ko |
880222  ROLLER 1x35W HIT-CE/G12 SPOT IP54 3,100
88028=  ROLLER 1x35W HIT-CE/G12 MEDIUM  IP54 3,100
88020~  ROLLER 1x35W HIT-CE/G12 WIDE IP54 3,100
88023~  ROLLER 1x70W HIT-CE/G12 SPOT IP54 3,100
88029=  ROLLER 1x70W HIT-CE/G12 MEDIUM  IP54 3,100
88021  ROLLER 1x70W HIT-CE/G12 WIDE P54 3,100
88024~  ROLLER 1x100W max. PAR 30/E27  IP20 1,400
88025  ROLLER 1x50W max. QR111/G53 P20 1,350
88026=  ROLLER LED R111/GU10 P20 1,350

88027mmm— ROLLER LED CHIP 22W P20 3,100

QR111
LED R111
e S
2 Qo
od
s =
| o125 |
@125
HIT-CE
®125 PAR 30
LED CHIP

332

>
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SURFACE or PENDANT

ROLLER
ROLLER AS
- Aluminium body in asymmetrical version. T —
CE 7/ ss0c P20 yinasy o
=
O.,. = 5 i
| Code | Descripon | Ko | g |
88090=  ROLLER AS 1x100W max. PAR 30/E27 60cm 2,000 5
88092  ROLLER AS 1x100W max. PAR 30/E27 80cm 2,250 .
88094=  ROLLER AS 1x100W max. PAR 30/E27 100cm 2,500
iy 88091=  ROLLER AS LED R111/GU10 60cm 1,900 -
880932  ROLLER AS LED R111/GU10 80cm 2,150
880952  ROLLER AS LED R111/GU10 100cm 2,400 -
ROLLER ACCESSORIES
@ CeE IP 20
ACCESSORY
Description
80800  SUSPENSION max.1000mm with 0,200
Power Supply and Rosette
LED COLOUR CODES: || BEAM CODES: Colour Codes:
Warm Neutral spot medium E& wide g_ Colours 1 White g Titan _:i Black | _i Chrome é_ matt Alum.
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