| DOWNLIGHTS RECESSED LUMINAIRES

LUNA SQUARE

Luna Square is a compact recessed luminaire with high efficiency. This downlight product range teams exquisite, consistent design with high
levels of practical functionality. Due to different covers and the ability to fit the fixture with different lamp powers, it is ideal for various applications
where diffuse lighting is needed.

Technical Features

- Quter frame from die-cast aluminium, painted electrostatically in - Connection for operation on 230V-50Hz with conventional ballast and
selected colour or plated. power factor correction capacitor (lamp TC-D).

- Inner body from steel. - Connection for operation on 230V-50/60Hz with electronic ballast

- High pure aluminium reflectors anodized. (lamps TC-DEL).

- Crusiform louvre non-iridescent with parabolic blades made of pure - Connection for operation with electronic dimmable ballast
aluminium. (lamp TC-DEL).

- Protection glass available in sandblast SB or Mistlite. - Connection for emergency lighting system (lamp TC-DEL).

- Support to the ceiling with metal plates adjustable in height.

- Lamp placement in horizontal position.

- Control gear in a separate box or integrated for 1-2/13-26W
(TG-DEL).
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LUNA SQUARE FLUO

- Veersion for TC-D, TC-DEL, TC-TEL, TC-TSE. B /7 o
e P43 _ protection glass in sandblast SB or Mistlite.
Description | kg | g L e
b |5 = Conventional Ballast & Capacitor < (I
e 442122 1x18W TC-D/G24d-2 Mistite 1,800 3 -
Mo aes = dlS 44000 1x26W TC-D/G240-3 Mistte 1,800
T M ees 442520 2x13W TC-D/G240-1 Mistite 1,930 —
442622 2x18W TC-D/G24d-2 Mistite 1,930 3 J / \ E
442720 2x26W TC-D/G24d-3 Mistite 1,930 )”A
444292 2xmax.20W TC-TSE/E27 Mistite witoutcontoiger 0,750 222
443122 1x18W TC-D/G24d-2 Sandblast 1,800
443225 1x26W TC-D/G24d-3 Sandblast 1,800
44352 2x13W TC-D/G24d-1 Sandblast 1,930
443622 2x18W TC-D/G24d-2 Sandblast 1,930
443722 2x26W TC-D/G24d-3 Sandblast 1,930
445292 2xmax.20W TC-TSE/E2T Sandblast smteonmpes 0,750
Electronic Ballast
442132 1x18W TC-DEL/G24g-2 Mistite 1,000
44223 1x26W TC-DEL/G24g-3 Mistite 1,000
44233 1x32W TC-TEL/GX24g-3 Mistite 1,100
442532 2x13W TC-DEL/G24g-1  Mistite 1,050
442632 2x18W TC-DEL/G24q-2 Mistite 1,050
442732 2x26W TC-DEL/G24q-3 Mistite 1,050
44283 232W TC-TEL/GX24g-3 Mistite 1,150
443132 1x18W TC-DEL/G24q-2 Sandblast 1,000
443232 1x26W TC-DEL/G24g-3 Sandblast 1,000
443332 1x32W TC-TEL/GX240-3 Sandblast 1,100
443532 2x13W TC-DEL/G24g-1 Sendblast 1,050
443632 2x18W TC-DEL/G24q-2 Sandblast 1,050
443732 2x26W TC-DEL/G24g-3 Sandblast 1,050
443832 2x32W TC-TEL/GX240-3 Sandblast 1,150
LUNA SQUARE VD FLUO
- Version for TC-D, TC-DEL, TC-TEL. Blectonic /27 195x195mm
o P20 _syspended decorative glass transparent, matt inside.
"% = .‘ (.\' e —_— Conventional Ballast & Capacitor
T 44812 1x18W TC-D/G24d-2 1,800 13 = |
= = = 448220 1x26W TC-D/G24d-3 1,800
LT T T e 448520 2x13W TC-D/G24d-1 1,930
i} 448622 2x18W TC-D/G24d-2 1,930 8 jé ;E
$ — 448722 2x26W TC-D/G24d-3 1,930
Electronic Ballast 232
448132 1x18W TC-DEL/G24g-2 1,000
44823 1x26W TC-DEL/G24g-3 1,000
448332 1x32W TC-TEL/GX24g-3 1,100
448432 1x42W TC-TEL/GX24g-4 1,100
44853z 2x13W TC-DEL/G24qg-1 1,050
448632 2x18W TC-DEL/G24g-2 1,050
448732 2x26W TC-DEL/G24q-3 1,050
448832 2x32W TC-TEL/GX24g-3 1,150
448932 2x42W TC-TEL/GX24g-4 1,150
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LUNA SQUARE CROSS FLUO
- Version for TC-D, TC-DEL, TC-TEL. oric
( € W P2 ! ¥ g ) Bk /17 195x195mm
Crusiform louvre non-iridescent with parabolic blades made
of pure aluminium. B Conventiond
(T - o -
Description Kg 73 250
e e Conventional Ballast & Capacitor
PapsAe | PR PRRATE 449520 13W TC-D/G24d-1 1,730 1
Included 44962-  2x18W TC-D/G24d-2 1,730 8
449720 2x26W TC-D/G24d-3 1730
Electronic Ballast
44953:  2x13W TC-DEL/G24g-1 0,850 ly
44963-  2x18W TC-DEL/G24g-2 0,850
44973-  2x26W TC-DEL/G24g-3 0,850
44983-  2x32W TC-DEL/G24g-3 0,950
44993.  2x42W TC-DEL/G24q-4 0,950
LUNA SQUARE HIT-DE, HST-DE
- Version for HIT-DE, HST-DE.
' /47 195x195mm
e W - Matt anodized aluminium reflector.
- Protection glass in sandblast SB or Mistlite. Elckonic HT Comentona HI
s ‘.|
s o, Description | kg [T
= Conventional Ballast & Capacitor |
et e — 44612 1x70W HIT-DE or HST-DE/RX7s Mistiite 2,750 T
- 44622 1x150W HIT-DE or HST-DE/RX7s Mistiite 2,850 e 2
E 44712 1x70W HIT-DE or HST-DE/RX7s Sandblast 2,750 /&”L
44722-  1x150W HIT-DE or HST-DE/RX7s Sandblast 2,850 222
Electronic Ballast
446132 1x70W HIT-DE or HST-DE/RX7s Mistiite 1,050
446232 1x150W HIT-DE or HST-DE/RX7s Mistiite 1,050
447132 1x70W HIT-DE or HST-DE/RX7s Sandblast 1,050
44723-  1x150W HIT-DE or HST-DE/RX7s Sandblast 1,050
LUNA SQUARE for Speaker
- Quter frame from die-cast aluminium.
CeE IP 20
Description
45000=  LUNA SQUARE for Speaker 0,500
400501  Speaker 18W 0,700

Colour Codes:
0 Colours |1 White |2 Titan |3 Black |4 Chrome |§ matt Alum.
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