| SURFACE, PENDANT & RECESSED LUMINAIRES SURFACE MOUNTED

MLM

The MLM surface-mounted luminaire provides perfect lighting comfort and uniform, glare-free lighting. The luminaire unit impresses with its low
profile, while slim-line design is emphasised by its linear contours.

Technical Features

- Steel body painted electrostatically.
- High efficient parabolic louvre from specular aluminium.
- Connection for operation on 230V-50/60Hz with electronic ballast.

Upon Request

- Connection for operation on 230V-50/60Hz with dimmer dali or
1-10VDC ballast.

- Connection for emergency lighting system.
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SURFACE, PENDANT & RECESSED LUMINAIRES

SURFACE MOUNTED

MLM

MLM

Colour Codes:
0 Colours |1 White |2 Titan
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- Version for T16/G5.
- Louvre from high purity specular aluminium.

[ Code | Description

291182 MLM 112x14W
291192 MLM 113x14W
29120 MLM 114x14W
o 291220 MLM 112x21W
&2 21282 MM 11204W
29129:  MLM 113x24W
29130 MLM 114x24W
291242 MLM 112x28W
291262 MLM 112x35W
29132 MLM 112x39W
291342 MLM 112xd9W
29136 MLM 112x54W
29140 MLM 112x80W

586mm

2-3-4x14-24W=597mm, 2x21-39W=897mm

2x28-54W=1197mm, 2x35-43-80W=1497mm

31| —

| 2x.. =300mm
Ix-dx.. =597mm
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