| SURFACE, PENDANT & RECESSED LUMINAIRES PENDANT

VOLARIS

This luminaire is an impressive combination of low investment cost, high efficiency and usability.

The direct/indirect light distribution and the high light output ratios are two advantages that give Volaris a wide range of possible applications,
especially in offices, communication rooms and training facilities. The spots, which can be separately switched, give the user maximum design
freedom and satisfy the requirement for possible accent lighting on workplace.

The VOLARIS surface-mounted luminaire provides perfect lighting comfort and uniform, glare-free lighting. The luminaire unit impresses with its
low profile, while slim-line design is emphasised by its curved soft contours.

VOLARIS LED

This luminaire is an impressive combination of low investment cost, low power consumption, high efficiency and usability.

The direct/indirect light distribution and the high light output ratios are two advantages that give Volaris a wide range of possible applications,
especially in offices, communication rooms and training facilities.

Technical Features

- Body of aluminum profile, painted electrostatically in selected colour.  Upon Request

- High efficient microprismatic PMMA cover or louvre selection. - Connection for operation on 230V-50/60Hz with dimmer dali or
- PMMA upside transparent cover. 1-10VDC ballast.
- With or without spot selection for pendant version. - Connection for emergency lighting system (only for T16 edition).
- Adjustable suspension consisting of stainless steel cable and

regulators.

- Connection for operation on 230V-50/60Hz with electronic ballast.

For LED Version

- High efficient satin PMMA cover.

- Pure light without IR/UV radiation.

- Operation life: 50,000 hours with efficiency > 70% of the initial
luminous flux.
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| SURFACE, PENDANT & RECESSED LUMINAIRES PENDANT

VOLARIS
VOLARIS PLEXI 170

- Version for T16/G5.
CE 7/ @ P® _yigh efficient microprismatic PMMA cover.
- Suspensions and power supply with cable 1,5m, included.

- 82510512 Volaris Plexi 170 1x21W
s 82511512 Volaris Plexi 170 1x39W
82510712 Volaris Plexi 170 1x28W 7 L J
82511912 Volaris Plexi 170 1x54W
H 8251091~ Volaris Plexi 170 1x35W L
82511712 Volaris Plexi 170 1x49W 1/2¢21-39 = 966

1/2x28-54 = 1266

82512312 Volaris Plexi 170 1x80W i a0 = 1R

8251061~ Volaris Plexi 170 2221W
82511612 Volaris Plexi 170 2x39W
8251081=  Volaris Plexi 170 2x28W
82512012  Volaris Plexi 170 2x54W
82511012 Volaris Plexi 170 2x35W
82511812 Volaris Plexi 170 2x49W
82512412 Volaris Plexi 170 2x80W

VOLARIS PLEXI 170 SPOTS

- Version for T16/G5 and PAR16/GU10.
(e V @ ra High efficient microprismatic PMMA cover.

- Suspensions and power supply with cable 1,5m, included. L
& o
"L o o« RN £u1
. =] 82520512 Volaris Plexi 170 Spots 1X21W-+2xPAR16/GU10 L - !
s 82521512 Volaris Plexi 170 Spats 1x39W+2xPAR16/GU10
82520712 Volaris Plexi 170 Spots 1x28W-+21PAR16/GU10
82521912 Volaris Plexi 170 Spats 1x54W+2xPAR16/GU10
H 82520912 Volaris Plexi 170 Spots 1x35W+2xPAR16/GU10 1/2x21-39 = 1140
82521712 Volaris Plexi 170 Spots 1x49W+2xPAR16/GU10 1/2x28-54 = 1440
82522312 Volaris Plexi 170 Spots 1x80W-2xPAR16/GU10 TexiaAs-al =740

8252061= Volaris Plexi 170 Spots 2x21W-+2xPAR16/GU10
8252161_  Volaris Plexi 170 Spots 2x39W+2xPAR16/GU10
8252081_ Volaris Plexi 170 Spots 2x28W+2xPAR16/GU10
82522012 Volaris Plexi 170 Spots 2x54W+2xPAR16/GU10
82521012 Volaris Plexi 170 Spots 2x35W+2xPAR16/GU10
8252181 Volaris Plexi 170 Spots 2x49W+2xPAR16/GU10
82522412 Volaris Plexi 170 Spots 2x80W+2xPAR16/GU10

Colour Codes:
0 Colours 1 White 2 Titan '3 Black 5% matt Alum.

* Excluded: Volaris with spots
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| SURFACE, PENDANT & RECESSED LUMINAIRES PENDANT

VOLARIS
VOLARIS PLEXI 230
- Version for T16/G5.
CE 7/ @ P® g efficient microprismatic PMMA cover. 1
- Suspensions and power supply with cable 1,5m, included. 7
. PN
h‘—-_'—*‘—'—-—.__ 6 —= Faw,
[ Code | Description | [0
= 8255061=  Volaris Plexi 230 2x21W |
s 82551612 Volaris Plexi 230 2x39W
82550812 Volaris Plexi 230 2x28W - ,
. 82552012 Volaris Plexi 230 2x54W ! L !
H 82551012 Volaris Plexi 230 2x35W L
82551812 Volaris Plexi 230 2x49W 2x21-39 = 966
82552412 Volaris Plexi 230 2x80W 2x28-54 = 1266
2x35-49-80 = 1566
VOLARIS PLEXI 230 SPOTS

- Version for T16/G5 and QR111/G53 max. 50W.
CE YV © P2 _hignefficient microprismatic PMMA cover.

@ - Suspensions and power supply with cable 1,5m, included. I
P
"B [ Code | Description | ST ]
w | mma 82560612 Volaris Plexi 230 Spots 2x21W+2xQR111/G53 L. o],
mues 82561612 Volaris Plexi 230 Spots 2x39W+2xQR111/G53 % )
8256081 Volaris Plexi 230 Spots 2x28W+2xQR111/G53 g
8256201~ Volaris Plexi 230 Spots 2x54W+2xQR111/G53 | k |
H 8256101 Volaris Plexi 230 Spots 2x35W+2xQR111/G53 L
' 82561812 Volaris Plexi 230 Spots 2x49W+2xQR111/653 il
82562412 Volaris Plexi 230 Spots 2x80W+2xQR111/G53 94354860 = 1866

Colour Codes:
0 Colours |1 White |2 Titan '3 Black  §* matt Alum.

* Excluded: Volaris with spots
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| SURFACE, PENDANT & RECESSED LUMINAIRES

PENDANT

VOLARIS

VOLARIS LOUVRE 170

VOLARIS LOUVRE 170 SPOTS

IP 20

e V ©

Ti6

- Version for T16/G5.
- Louvre from high purity specular aluminium.
- Suspensions and power supply with cable 1,5m, included.

| Code | Deseripin

8253051_  Volaris Louvre 170 1x21W
82531512 Volaris Louvre 170 1x39W
8253071_ Volaris Louvre 170 1x28W
82531912 Volaris Louvre 170 1x54W
8253091_ Volaris Louvre 170 1x35W
82531712 Volaris Louvre 170 1x49W
8253231_  Volaris Louvre 170 1x80W
8253061= Volaris Louvre 170 2x21W
8253161_ Volaris Louvre 170 2x39W
8253081_ Volaris Louvre 170 2x28W
82532012 Volaris Louvre 170 2x54W
8253101_  Volaris Louvre 170 2x35W
8253181_  Volaris Louvre 170 2x49W
8253241 Volaris Louvre 170 2x80W

1/2x21-39 = 966
1/2x28-54 = 1266
1/2x35-49-80 = 1566

CeE VV @ ra

Colour Codes: _
0 Colours |1 White |2 Titan

3 Black E“ matt Alum.

* Excluded: Volaris with spots

www.petridis-lighting.gr

- Version for T16/G5 and PAR16/GU10.
- Louvre from high purity specular aluminium.
- Suspensions and power supply with cable 1,5m, included.

| Code | Descripin

82540512 Volaris Louvre 170 Spots 1x21W+2xPAR16/GU10
82541512 Volaris Louvre 170 Spots 1x39W+2xPAR16/GU10
82540712 Volaris Louvre 170 Spots 1x28W-+2xPAR16/GU10
82541912 Volaris Louvre 170 Spots 1x54W-+2xPAR16/GU10
82540912 Volaris Louvre 170 Spots 1x35W+2xPAR16/GU10
82541712 Volaris Louvre 170 Spots 1x49W+2xPAR16/GU10
82542312 Volaris Louvre 170 Spots 1x80W+2xPAR16/GU10
8254061=  Volaris Louvre 170 Spots 2x21W+2xPAR16/GU10
82541612  Volaris Louvre 170 Spots 2x39W-+2xPAR16/GU10
8254081_  Volaris Louvre 170 Spots 2x28W+2xPAR16/GU10
8254201_  Volaris Louvre 170 Spots 2x54W+2xPAR16/GU10
82541012 Volaris Louvre 170 Spots 2x35W-+2xPAR16/GU10
82541812 Volaris Louvre 170 Spots 2x49W+2xPAR16/GU10
82542412 Volaris Louvre 170 Spots 2x80W-+2xPAR16/GU10

1/2x21-39 = 1140
1/2x28-54 = 1440
1/2x35-49-80 = 1740
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| SURFACE, PENDANT & RECESSED LUMINAIRES

PENDANT

VOLARIS
VOLARIS LOUVRE 230
- Version for T16/G5.
CE 7/ @ P8 | guvre from high purity specular aluminium. 1
g - Suspensions and power supply with cable 1,5m, included.
—‘\ 'S
8257061~ Volaris Louvre 230 2x21W | . |
s 82571612 Volaris Louvre 230 2x39W —— T
82570812  Volaris Louvre 230 2x28W ]
82572012 Volaris Louvre 230 2x54W L
8257101_  Volaris Louvre 230 2x35W L
82571812 Volaris Louvre 230 2x49W 2%91-39 = 966
82572412 Volaris Louvre 230 2x80W 2x28-54 = 1266
2x35-49-80 = 1566

VOLARIS LOUVRE 230 SPOTS

- Version for T16/G5 and QR111/G53 max. 50W.
@ P20 | ouyre from high purity specular aluminium.
- Suspensions and power supply with cable 1,5m, included.

| Code | Deseripin

8258061 Volaris Louvre 230 Spots 221W-+2+QR111/653

woues 82581612 Volaris Louvre 230 Spots 239W+2xQR111/653

82580812 Volaris Louvre 230 Spots 228W+2+QR111/653

8258201=  Volaris Louvre 230 Spots 2654W+2xQR111/G53
8258101 Volaris Louvre 230 Spots 35W-+2+QR111/653 L

82581812 Volaris Louvre 230 Spots 249W-+2xQR111/653 221-39 = 1266

82582412 Volaris Louvre 230 Spots 2x80W+2xQR111/G53 x28-54 = 1566
2x35-49-80 = 1866

Colour Codes: o _
0 Colours 1 White 2 Titan |3 Black 5% mattAum.

* Excluded: Volaris with spots
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| SURFACE, PENDANT & RECESSED LUMINAIRES PENDANT
VOLARIS
VOLARIS PLEXI LED 170
- Version for LED CHIP.
CE 7/ @ P8 g efficient satin PMMA cover.
- Efficiency: max.138 Lumen / Watt.
| @ - Suspensions and power supply with cable 1,5m, included.

| Code | Deseripin

8251803=  Volaris Plexi Led 170 26W 3100 Im Neutral
R 8251804~ Volaris Plexi Led 170 33W 4400 Im Neutral
. @ 25:C - 8251806=  Volaris Plexi Led 170 42W 4650 Im Neutral 2 F
82518062 Volaris Plexi Led 170 49W 6600 Im Neutral £
i H 8251810-  Volaris Plexi Led 170 33W 4400 Im Warm L
82518122 Volaris Plexi Led 170 49W 6600 Im Warm 52% 3:v\\'rv = :g:g

VOLARIS PLEXI LED 170 SPOTS
C€ W @ ra

- Version for LED CHIP and PAR16/GU10.
- High efficient satin PMMA cover. 1
- Efficiency: max.138 Lumen / Watt.

- Suspensions and power supply with cable 1,5m, included.

L:1]

;‘ﬂ saﬂ Description
82528032 Volars Plexi Led 170 28W 3100 Im Neutral-+ 2PAR16/6U10
" 8252804= Volaris Plexi Led 170 33W 4400 Im Neutral-+ 2PAR16/GU10 7
. @ 250 82528052 Volars Plexi Led 170 42W 4650 Im Neutral-+ 2PAR16/6U10 '
8252806 Volars Plexi Led 170 49W 6600 Im Neutra-+ 21PAR16/GU10 L
H 82528102 Volaris Plexi Led 170 33W 4400 Im Warm-+2xPAR16/GU10 koot

8252812 Volaris Plexi Led 170 49W 6600 Im Warm+2xPAR16/GU10 A= T

Iﬂ 0°

c_ulour Codes:
0 Colours

1 White |2 Titan |8 Black 5% matt Alum.

* Excluded: Volaris with spots
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| SURFACE, PENDANT & RECESSED LUMINAIRES PENDANT

VOLARIS
VOLARIS PLEXI LED 230

- Version for LED CHIP.
CE 7/ @ PO g efficient satin PMMA cover.
- Efficiency: max.138 Lumen / Watt. 1
@ - Suspensions and power supply with cable 1,5m, included. A

ta  Ieukd 8955804~  Volaris Plexi Led 230 66W 8800 Im Neutral
. @ e 82558062  Volaris Plexi Led 230 98W 13200 Im Neutral & = i

-

8255810=  Volaris Plexi Led 230 66W 8800 Im Warm
8255812 Volaris Plexi Led 230 98W 13200 Im Warm BBW = 1220
98W = 1780

VOLARIS PLEXI LED 230 SPOTS

- Version for LED CHIP and QR111/G53.
(e V @ rn High efficient satin PMMA cover.
- Efficiency: max.138 Lumen / Watt.
@ - Suspensions and power supply with cable 1,5m, included.

1. L

ta ekt eo56g04c Volaris Plexi Led 230 66W 8800 Im Neutral+2xQR111/G53
. @ 3 8256806 Volaris PlexiLed 230 98W 13200 Im Neutral+ 20R111/653 | |

82568102 Volaris Plexi Led 230 66W 8800 Im Warm-+2xQR111/653
82568122 Volaris Plexi Led 230 98W 13200 Im Warm +2xQR111/G53 66W = 1520
98W = 2080

-

Colour Codes:
g Colours ’1_ White _2_ Titan '3 Black i‘ matt Alum.

* Excluded: Volaris with spots
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| SURFACE, PENDANT & RECESSED LUMINAIRES SURFACE MOUNTED

VOLARIS
VOLARIS QUADRO

- Version for T16/G5.
CE X/ @ PB | guure from high purity specular aluminium.

- | Code | Descripton

82556=  Volaris Quadro 3x14W
82557=  Volaris Quadro 4x14W
82558.  Volaris Quadro 3x24W
82559-  Volaris Quadro 4x24W

Colour Codes:

ﬂ@ Colours [@] White M@] Titan

Black [g matt Alum.
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