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LIGHTMASTER 1000

Symmetrical

P R I C E L I S T

FA70836

FA70512

FA70518

FA70837

FA70511

FA70517

CODE COLOUR Without Control

Gear

+Control Gear Selection HIT or HST

+Control Gear Selection HIT-DE

+Control Gear Selection HIT-DE

+Control Gear Selection HIT or HST

+Control Gear Selection HIT-DE

+Control Gear Selection HIT-DE
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Die cast aluminium body and frame coated.
Symmetrical peened reflector for wide beam and
specular reflector for narrow beam, with
considerable glare reduction.

Wide beam

FLOODLIGHT LIGHTMASTER 1000 SYM - HIT or HST / E40 70836 (empty with ignitor)

FLOODLIGHT LIGHTMASTER 1000 SYM - K12s-36 Osram 70512 (empty with ignitor)

FLOODLIGHT LIGHTMASTER 1000 SYM - X528 Philips 70518 (empty with ignitor)

Narrow beam

FLOODLIGHT LIGHTMASTER 1000 SYM - HIT or HST / E40 70837 (empty with ignitor)

FLOODLIGHT LIGHTMASTER 1000 SYM - K12s-36 Osram 70511 (empty with ignitor)

FLOODLIGHT LIGHTMASTER 1000 SYM - X528 Philips 70517 (empty with ignitor)

LIGHTMASTER 1000

Asymmetrical

P R I C E L I S T

FA70838

FA70711

FA70717

CODE COLOUR Without Control

Gear

+Control Gear Selection HIT or HST

+Control Gear Selection HIT-DE

+Control Gear Selection HIT-DE

DESCRIPTION
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Die cast aluminium body and frame coated.
Asymmetrical specular reflector with high
reflectance and efficiency.

Narrow beam

FLOODLIGHT LIGHTMASTER 1000 ASYM -HIT or HST / E40 70838 (empty with ignitor)

FLOODLIGHT LIGHTMASTER 1000 ASYM - K12s-36 Osram 70711 (empty with ignitor)

FLOODLIGHT LIGHTMASTER 1000 ASYM - X528 Philips 70717 (empty with ignitor)

1000W HIT-DE / K12s-36: OSRAM (short arc) HQI-TS 1000/NDL/S, HQI-TS 1000/D/S

1000W HIT-DE / X528: PHILIPS (long arc) MHN-LA 1000W/842, MHN-LA 1000W/956

Note: the preceding luminaires are also available in class II.

1000W HIT-DE / K12s-36: OSRAM (short arc) HQI-TS 1000/NDL/S, HQI-TS 1000/D/S

1000W HIT-DE / X528: PHILIPS (long arc) MHN-LA 1000W/842, MHN-LA 1000W/956

Note: the preceding luminaires are also available in class II.

P R I C E L I S T

TypeDESCRIPTION

CONTROL GEAR (in aluminium base)

CONTROL GEAR (in waterproof gear box)

CONTROL GEAR (in aluminium base)

CONTROL GEAR (in waterproof gear box)

For metal halide lamp

1x1000W HIT / E40, HIT-DE / K12s-36 Osram, HIT-DE / X528 Philips

1x1000W HIT / E40, HIT-DE / K12s-36 Osram, HIT-DE / X528 Philips

For high pressure sodium lamp

1x1000W HST / E40

1x1000W HST / E40

701112

701110

701116

701114

Conventional ballast and capacitor

CODE PRICE

OSRAM: NAV-T

PHILIPS: SON-T

HSTHIT OSRAM: HQI/D

PHILIPS: HPI-T

PHILIPS:

MHN-LA / X528

HIT-DE HIT-DEOSRAM:

HQI-TS / K12s-36

OSRAM: NAV-T

PHILIPS: SON-T

HSTHIT OSRAM: HQI/D

PHILIPS: HPI-T

PHILIPS:

MHN-LA / X528

HIT-DE HIT-DEOSRAM:

HQI-TS / K12s-36

with ANTIGLARE LOUVRE


