
CATALOGUE 2012 OUTDOOR LIGHTING

335

PHOENIX
INDIRECT LIGHTING

849010

849020

CODE COLOUR

P R I C E  L I S T

DESCRIPTION

• Projector made of die-cast aluminium with epoxy polyester

coat finish.

• Indirect lighting system consisting of a projector and

 fibreglass reinforced resin reflecting panel.

2720 1x150W HIT-DE / RX7s-24

2722 1x250W HIT-DE / FC2

Anthracite

Anthracite

PHOENIX
INDIRECT LIGHTING

849030

849040

CODE COLOUR

P R I C E  L I S T

DESCRIPTION

• Projector made of die-cast aluminium with epoxy polyester

coat finish.

• Indirect lighting system consisting of a projector and

 fibreglass reinforced resin reflecting panel.

2724 1x150W HIT-DE / RX7s-24

2726 1x250W HIT-DE / FC2

Anthracite

Anthracite

POLES

704601

704602

704606

704607

704620

704621

CODE COLOUR

P R I C E  L I S T

DESCRIPTION HEIGHT mm

Α            Β

POLE ∅60mm

POLE ∅60mm

POLE ∅102mm - ∅60mm

POLE ∅102mm - ∅60mm

ANCHOR BOLTS 30x30cm

ANCHOR BOLTS 40x40cm

3000

4000

3000 + 1000

3000 + 2000

Titan

Titan

Titan

Titan

OSRAM: HQI-TS, HCI-TS

PHILIPS: MHN-TD, CDM-TD

HIT-DE

RX7s-24

OSRAM: HQI-TS

PHILIPS: MHN-TD

HIT-DE

FC2

OSRAM: HQI-TS, HCI-TS

PHILIPS: MHN-TD, CDM-TD

HIT-DE

RX7s-24

OSRAM: HQI-TS

PHILIPS: MHN-TD

HIT-DE

FC2

Pole ∅60mm with support base

30x30cm electrostatically painted.

Inspection window with removable

 terminal block for quick connection.

Pole ∅102mm with end ∅60mm, with

support base 30x30cm electrostatically

painted.

Inspection window with removable  terminal

block for quick connection.

ANCHOR BOLTS

Ground Level


